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----------------Start of the first Change---------------
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

DL
Downlink

E-RAB
E-UTRAN Radio Access Bearer

eNB
E-UTRAN NodeB

EP
Elementary Procedure

EPC
Evolved Packet Core

E-UTRAN
Evolved UTRAN

GBR
Guaranteed Bit Rate

GTP
GPRS Tunneling Protocol

IE
Information Element

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCE
Multi-cell/multicast Coordination Entity

MME
Mobility Management Entity

NAS
Non-Access Stratum

PLMN
Public Land Mobile Network

QoS
Quality of Service

TEID
Tunnel Endpoint Identifier

UE
User Equipment

UL
Uplink 
SC-PTM
Single Cell Point to Multipoint
----------------Start of the Next Change---------------
8.2
MBMS Session Start

8.2.1
General

The purpose of the MBMS Session Start procedure is to request the MCE to determine whether an MBMS E-RAB for an upcoming MBMS Session for a given MBMS Bearer Service can be accommodated by the E-UTRAN. The MCE is also requested to establish an MBMS service associated logical M3 connection. The MBMS Session Start procedure is triggered by the EPC (MME).

The procedure uses MBMS Service associated signaling.

8.2.2
Successful Operation
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Figure 8.2.2-1: MBMS Session Start procedure. Successful operation.

The MME initiates the procedure by sending an MBMS SESSION START REQUEST message to the MCE.
If the MCE receives the MBMS SESSION START REQUEST message including the MBMS Cell List IE, the MCE may use it as defined in TS 36.300 [3].
In MBSFN operation,the MCE shall use the information in the MBMS E-RAB QoS parameters IE to determine whether the requested configuration can be accommodated within E-UTRAN.
In SC-PTM operation, the MCE shall forward the information in the MBMS E-RAB QoS parameters IE to the relevant eNBs.
In MBSFN operation, if the Time of MBMS Data Transfer IE is included in the MBMS SESSION START REQUEST message, the MCE shall, if supported, take it into account for the synchronization of the corresponding MCCH Update instead of the Minimum Time to MBMS Data Transfer IE. The MCE shall ensure the eNB applies the MCCH update from the last modification period before the time indicated by the Time of MBMS Data Transfer IE.

If the MCE receives the MBMS SESSION START REQUEST message including the Re-establishment IE for a service which is already ongoing, it shall, if supported, accept this message and replace the MBMS context for that service (see TS 23.007 [14]).

If the MCE receives the MBMS SESSION START REQUEST message including the Alternative TNL Information IE, it may send the content of that IE to the eNB.

The MCE shall report to the MME, in the MBMS SESSION START RESPONSE message the result of the requested MBMS E-RAB. 

In MBSFN operation,the MCE shall establish or modify the resources according to the values of the Allocation and Retention Priority IE (priority level and pre-emption indicators) and the resource situation as follows:
-
The MCE shall consider the priority level of the requested session, when deciding on the resource allocation.

-
The priority levels and the pre-emption indicators may (individually or in combination) be used to determine whether the session has to be started unconditionally and immediately. If the requested session is marked as “may trigger pre-emption” and the resource situation requires so, the MCE may trigger the pre-emption procedure which may then cause the forced release of a lower priority session which is marked as “pre-emptable”. Whilst the process and the extent of the pre-emption procedure is operator-dependent, the pre-emption indicators shall be treated as follows:

1.
If the Pre-emption Capability IE is set to “may trigger pre-emption”, then this allocation request is allowed to trigger a pre-emption procedure.

2.
If the Pre-emption Capability IE is set to “shall not trigger pre-emption”, then this allocation request is not allowed to trigger a pre-emption procedure.

3.
If the Pre-emption Vulnerability IE is set to “pre-emptable”, then this session shall be included in the pre-emption process.

4.
If the Pre-emption Vulnerability IE is set to “not pre-emptable”, then this session shall not be included in the pre-emption process.

5.
If the Priority Level IE is set to “no priority”, the given values for the Pre-emption Capability IE and Pre-emption Vulnerability IE shall not be considered. Instead the values “shall not trigger pre-emption” and “not pre-emptable” shall prevail.

-
The E-UTRAN pre-emption process shall keep the following rule: E-UTRAN shall only pre-empt sessions with lower priority, in ascending order of priority.

8.2.3
Unsuccessful Operation
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Figure 8.2.3-1: MBMS Session Start procedure. Unsuccessful operation.

If the MCE determines that the E-UTRAN is not able to accommodate the requested configuration for any MBSFN area of the requested service area (e.g. the necessary MBMS resources for the MBMS Session could not be established in any MBSFN area of the requested service area) for MBSFN transmission, or in any cell for SC-PTM, the MME shall be informed by the MBMS SESSION START FAILURE message including a suitable cause value.

8.2.4
Abnormal Conditions

Not applicable.

----------------Start of the Next Change---------------
8.6
MBMS Session Update

8.6.1
General

The purpose of the MBMS Session Update procedure is to inform the MCE about changing characteristics of the MBMS session.
The procedure uses MBMS-Service-associated signalling.

8.6.2
Successful Operation
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Figure 8.6.2-1. MBMS Session Update procedure. Successful operation.

The MME initiates the procedure by sending an MBMS SESSION UPDATE REQUEST message to the MCE. 

The MCE shall use the information contained in the MBMS SESSION UPDATE REQUEST message to update its own parameters of this session such as the service area parameters, or the list of cell identities, or the allocation and retention priority (ARP) of the session. If the ARP parameter is updated, the corresponding update of resources shall follow the principles described for the MBMS Session Start procedure. The MCE shall then, if needed, transfer the updated parameters to the involved eNBs according to the service area, or the list of cell identities.

In MBSFN operation,if the Time of MBMS Data Transfer IE is included in the MBMS SESSION UPDATE REQUEST message, the MCE shall, if supported, take it into account for the synchronization of the corresponding MCCH Update instead of the Minimum Time to MBMS Data Transfer IE. The MCE shall ensure the eNB applies the MCCH update from the last modification period before the time indicated by the Time of MBMS Data Transfer IE. The MCE shall ignore the information contained in the received Minimum Time to MBMS Data Transfer IE.

After receiving the response from the involved eNBs the MCE shall report to the MME in the MBMS SESSION UPDATE RESPONSE message the result of the update.
8.6.3
Unsuccessful Operation
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Figure 8.6.3-1: MBMS Session Update procedure. Unsuccessful operation.

If the MCE determines that the E-UTRAN is not able to accommodate the requested updating, the MCE shall send to the MME the MBMS SESSION UPDATE FAILURE message.
8.6.4
Abnormal Conditions

Not applicable.
----------------Start of the Next Change---------------
9.1.3
MBMS SESSION START REQUEST

This message is sent by the MME to establish an MBMS E-RAB and an M3AP signalling connection.

Direction: MME ( MCE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME MBMS M3AP ID
	M
	
	9.2.3.2
	
	YES
	reject

	TMGI
	M
	
	9.2.3.3
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.4
	
	YES
	ignore

	MBMS E-RAB QoS parameters
	M
	
	9.2.1.3
	
	YES
	reject

	MBMS Session Duration
	M
	
	9.2.3.5
	
	YES
	reject

	MBMS Service Area
	M
	
	9.2.3.6
	
	YES
	reject

	Minimum Time to MBMS Data Transfer
	M
	
	9.2.3.8
	
	YES
	reject

	TNL Information
	M
	
	
	
	YES
	reject

	>IP Multicast Address
	M
	
	9.2.2.1
	
	-
	

	>IP Source Address
	M
	
	9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP TEID

9.2.2.2
	
	-
	

	Time of MBMS Data Transfer
	O
	
	9.2.3.9
	
	YES
	ignore

	Re-establishment
	O
	
	9.2.3.10
	
	YES
	ignore

	Alternative TNL Information
	O
	
	
	
	YES
	ignore

	>Alternative IP Multicast Address
	M
	
	9.2.2.1
	
	-
	

	>Alternative IP Source Address
	M
	
	9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP TEID

9.2.2.2
	Shall be set to same value as the GTP DL TEID IE of the TNL Information IE.
	-
	

	MBMS Cell List
	O
	
	9.2.1.xx
	
	YES
	reject


----------------Start of the Next Change---------------
9.1.11
MBMS SESSION UPDATE REQUEST

This message is sent by the MME to inform the MCE of the changed characteristics of an ongoing MBMS service session.

Direction: MME ( MCE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME MBMS M3AP ID
	M
	
	9.2.3.2
	
	YES
	reject

	MCE MBMS M3AP ID
	M
	
	9.2.3.1
	
	YES
	reject

	TMGI
	M
	
	9.2.3.3
	
	YES
	reject

	MBMS Session Identity
	O
	
	9.2.3.4
	
	YES
	ignore

	MBMS E-RAB QoS parameters
	M
	
	9.2.1.3
	
	YES
	reject

	MBMS Session Duration
	M
	
	9.2.3.5
	
	YES
	reject

	MBMS Service Area
	O
	
	9.2.3.6
	
	YES
	ignore

	Minimum Time to MBMS Data Transfer
	M
	
	9.2.3.8
	
	YES
	reject

	TNL Information
	O
	
	
	
	YES
	ignore

	>IP Multicast Address
	M
	
	9.2.2.1
	
	-
	

	>IP Source Address
	M
	
	IP Address

9.2.2.1
	
	-
	

	>GTP DL TEID
	M
	
	GTP TEID

9.2.2.2
	
	-
	

	Time of MBMS Data Transfer
	O
	
	9.2.3.9
	
	YES
	ignore

	MBMS Cell List
	O
	
	9.2.1.xx
	
	YES
	reject


----------------Start of the Next Change---------------
9.2.1.10
Global MCE ID

This IE is used to globally identify an MCE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.2.3.7
	

	MCE ID
	M
	
	OCTET STRING (SIZE(2))
	

	MCE ID Extension
	O
	
	OCTET STRING (SIZE(1))
	Extension of the Global MCE ID.


9.2.1.xx
MBMS Cell List
This IE consists of a list of cell identities.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBMS Cell List Item
	
	1 .. < maxnoofCellsforMBMS>
	
	

	>Cell ID
	M
	
	E-UTRAN CGI
9.2.1.yy
	Global ID of the cell.


	Range bound
	Explanation

	maxnoofCellsforMBMS
	Maximum no. of cells for the MBMS service. The value for maxnoofCellsforMBMS is 4096.


9.2.1.yy
E-UTRAN CGI

This information element is used to globally identify a cell (see TS 36.401 [2]).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	9.2.3.7
	

	Cell Identity
	M
	
	BIT STRING (28)
	The 20 leftmost bits of the Cell Identity correspond to the eNB ID (Global eNB ID IE defined in section 9.2.1.10).


----------------Start of the Next Change---------------
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M3AP.

--

-- **************************************************************

M3AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m3ap (5) version1 (1) m3ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Absolute-Time-ofMBMS-Data,


Cause,


CriticalityDiagnostics,


Global-MCE-ID,


MBMS-E-RAB-QoS-Parameters,


MBMS-Service-associatedLogicalM3-ConnectionItem,


MBMS-Service-Area,


MBMSServiceArea1,


MBMS-Session-Duration,

MBMS-Session-ID,


MCE-MBMS-M3AP-ID,


MCEname,


MinimumTimeToMBMSDataTransfer,


MME-MBMS-M3AP-ID,


TimeToWait,

TMGI,


TNL-Information,


Reestablishment
FROM M3AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


M3AP-PRIVATE-IES,


M3AP-PROTOCOL-EXTENSION,


M3AP-PROTOCOL-IES,


M3AP-PROTOCOL-IES-PAIR

FROM M3AP-Containers


id-AllocationAndRetentionPriority,


id-MCE-MBMS-M3AP-ID,


id-MME-MBMS-M3AP-ID,


id-TMGI,


id-MBMS-Session-ID,


id-MBMS-E-RAB-QoS-Parameters,


id-MBMS-Session-Duration,


id-MBMS-Service-Area,


id-TNL-Information,


id-Alternative-TNL-Information,


id-CriticalityDiagnostics,


id-Cause,


id-MBMS-Service-Area-List,


id-MBMS-Service-Area-List-Item,


id-TimeToWait,

id-ResetType,


id-MBMS-Service-associatedLogicalM3-ConnectionItem,


id-MBMS-Service-associatedLogicalM3-ConnectionListResAck,


id-MBMSServiceAreaList,


id-MinimumTimeToMBMSDataTransfer,

id-Time-ofMBMS-DataStop,


id-Time-ofMBMS-DataTransfer,


id-Global-MCE-ID,


id-MCEname,


id-Reestablishment,

id-MBMS-Cell-List,

maxnoofMBMSServiceAreaIdentitiesPerMCE,


maxnooferrors,


maxNrOfIndividualM3ConnectionsToReset
FROM M3AP-Constants;

-- **************************************************************

--

-- MBMS SESSION START REQUEST
--

-- **************************************************************

MBMSSessionStartRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{MBMSSessionStartRequest-IEs}},


...

}

MBMSSessionStartRequest-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY reject
TYPE MME-MBMS-M3AP-ID





PRESENCE mandatory}|


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI

 






PRESENCE mandatory}|


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID





PRESENCE optional}|


{ ID id-MBMS-E-RAB-QoS-Parameters


CRITICALITY reject
TYPE MBMS-E-RAB-QoS-Parameters


PRESENCE mandatory}|


{ ID id-MBMS-Session-Duration



CRITICALITY reject
TYPE MBMS-Session-Duration




PRESENCE mandatory}|


{ ID id-MBMS-Service-Area




CRITICALITY reject
TYPE MBMS-Service-Area





PRESENCE mandatory}|


{ ID id-MinimumTimeToMBMSDataTransfer

CRITICALITY reject
TYPE MinimumTimeToMBMSDataTransfer

PRESENCE mandatory}|

{ ID id-TNL-Information





CRITICALITY reject
TYPE TNL-Information





PRESENCE mandatory}|


{ ID id-Time-ofMBMS-DataTransfer


CRITICALITY ignore
TYPE Absolute-Time-ofMBMS-Data


PRESENCE optional}|


{ ID id-Reestablishment





CRITICALITY ignore
TYPE Reestablishment





PRESENCE optional}|


{ ID id-Alternative-TNL-Information


CRITICALITY ignore
TYPE TNL-Information





PRESENCE optional}|


{ ID id-MBMS-Cell-List





CRITICALITY reject
TYPE MBMS-Cell-List






PRESENCE optional},


...

}

-- **************************************************************

--

-- MBMS SESSION START RESPONSE

--

-- **************************************************************

MBMSSessionStartResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionStartResponse-IEs}},


...

}

MBMSSessionStartResponse-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  },


...

}

-- **************************************************************

--

-- MBMS SESSION START FAILURE

--

-- **************************************************************

MBMSSessionStartFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionStartFailure-IEs}},


...

}

MBMSSessionStartFailure-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-Cause







CRITICALITY ignore
TYPE Cause







PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  },


...

}

-- **************************************************************

--

-- MBMS SESSION STOP REQUEST

--

-- **************************************************************

MBMSSessionStopRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{MBMSSessionStopRequest-IEs}},


...

}

MBMSSessionStopRequest-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID



CRITICALITY reject
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory}|


{ ID id-MCE-MBMS-M3AP-ID



CRITICALITY reject
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory}|


{ ID id-Time-ofMBMS-DataStop


CRITICALITY ignore
TYPE Absolute-Time-ofMBMS-Data


PRESENCE optional},


...

}

-- **************************************************************

--

-- MBMS SESSION STOP RESPONSE

--

-- **************************************************************

MBMSSessionStopResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionStopResponse-IEs}},


...

}

MBMSSessionStopResponse-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  } ,


...

}

-- **************************************************************

--

-- MBMS SESSION UPDATE REQUEST
--

-- **************************************************************

MBMSSessionUpdateRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{MBMSSessionUpdateRequest-IEs}},


...

}

MBMSSessionUpdateRequest-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY reject
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory}|


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY reject
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory}|


{ ID id-TMGI







CRITICALITY reject
TYPE TMGI

 





PRESENCE mandatory}|


{ ID id-MBMS-Session-ID





CRITICALITY ignore
TYPE MBMS-Session-ID




PRESENCE optional}|


{ ID id-MBMS-E-RAB-QoS-Parameters


CRITICALITY reject
TYPE MBMS-E-RAB-QoS-Parameters

PRESENCE mandatory}|


{ ID id-MBMS-Session-Duration



CRITICALITY reject
TYPE MBMS-Session-Duration



PRESENCE mandatory}|


{ ID id-MBMS-Service-Area




CRITICALITY ignore
TYPE MBMS-Service-Area




PRESENCE optional}|


{ ID id-MinimumTimeToMBMSDataTransfer

CRITICALITY reject
TYPE MinimumTimeToMBMSDataTransfer
PRESENCE mandatory}|

{ ID id-TNL-Information





CRITICALITY ignore
TYPE TNL-Information




PRESENCE optional}|


{ ID id-Time-ofMBMS-DataTransfer


CRITICALITY ignore
TYPE Absolute-Time-ofMBMS-Data

PRESENCE optional}|


{ ID id-MBMS-Cell-List





CRITICALITY reject
TYPE MBMS-Cell-List





PRESENCE optional},


...

}

-- **************************************************************

--

-- MBMS SESSION UPDATE RESPONSE

--

-- **************************************************************

MBMSSessionUpdateResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionUpdateResponse-IEs}},


...

}

MBMSSessionUpdateResponse-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  },


...

}

-- **************************************************************

--

-- MBMS SESSION UPDATE FAILURE

--

-- **************************************************************

MBMSSessionUpdateFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ MBMSSessionUpdateFailure-IEs}},


...

}

MBMSSessionUpdateFailure-IEs M3AP-PROTOCOL-IES ::= {


{ ID id-MME-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MME-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-MCE-MBMS-M3AP-ID




CRITICALITY ignore
TYPE MCE-MBMS-M3AP-ID




PRESENCE mandatory } |


{ ID id-Cause







CRITICALITY ignore
TYPE Cause







PRESENCE mandatory } |


{ ID id-CriticalityDiagnostics



CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional  },


...

}

----------------Start of the Next Change---------------
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

M3AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m3ap (5) version1 (1) m3ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-AllocationAndRetentionPriority,


maxnooferrors,

maxnoofCellsforMBMS
FROM M3AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM M3AP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


M3AP-PROTOCOL-EXTENSION,


M3AP-PROTOCOL-IES

FROM M3AP-Containers;

-- A

Absolute-Time-ofMBMS-Data


::= BIT STRING (SIZE (64))

AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL

}

AllocationAndRetentionPriority-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

-- B

BitRate
::= INTEGER (0..10000000000) 

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


nAS




CauseNAS,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,


unspecified,


...

}

CauseNAS ::= ENUMERATED {


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


abstract-syntax-error-falsely-constructed-message,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-or-already-allocated-MME-MBMS-M3AP-ID,


unknown-or-already-allocated-MCE-MBMS-M3AP-ID,


unknown-or-inconsistent-pair-of-MBMS-M3AP-IDs,


radio-resources-not-available,


invalid-QoS-combination,


interaction-with-other-procedure,


not-supported-QCI-value,


unspecified,


...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }
OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxnooferrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError



TypeOfError,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...

}

CriticalityDiagnostics-IE-List-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

-- D

-- E

ECGI ::= SEQUENCE {


pLMN-Identity



PLMN-Identity,


eUTRANcellIdentifier

EUTRANCellIdentifier,


iE-Extensions



ProtocolExtensionContainer { {ECGI-ExtIEs} } OPTIONAL,


...

}

ECGI-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRANCellIdentifier ::= BIT STRING (SIZE (28))

ExtendedMCE-ID ::= OCTET STRING (SIZE(1))

-- F

-- G

Global-MCE-ID ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


mCE-ID




MCE-ID,


extendedMCE-ID


ExtendedMCE-ID
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {GlobalMCE-ID-ExtIEs} } OPTIONAL,


...

}

GlobalMCE-ID-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

GBR-QosInformation ::= SEQUENCE {


mBMS-E-RAB-MaximumBitrateDL


BitRate,


mBMS-E-RAB-GuaranteedBitrateDL

BitRate,


iE-Extensions




ProtocolExtensionContainer { { GBR-QosInformation-ExtIEs} } OPTIONAL,


...

}

GBR-QosInformation-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

GTP-TEID




::= OCTET STRING (SIZE (4))

-- H

-- I

IPAddress


::= OCTET STRING (SIZE(4..16, ...))

-- J

-- K

-- L

-- M

MBMS-Cell-List ::= SEQUENCE (SIZE(1.. maxnoofCellsforMBMS)) OF ECGI
MBMS-E-RAB-QoS-Parameters ::= SEQUENCE {


qCI







QCI,


gbrQosInformation



GBR-QosInformation












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MBMS-E-RAB-QoS-Parameters-ExtIEs} }
OPTIONAL,


...

}

MBMS-E-RAB-QoS-Parameters-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 10 ARP support --


{ID id-AllocationAndRetentionPriority
CRITICALITY ignore
EXTENSION AllocationAndRetentionPriority
PRESENCE mandatory},


...

}
MBMS-Service-associatedLogicalM3-ConnectionItem ::= SEQUENCE {


mME-MBMS-M3AP-ID



MME-MBMS-M3AP-ID OPTIONAL,


mCE-MBMS-M3AP-ID



MCE-MBMS-M3AP-ID OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { MBMS-Service-associatedLogicalM3-ConnectionItemExtIEs} } OPTIONAL,


...

}

MBMS-Service-associatedLogicalM3-ConnectionItemExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

MBMSServiceArea1 ::= OCTET STRING (SIZE (2))

MBMS-Service-Area


::= OCTET STRING

MBMS-Session-Duration ::= OCTET STRING (SIZE (3))

MBMS-Session-ID ::= OCTET STRING (SIZE (1))

MCE-MBMS-M3AP-ID


::= INTEGER (0..65535)

MCE-ID ::= OCTET STRING (SIZE(2))

MCEname ::= PrintableString (SIZE (1..150,...))

MinimumTimeToMBMSDataTransfer
::= OCTET STRING (SIZE (1))
MME-MBMS-M3AP-ID

::= INTEGER (0..65535)

-- N

-- O

-- P

Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}

PriorityLevel
::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)

PLMN-Identity ::= OCTET STRING (SIZE(3))

-- Q

QCI ::= INTEGER (0..255)

-- R

Reestablishment ::= ENUMERATED {true, ...}

-- S

-- T

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}

TMGI ::= SEQUENCE {


pLMNidentity


PLMN-Identity,


serviceID



OCTET STRING (SIZE (3)),


iE-Extensions


ProtocolExtensionContainer { {TMGI-ExtIEs} } OPTIONAL

}

TMGI-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

TNL-Information ::= SEQUENCE {


iPMCAddress





IPAddress, 


iPSourceAddress




IPAddress,

gTP-DLTEID





GTP-TEID,

iE-Extensions




ProtocolExtensionContainer { {TNL-Information-ExtIEs} } OPTIONAL,


...

}

TNL-Information-ExtIEs M3AP-PROTOCOL-EXTENSION ::= {


...

}

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U

-- V

-- W

-- X

-- Y

-- Z

END
----------------Start of the Next Change---------------
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

M3AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m3ap (5) version1 (1) m3ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM M3AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-mBMSsessionStart











ProcedureCode ::= 0

id-mBMSsessionStop











ProcedureCode ::= 1

id-errorIndication











ProcedureCode ::= 2

id-privateMessage











ProcedureCode ::= 3

id-Reset













ProcedureCode ::= 4

id-mBMSsessionUpdate










ProcedureCode ::= 5

id-mCEConfigurationUpdate









ProcedureCode ::= 6

id-m3Setup













ProcedureCode ::= 7

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofMBMSServiceAreaIdentitiesPerMCE

INTEGER ::= 65536

maxnooferrors







INTEGER ::= 256

maxNrOfIndividualM3ConnectionsToReset

INTEGER ::= 256
maxnoofCellsforMBMS






INTEGER ::= 4096
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-MBMS-M3AP-ID














ProtocolIE-ID ::= 0

id-MCE-MBMS-M3AP-ID














ProtocolIE-ID ::= 1

id-TMGI

















ProtocolIE-ID ::= 2

id-MBMS-Session-ID














ProtocolIE-ID ::= 3

id-MBMS-E-RAB-QoS-Parameters











ProtocolIE-ID ::= 4

id-MBMS-Session-Duration












ProtocolIE-ID ::= 5

id-MBMS-Service-Area













ProtocolIE-ID ::= 6

id-TNL-Information














ProtocolIE-ID ::= 7

id-CriticalityDiagnostics












ProtocolIE-ID ::= 8

id-Cause
















ProtocolIE-ID ::= 9

id-MBMS-Service-Area-List












ProtocolIE-ID ::= 10
id-MBMS-Service-Area-List-Item











ProtocolIE-ID ::= 11
id-TimeToWait















ProtocolIE-ID ::= 12
id-ResetType















ProtocolIE-ID ::= 13
id-MBMS-Service-associatedLogicalM3-ConnectionItem






ProtocolIE-ID ::= 14

id-MBMS-Service-associatedLogicalM3-ConnectionListResAck




ProtocolIE-ID ::= 15

id-MinimumTimeToMBMSDataTransfer










ProtocolIE-ID ::= 16

id-AllocationAndRetentionPriority










ProtocolIE-ID ::= 17

id-Global-MCE-ID














ProtocolIE-ID ::= 18

id-MCEname
















ProtocolIE-ID ::= 19

id-MBMSServiceAreaList













ProtocolIE-ID ::= 20

id-Time-ofMBMS-DataTransfer












ProtocolIE-ID ::= 21

id-Time-ofMBMS-DataStop













ProtocolIE-ID ::= 22

id-Reestablishment














ProtocolIE-ID ::= 23

id-Alternative-TNL-Information











ProtocolIE-ID ::= 24
id-MBMS-Cell-List














ProtocolIE-ID ::= xx
END

----------------End of the Changes---------------

































































































































_1320128996.doc


MME







MCE







MBMS SESSION START



REQUEST







MBMS SESSION START RESPONSE












_1326527028.doc


MME







MCE







MBMS SESSION UPDATE



REQUEST







MBMS SESSION UPDATE RESPONSE












_1326695222.doc


MME







MCE







MBMS SESSION UPDATE



REQUEST







MBMS SESSION UPDATE FAILURE












_1319979432.doc


MME







MCE







MBMS SESSION START



REQUEST







MBMS SESSION START FAILURE












