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9.1.1.1
E-CID MEASUREMENT INITIATION REQUEST

This message is sent by E-SMLC to initiate E-CID measurements.

Direction: E-SMLC ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	LPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	E-SMLC Measurement ID
	M
	
	INTEGER(1..15,…)
	
	YES
	reject

	Report Characteristics
	M
	
	ENUMERATED(OnDemand, Periodic,…)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED(120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…)
	
	YES
	reject

	Measurement Quantities
	
	1 .. <maxnoMeas>
	
	
	EACH
	reject

	>Measurement Quantities Item
	M
	
	ENUMERATED (Cell-ID, Angle of Arrival, Timing Advance Type 1, Timing Advance Type 2, RSRP, RSRQ,CSI-RSRP…)
	
	-
	-

	Inter-RAT Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>Inter-RAT Measurement Quantities Item
	M
	
	ENUMERATED(GERAN, UTRAN ,…)
	
	
	


	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.


	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value “Periodic”.


<Unchanged section omit>
9.2.5
E-CID Measurement Result

The purpose of the E-CID Measurement Result information element is to provide the E-CID measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Serving Cell ID
	M
	
	ECGI

9.2.6
	E-UTRAN Cell Identifier of the serving cell

	Serving Cell TAC
	M
	
	OCTET STRING(2)
	Tracking Area Code of the serving cell

	E-UTRAN Access Point Position
	O
	
	9.2.8
	The configured estimated geographical position of the antenna of the cell.

	Measured Results
	
	0 .. <maxnoMeas>
	
	

	>CHOICE Measured Results Value
	M
	
	
	

	>>Value Angle of Arrival
	M
	
	INTEGER (0..719)
	According to mapping in TS 36.133 [8]

	>>Value Timing Advance Type 1
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36.133 [8]

	>>Value Timing Advance Type 2
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36.133 [8]

	>>Result RSRP
	
	1 .. <maxCellReport>
	
	

	>>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the reported cell

	>>>EARFCN
	M
	
	INTEGER (0..65535, ..., 65536..262143)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [5]

	>>>ECGI
	O
	
	ECGI

9.2.6
	E-UTRAN Cell Global Identifier of the reported cell

	>>>Value RSRP
	M
	
	INTEGER(0..97, …)
	

	>>Result RSRQ
	
	1 . <maxCellReport>
	
	

	>>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the reported cell

	>>>EARFCN
	M
	
	INTEGER (0..65535, ..., 65536..262143)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [5]

	>>>ECGI
	O
	
	ECGI

9.2.6
	E-UTRAN Cell Global Identifier of the reported cell

	>>>Value RSRQ
	M
	
	INTEGER(0..34, …)
	

	>>Result CSI-RSRP 
	
	1 .. < maxnoCellPortions >
	
	

	>>>PCI
	M
	
	INTEGER (0..503, …)
	Physical Cell Identifier of the reported cell

	>>>EARFCN
	M
	
	INTEGER (0..65535, ..., 65536..262143)
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [5]

	>>>ECGI
	O
	
	ECGI

9.2.6
	E-UTRAN Cell Global Identifier of the reported cell

	>>>Value CSI-RSRP
	M
	
	INTEGER(0..97)
	

	>>>Cell Portion ID
	M
	
	9.2.12
	


	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.

	maxCellReport
	Maximum no. of cells that can be reported with one message. Value is 9.

	maxnoCellPortions
	Maximum no. of cell portions that can be reported with one message. Value is 256.


