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1 Introduction 
RAN3 #90 saw discussions mainly focused on CRs and LSs in relation to Resource usage collection and S1 Overload Start/Stop related procedures in the context of RAN Sharing. 
The Objective of this contribution is to capture the way forward as agreed together with agreements made in RAN3 #90.
2 Discussion

2.1 Resource Usage Reporting 
Important Milestones:

· Session started with an endorsement of BL Stage-2 CR in R3-152407 which was further updated in R3-152784. 
· An agreed LS to RAN2 and SA5 can be found in R3-152873
· Updated TP for possible inclusion in TS 36.314 can be found in R3-152782 which was agreed to be attached with an LS out to RAN2.
2.2 S1 OVERLOAD Procedure   

The following agreements were made in relation to this:

· Agreed TP for differentiating behavior of HeNB, eNB, HeNB-GW and MME at the time of MME OVERLOAD can be found in R3-152841.
· Update of already endorsed Stage 2 CR (R3-152380) in terms of taking out already endorsed text and including newly agreed text of R3-152841 can be found in R3-152874. 
3 Conclusion and proposals
It captured the way forward agreed together with key agreements made in RAN3 #90 in relation to RAN Sharing Enhancement (RSE) WI. It further makes the following proposal:
Proposal 1: RAN3 is kindly requested to Agree on this Way Forward.
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