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8.13.2
Successful Operation
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Figure 8.13.2-1: WT Association Confirm procedure, successful operation

The WT initiates the procedure by sending the WT ASSOCIATION CONFIRMATION message to the eNB.

Upon reception of the WT ASSOCIATION CONFIRMATION message, the eNB shall consider that the UE is associated with the WLAN.
The procedure uses UE-associated signalling.
8.13.3
Unsuccessful Operation

Not applicable.
8.13.4
Abnormal Conditions

Not applicable.
9.1.26
WT ASSOCIATION CONFIRMATION

This message is sent by the WT to the eNB to confirm that a certain UE successfully associated with the WLAN.

Direction: WT ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	eNB UE XwAP ID
	M
	
	9.2.24
	Assigned by the eNB
	YES
	ignore

	WT UE XwAP ID
	M
	
	9.2.24
	Assigned by the WT
	YES
	ignore

	Serving BSSID
	M
	
	9.2.8
	
	
	

	Previous Serving BSSID
	O
	
	9.2.8
	
	
	


-- **************************************************************

--

-- WT ASSOCIATION CONFIRMATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- WT Association Confirmation 

--

-- **************************************************************

WTAssociationConfirmation ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {WTAssociationConfirmationIEs} },


...

}

WTAssociationConfirmationIEs XWAP-PROTOCOL-IES ::= {


{ ID id-UE-XwAP-ID
CRITICALITY reject
TYPE UE-XwAP-ID

PRESENCE mandatory
}|


{ ID id-ServingBSSID
CRITICALITY ignore
TYPE BSSID

PRESENCE mandatory
}|


{ ID id-PreviousServingBSSID
CRITICALITY ignore
TYPE BSSID

PRESENCE optional
},


...

}

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XwAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (XX) version1 (1) xwap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XwAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-XwSetup








ProcedureCode ::= 0

id-WTConfigurationUpdate




ProcedureCode ::= 1

id-WTStatusReporting





ProcedureCode ::= 2

id-WTStatusReportingInitiation



ProcedureCode ::= 3
id-ErrorIndication






ProcedureCode ::= 4

id-Reset








ProcedureCode ::= 5
id-WTAssociationConfirmation



ProcedureCode ::= 11
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofBSSIDs







INTEGER ::= 2048
maxnoofBSSsperWT






INTEGER ::= 4096

maxnoofE-RABs







INTEGER ::= 256

maxnoofErrors







INTEGER ::= 256

maxnoofFailedMeasObjects




INTEGER ::= 32 

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-BSSMeasurementResult-Item






ProtocolIE-ID ::= 0

id-BSSMeasurementResult-List






ProtocolIE-ID ::= 1

id-BSSToReport-Item 








ProtocolIE-ID ::= 2

id-BSSToReport-List 








ProtocolIE-ID ::= 3

id-Cause 











ProtocolIE-ID ::= 4

id-CompleteFailureCauseInformation-Item 



ProtocolIE-ID ::= 5

id-CompleteFailureCauseInformation-List 



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics 







ProtocolIE-ID ::= 7

id-ENB-Measurement-ID 








ProtocolIE-ID ::= 8

id-Global-ENB-ID 









ProtocolIE-ID ::= 9

id-MeasurementFailureCause-Item 





ProtocolIE-ID ::= 10

id-MeasurementInitiationResult-Item 




ProtocolIE-ID ::= 11

id-MeasurementInitiationResult-List 




ProtocolIE-ID ::= 12

id-PartialSuccessIndicator 







ProtocolIE-ID ::= 13

id-Registration-Request 







ProtocolIE-ID ::= 14

id-ReportCharacteristics 







ProtocolIE-ID ::= 15

id-ReportingPeriodicity 







ProtocolIE-ID ::= 16

id-WLANIdentifier-Item 








ProtocolIE-ID ::= 17

id-WLANIdentifier-List 








ProtocolIE-ID ::= 18

id-WLANIdentifiersToAdd-List 






ProtocolIE-ID ::= 19

id-WLANIdentifiersToDelete-Item 





ProtocolIE-ID ::= 20

id-WLANIdentifiersToDelete-List 





ProtocolIE-ID ::= 21

id-WLANIdentifiersToModify-List 





ProtocolIE-ID ::= 22

id-WTID 











ProtocolIE-ID ::= 23

id-WT-Measurement-ID 








ProtocolIE-ID ::= 24
id-UE-XwAP-ID










ProtocolIE-ID ::= 25

id-ServingBSSID










ProtocolIE-ID ::= xxx
id-PreviousServingBSSID








ProtocolIE-ID ::= yyy
END
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