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BEGINNING OF CHANGES

9.2.7
WLAN Information

This IE contains WLAN configuration information that an eNB may need for the Xw interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BSSID List
	
	0..1
	
	

	>BSSID List Item
	
	1..<maxnoofBSSIDs>
	
	

	>>BSSID
	M
	
	9.2.8
	

	>>Mobility Area Identifier
	M
	
	9.2.xx
	

	>>WLAN Band Information List
	
	0..1
	
	

	>>>WLAN Band Information Item
	
	1..<maxnoofBands>
	
	

	>>>>WLAN Band Information
	
	
	9.2.13
	

	SSID
	O
	
	9.2.9
	

	HESSID
	O
	
	9.2.10
	


NEXT CHANGE

9.2.xx
Mobility Area Identifier
This information element uniquely identifies the Mobility Area to which an AP belong
	IE/Group Name
	Presence
	
Range
	IE type and reference
	Semantics description

	Mobility Area Identifier
	M
	
	INTEGER (0.. 65535)
	


NEXT CHANGE

9.3.5
Information Element definitions

SKIP UNCHANGED TEXT
-- B
SKIP UNCHANGED TEXT
BSS-Item ::= SEQUENCE {


bSSID





BSSID,

mobilityAreaIdentifier

MobilityAreaIdentifier,

iE-Extensions



ProtocolExtensionContainer { {BSS-Item-ExtIEs} } OPTIONAL,


...

}

NEXT CHANGE
-- M
SKIP UNCHANGED TEXT
MeasurementFailureCause-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
MobilityAreaIdentifier ::= INTEGER (0..65535)

-- P

END OF CHANGES

