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-----------------Start of the First Change-----------------
19.2.2.2
S1 UE Context Release procedure

The S1 UE Context Release procedure causes the eNB to remove all UE individual signalling resources and the related user data transport resources. This procedure is initiated by the EPC and may be triggered on request of the serving eNB.

19.2.2.2.1
S1 UE Context Release (EPC triggered)

 SHAPE  \* MERGEFORMAT 



Figure 19.2.2.2.1-1: S1 UE Context Release procedure (EPC triggered)

-
The EPC initiates the UE Context Release procedure by sending the S1 UE Context Release Command towards the E-UTRAN. The eNodeB releases all related signalling and user data transport resources.

-
The eNB confirms the S1 UE Context Release activity with the S1 UE Context Release Complete message. The behaviour of the eNodeB in case of Control Plane CIoT EPS Optimization is specified in TS 23.401 [11].
-
In the course of this procedure the EPC releases all related resources as well, except context resources in the EPC for mobility management and the default EPS Bearer/E-RAB configuration.

19.2.2.2.2
S1 UE Context Release Request (eNB triggered)

The S1 UE Context Release Request procedure is initiated for E-UTRAN internal reasons and comprises the following steps: 

-
The eNB sends the S1 UE Context Release Request message to the EPC. 

-
The EPC triggers the EPC initiated UE context release procedure. 
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Figure 19.2.2.2.2-1: S1 UE Context Release Request procedure (eNB triggered)
and subsequent S1 UE Context Release procedure (EPC triggered)

If the E-UTRAN internal reason is a radio link failure detected in the eNB, the eNB shall wait a sufficient time before triggering the S1 UE Context Release Request procedure in order to allow the UE to perform the NAS recovery procedure, see TS 23.401 [17].

-----------------End of the Changes-----------------
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