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8.6
NAS transport

8.6.1
General
The purpose of the NAS Transport procedure is to carry UE – MME signalling over the S1 Interface. The NAS messages are not interpreted by the eNB, and their content is outside the scope of this specification. The procedure may use an existing UE-associated logical S1-connection. If no UE-associated logical S1-connection exists, the establishment of the UE-associated logical S1-connection is initiated (and may be established) as part of the procedure.

The NAS messages are transported in an IE of the INITIAL UE MESSAGE, DOWNLINK NAS TRANSPORT, UPLINK NAS TRANSPORT or REROUTE NAS REQUEST messages.
8.6.2
Successful Operations

8.6.2.1
Initial UE Message
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Figure 8.6.2.1-1: Initial UE Message procedure

When the eNB has received from the radio interface the first UL NAS message transmitted on an RRC connection to be forwarded to an MME, the eNB shall invoke the NAS Transport procedure and send the INITIAL UE MESSAGE message to the MME including the NAS message as a NAS-PDU IE. The eNB shall allocate a unique eNB UE S1AP ID to be used for the UE and the eNB shall include this identity in the INITIAL UE MESSAGE message. In case of network sharing, the selected PLMN is indicated by the PLMN Identity IE within the TAI IE included in the INITIAL UE MESSAGE message. When the eNB has received from the radio interface the S-TMSI IE, it shall include it in the INITIAL UE MESSAGE message. If the eNB does not support NNSF and the eNB has received from the radio interface the GUMMEI IE, the eNB may include it in the INITIAL UE MESSAGE message. If the eNB does not support NNSF and the eNB has received from the radio interface the GUMMEI Type IE, the eNB may include it in the INITIAL UE MESSAGE message.
If the establishment of the UE-associated logical S1-connection towards the CN is performed due to an RRC connection establishment originating from a CSG cell, the CSG Id IE shall be included in the INITIAL UE MESSAGE message.

If the establishment of the UE-associated logical S1-connection towards the CN is performed due to an RRC connection establishment originating from a Hybrid cell, the CSG Id IE and the Cell Access Mode IE shall be included in the INITIAL UE MESSAGE message.

If the establishment of the UE-associated logical S1-connection towards the CN is performed due to an RRC connection establishment triggered by a Relay Node as defined in TS 36.300 [14], the GW Transport Layer Address IE and the Relay Node Indicator IE shall be included in the INITIAL UE MESSAGE message.

If the eNB has a L-GW function for LIPA operation, it shall include the GW Transport Layer Address IE in the INITIAL UE MESSAGE message.

If the SIPTO L-GW Transport Layer Address IE is received in the INITIAL UE MESSAGE message, the MME shall, if supported, use it for SIPTO@LN operation as sepecified in TS 23.401 [11].
If the LHN ID IE is included in the INITIAL UE MESSAGE message, the MME shall, if supported, use it as specified in TS 23.401 [11].
If the Tunnel Information for BBF IE is received in the INITIAL UE MESSAGE message, the MME shall, if supported, use it in the core network as specified in TS 23.139 [37].

If the MME Group ID IE is included in the INITIAL UE MESSAGE message this indicates that the message is a rerouted message and the MME shall, if supported, use the IE as described in TS 23.401 [11].
If the UE-Usage-Type IE is included in the INITIAL UE MESSAGE message, then the selected MME in the DCN shall if supported, use it as defined in TS 23.401 [48]. 
NOTE:
The first UL NAS message is always received in the RRC CONNECTION SETUP COMPLETE message.
8.6.2.5
Reroute NAS Request
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Figure 8.6.2.5-1: Reroute NAS Request Procedure

The purpose of the Reroute NAS Request procedure is to enable the MME to request for a rerouting of the INITIAL UE MESSAGE message to the MME in the indicated DCN.

The MME initiates the procedure by sending a REROUTE NAS REQUEST message to the eNB. The eNB shall, if supported, reroute the INITIAL UE MESSAGE message to the MME in the DCN indicated by the MME Group ID IE as described in TS 23.401 [11].

If the Additional GUTI IE is included in the REROUTE NAS REQUEST message, then the eNB shall if supported, use it when selecting the MME in the DCN as defined in TS 23.401 [11].
If the UE Usage Type IE is included in the REROUTE NAS REQUEST message, then the eNB shall if supported, include it towards the selected MME in the DCN as defined in TS 23.401 [48].

8.6.3
Unsuccessful Operation

Not applicable.
8.6.4
Abnormal Conditions

If the S-TMSI is not received by the MME in the INITIAL UE MESSAGE message whereas expected, the MME shall consider the procedure as failed.

9.1.7
NAS Transport Messages

9.1.7.1
INITIAL UE MESSAGE

This message is sent by the eNB to transfer the initial layer 3 message to the MME over the S1 interface.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	reject

	TAI
	M
	
	9.2.3.16
	Indicating the Tracking Area from which the UE has sent the NAS message.
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	Indicating the E-UTRAN CGI from which the UE has sent the NAS message.
	YES
	ignore

	RRC Establishment Cause
	M
	
	9.2.1.3a
	
	YES
	Ignore

	S-TMSI
	O
	
	9.2.3.6
	
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	GUMMEI
	O
	
	9.2.3.9
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.74
	
	YES
	reject

	GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating GW Transport Layer Address if the GW is collocated with eNB.
	YES
	ignore

	Relay Node Indicator
	O
	
	9.2.1.79
	Indicating a relay node.
	YES
	reject

	GUMMEI Type
	O
	
	ENUMERATED (native, mapped, …)
	
	YES
	ignore

	Tunnel Information for BBF
	O
	
	Tunnel Information 9.2.2.3
	Indicating HeNB’s Local IP Address assigned by the broadband access provider, UDP port Number.
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating SIPTO L-GW Transport Layer Address if the SIPTO L-GW is collocated with eNB.
	YES
	ignore

	LHN ID
	O
	
	9.2.1.92
	
	YES
	ignore

	MME Group ID
	O
	
	9.2.3.44
	
	YES
	Ignore

	UE Usage Type
	O
	
	INTEGER (0..255)
	
	YES
	ignore


9.1.7.5
REROUTE NAS REQUEST
This message is sent by the MME in order to request for a rerouting of the INITIAL UE MESSAGE to a DCN.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	MME UE S1AP ID
	O
	
	9.2.3.3
	
	YES
	ignore

	S1 Message
	M
	
	OCTET STRING
	Contains the INITIAL UE MESSAGE
	YES
	reject

	MME Group ID
	M
	
	9.2.3.44
	
	YES
	reject

	Additional GUTI
	O
	
	9.2.3.45
	
	YES
	Ignore

	UE Usage Type
	O
	
	INTEGER (0..255)
	
	YES
	ignore


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Unchanged parts omitted


LHN-ID,


UserLocationInformation,


AdditionalCSFallbackIndicator,


ECGIListForRestart,


TAIListForRestart,


EmergencyAreaIDListForRestart,


ExpectedUEBehaviour,


MME-Group-ID,


Additional-GUTI,


PWSfailedECGIList,

UE-Usage-Type
FROM S1AP-IEs

Unchanged parts omitted


id-LHN-ID,


id-UserLocationInformation,


id-AdditionalCSFallbackIndicator,


id-ECGIListForRestart,


id-TAIListForRestart,


id-EmergencyAreaIDListForRestart,


id-ExpectedUEBehaviour,


id-CSGMembershipInfo,


id-MME-Group-ID,


id-Additional-GUTI,

id-S1-Message,


id-PWSfailedECGIList,

id-PWSFailureIndication,

id-UE-Usage-Type
FROM S1AP-Constants;

Unchanged parts omitted

-- **************************************************************

--

-- INITIAL UE MESSAGE

--

-- **************************************************************

InitialUEMessage ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{InitialUEMessage-IEs}},


...

}

InitialUEMessage-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID




PRESENCE mandatory}|


{ ID id-NAS-PDU





CRITICALITY reject
TYPE NAS-PDU





PRESENCE mandatory}|


{ ID id-TAI






CRITICALITY reject
TYPE TAI






PRESENCE mandatory}|


{ ID id-EUTRAN-CGI




CRITICALITY ignore
TYPE EUTRAN-CGI





PRESENCE mandatory}|


{ ID id-RRC-Establishment-Cause

CRITICALITY ignore
TYPE RRC-Establishment-Cause

PRESENCE mandatory}|


{ ID id-S-TMSI





CRITICALITY reject
TYPE S-TMSI






PRESENCE optional}|


{ ID id-CSG-Id





CRITICALITY reject
TYPE CSG-Id






PRESENCE optional}|


{ ID id-GUMMEI-ID




CRITICALITY reject
TYPE GUMMEI






PRESENCE optional}|


{ ID id-CellAccessMode



CRITICALITY reject
TYPE CellAccessMode




PRESENCE optional}|


{ ID id-GW-TransportLayerAddress
CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional}|


{ ID id-RelayNode-Indicator


CRITICALITY reject
TYPE RelayNode-Indicator


PRESENCE optional}|


{ ID id-GUMMEIType




CRITICALITY ignore
TYPE GUMMEIType





PRESENCE optional}|

-- Extension for Release 11 to support BBAI -- 


{ ID id-Tunnel-Information-for-BBF
CRITICALITY ignore
TYPE TunnelInformation



PRESENCE optional}|


{ ID id-SIPTO-L-GW-TransportLayerAddress
CRITICALITY ignore
TYPE TransportLayerAddress
PRESENCE optional}|


{ ID id-LHN-ID





CRITICALITY ignore
TYPE LHN-ID






PRESENCE optional}|


{ ID id-MME-Group-ID



CRITICALITY ignore
TYPE MME-Group-ID




PRESENCE optional}|


{ ID id-UE-Usage-Type



CRITICALITY ignore
TYPE UE-Usage-Type





PRESENCE optional},


...

}

Unchanged parts omitted

-- **************************************************************

--

-- REROUTE NAS REQUEST
--

-- **************************************************************

RerouteNASRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RerouteNASRequest-IEs}},


...

}

RerouteNASRequest-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID


PRESENCE mandatory}|


{ ID id-MME-UE-S1AP-ID


CRITICALITY ignore
TYPE MME-UE-S1AP-ID


PRESENCE optional}|


{ ID id-S1-Message



CRITICALITY reject
TYPE OCTET STRING


PRESENCE mandatory}|


{ ID id-MME-Group-ID


CRITICALITY reject
TYPE MME-Group-ID


PRESENCE mandatory}|


{ ID id-Additional-GUTI


CRITICALITY ignore
TYPE Additional-GUTI

PRESENCE optional}|


{ ID id-UE-Usage-Type



CRITICALITY ignore
TYPE UE-Usage-Type



PRESENCE optional},


...

}

Unchanged parts omitted

END

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Unchanged parts omitted

UESecurityCapabilities ::= SEQUENCE {


encryptionAlgorithms


EncryptionAlgorithms,


integrityProtectionAlgorithms
IntegrityProtectionAlgorithms,


iE-Extensions




ProtocolExtensionContainer { { UESecurityCapabilities-ExtIEs} }
OPTIONAL,

...

}

UESecurityCapabilities-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UE-Usage-Type ::= INTEGER (0..255)
UserLocationInformation ::= SEQUENCE {


eutran-cgi 



EUTRAN-CGI,


tai





TAI,


iE-Extensions


ProtocolExtensionContainer { { UserLocationInformation-ExtIEs} }
OPTIONAL,


...

}

UserLocationInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- V
Unchanged parts omitted

-- Y

-- Z

END

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Unchanged parts omitted

id-ProSeUEtoNetworkRelaying






ProtocolIE-ID ::= 216
id-ULCOUNTValuePDCP-SNlength18





ProtocolIE-ID ::= 217

id-DLCOUNTValuePDCP-SNlength18





ProtocolIE-ID ::= 218

id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18


ProtocolIE-ID ::= 219
id-M6Configuration








ProtocolIE-ID ::= 220

id-M7Configuration








ProtocolIE-ID ::= 221
id-PWSfailedECGIList







ProtocolIE-ID ::= 222
id-MME-Group-ID









ProtocolIE-ID ::= 223

id-Additional-GUTI








ProtocolIE-ID ::= 224

id-S1-Message









ProtocolIE-ID ::= 225
id-CSGMembershipInfo







ProtocolIE-ID ::= 226
id-UE-Usage-Type








ProtocolIE-ID ::= xxx
END
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