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1   Introduction
This document is the summary of the discussion of cause values for XWAP and TP for XwAP.
2   Discussion and Proposals
There are three documents (R3-160386, R3-160376, R3-160257) discussing the cause values of XwAP, and the following list includes all the proposals requiring the change of current draft TS:
	IE Type and Reference
	Meaning
	Comment
	Proposal

	Cell not Available [FFS]
	The concerned cell is not available.
	No action related to a cell. Considering the mobility set or measurement for a specific BSSID, there is possible that the BSSID/ mobility set is not available. 
	Rename to “WLAN not available” with “The concerned AP(s) is not available.”

	No Radio Resources Available in Target [FFS]
	The target doesn’t have sufficient radio resources available
	Addition Request not specific to a cell. already covered by “no radio resource available”.
	No needed, Remove

	Switch Off Ongoing [FFS]
	The reason for the action is an ongoing switch off i.e. the concerned cell will be switched off after offloading and not be available. It aides the receiving eNB in taking subsequent actions, e.g. selecting the target cell for subsequent handovers. 
	Although we are not explicitly supporting energy savings procedures, nor are we targetting individual WLAN APs, it is possible that e.g. all BSSIDs in the mobility set are being taken down (e.g. for a small mobility set). This could be kept with some rewrite of the meaning.
	Keep and rewrite the meaning” The reason for the action is an ongoing switch off i.e. either the sending node, or nodes whose actions the sending node triggers or monitors, will be switched off and not be available. It aids the receiving node in taking subsequent actions.”

	Action Desirable for Radio Reasons
	The reason for requesting the action is radio related.
	Strictly speaking the offload between LTE and Wifi is always resource optimization / reduce load because LTE is always there as fallback.
	Not needed, remove

	Time Critical action
	The action is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where radio resources are likely to be dropped if the requested action is not performed.
	There is no support of 1A architecture so no reason for time critical move of bearer.
	Not needed, remove

	Encryption Algorithms Not Supported [FFS]
	The requested eNB is unable to support any of the encryption algorithms supported by the UE.
	Currently the only security information provided towards the WT is the security key S-Kwt. Although security failures could occur, it seems highly unlikely that it would be described by this cause value. A possible way forward would be to replace this by “Security failure”.
	Rename to “Security failure” with “The action is requested (or a previous request by the receiving node failed) due to a failure in security procedures.”

	Procedure cancelled [FFS]
	The sending node cancelled the procedure due to other urgent actions to be performed.
	 This cause is linked to “other urgent actions to be performed”. This may be generally useful as it describes a potentially large number of situations including procedure conflict and interactions with internal triggers or procedures towards the core network. It is safer to keep this cause.
	Keep and remove the FFS

	RRM purpose
	The procedure is initiated due to node internal RRM purposes.
	Already covered by resource optimization.
	Not needed, remove

	Improve user bit rate
	The reason for requesting this action is to improve the user bit rate.
	Already covered by resource optimization.
	Not needed, remove

	User Inactivity
	The action is requested due to user inactivity on all E-RABs.
	Related to DC option 1A, not needed.
	Not needed, remove


3   TP for 36.463
9.2.4
Cause

The purpose of this IE is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED

(Unknown eNB UE XwAP ID, Unknown WT UE XwAP ID, Unknown Pair of UE XwAP ID,

WLAN not Available,

Security Failure, ReportCharacteristicsEmpty, ExistingMeasurement ID, Unknown Measurement ID, Measurement Temporarily not Available,

Unspecified, Multiple E-RAB ID instances, Switch Off Ongoing, Not supported QCI value, Measurement not supported for the object,


Reduce Load,

Resource Optimisation,


Target not Allowed,

No Radio Resources Available,

Invalid QoS combination, Encryption Algorithms Not Supported, Procedure cancelled, 


Radio Connection With UE Lost, Failure in the Radio Interface Procedure,...)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED

(Transport Resource Unavailable,

Unspecified,...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED

(Transfer Syntax Error,Abstract Syntax Error (Reject),Abstract Syntax Error (Ignore and Notify),Message not Compatible with Receiver State,Semantic Error,Unspecified,Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED

(Control Processing Overload,

Hardware Failure,O&M Intervention,Not enough User Plane Processing Resources,Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	WLAN not Available 
	The concerned AP(s) is not available.

	
	

	Unknown eNB UE XwAP ID
	The action failed because the eNB UE XwAP ID is unknown.

	Unknown WT UE XwAP ID
	The action failed because the WT UE XwAP ID is unknown.

	Unknown Pair of UE XwAP ID
	The action failed because the pair of UE XwAP IDs is unknown.

	Encryption And/Or Integrity Protection Algorithms Not Supported
	The WT is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	ReportCharacteristicsEmpty
	The action failed because there is no characteristic reported.

	Existing Measurement ID
	The action failed because Measurement ID is already used.

	Unknown Measurement ID
	The action failed because some eNB or WT Measurement ID is unknown.

	Measurement Temporarily not Available
	The WT can temporarily not provide the requested measurement object.

	Multiple E-RAB ID Instances
	The action failed because multiple instances of the same E-RAB had been provided to the WT.

	Switch Off Ongoing 
	The reason for the action is an ongoing switch off i.e. either the sending node, or nodes whose actions the sending node triggers or monitors, will be switched off and not be available. It aides the receiving node in taking subsequent actions. 

	Not supported QCI value
	The action failed because the requested QCI is not supported.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement.

	
	

	Reduce Load
	The action is requested in order to reduce load in an element controlled by the sending node.

	Resource Optimisation
	The reason for requesting this action is to improve the load distribution.

	
	

	Target not Allowed
	Requested action towards the indicated target is not allowed for the UE in question.

	No Radio Resources Available
	The action failed because of insufficient radio resources in the requested node.

	Invalid QoS combination
	The action was failed because of invalid QoS combination.

	Security failure 
	The reason for the action is an ongoing switch off i.e. either the sending node, or nodes whose actions the sending node triggers or monitors, will be switched off and not be available. It aids the receiving node in taking subsequent actions.

	Procedure cancelled 
	The sending node cancelled the procedure due to other urgent actions to be performed.

	
	

	
	

	
	

	Radio Connection With UE Lost
	The action is requested due to losing the radio connection to the UE.

	Failure in the Radio Interface Procedure
	Radio interface procedure has failed.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see sub clause 10.3 of TS 36.413 [8]).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see sub clause 10.3 of TS 36.413 [8]).

	Abstract Syntax Error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see sub clause 10.3 of TS 36.413 [8]).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see sub clause 10.4 of TS 36.413 [8]).

	Semantic Error
	The received message included a semantic error (see sub clause 10.4 of TS 36.413 [8]).

	Transfer Syntax Error
	The received message included a transfer syntax error (see sub clause 10.2 of TS 36.413 [8]).

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	eNB or WT control processing overload

	Hardware Failure
	eNB or WT hardware failure

	Not enough User Plane Processing Resources
	eNB or WT has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol
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