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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

10.1.2.2
Path Switch
10.1.2.2.1
Path Switch upon handover

After the downlink path is switched at the Serving GW downlink packets on the forwarding path and on the new direct path may arrive interchanged at the target eNB. The target eNodeB should first deliver all forwarded packets to the UE before delivering any of the packets received on the new direct path. The method employed in the target eNB to enforce the correct delivery order of packets is outside the scope of the standard.

In order to assist the reordering function in the target eNB, the Serving GW shall send one or more "end marker" packets on the old path immediately after switching the path for each E-RAB of the UE. The "end marker" packet shall not contain user data. The "end marker" is indicated in the GTP header. After completing the sending of the tagged packets the GW shall not send any further user data packets via the old path.

Upon receiving the "end marker" packets, the source eNB shall, if forwarding is activated for that bearer, forward the packet toward the target eNB.

On detection of an "end marker" the target eNB shall discard the end marker packet and initiate any necessary processing to maintain in sequence delivery of user data forwarded over X2 interface and user data received from the serving GW over S1 as a result of the path switch.

On detection of the "end marker", the target eNB may also initiate the release of the data forwarding resource. However, the release of the data forwarding resource is implementation dependent and could also be based on other mechanisms (e.g. timer-based mechanism).

EPC may change the uplink end-point of the tunnels with Path Switch procedure. However, the EPC should keep the old GTP tunnel end-point(s) sufficiently long time in order to minimise the probability of packet losses and avoid unintentional release of respective E-RAB(s).
10.1.2.2.2
Path Update upon Dual Connectivity specific activities

Upon DC specific activities which involve the transfer of bearer contexts from one eNB to another, if one of the eNBs involved in DC provides radio resources to the UE for one or several E-RABs configured with the SCG bearer option, the update of the downlink path towards the EPC for the relevant E-RABs needs to be communicated by the MeNB to the MME. The functions specified for the path switch for handover as specified in section 10.1.2.2.1 are applicable for the path update for DC with SCG bearer option as well except that:
-
The role of involved eNBs are different: in DC, the "source eNB" as specified for handover, is the eNB from which the bearer context is transferred and the "target eNB" is the eNB to which the bearer context is transferred.

-
The EPC does not change the uplink end-point of the tunnels with the Path Update procedure in a way that this would change the Serving GW.

10.1.2.2.X
Path Switch upon UE context resume
Upon resumption of a UE context in an eNB different from the one where the UE context was suspended, the Path Switch procedure is used to request the MME to resume the UE context and related bearer contexts in the EPC and update the downlink path.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

20.2.1
X2-CP Functions

The X2AP protocol supports the following functions:

-
Intra LTE-Access-System Mobility Support for UE in ECM-CONNECTED:

-
Context transfer from source eNB to target eNB;

-
Control of user plane tunnels between source eNB and target eNB;
-
Handover cancellation.
-
Support of DC for UE in ECM-CONNECTED:

-
Establishment, Modification and Release of a UE context at the SeNB;

-
Control of user plane tunnels between MeNB and SeNB for a specific UE for split bearer and data forwarding;
-
Provision of the TNL information of the S1 user plane tunnels for SCG bearers.

-
Support of inter-eNB UE Context Resume:

-
Retrieval of UE context for a UE which attempts to resume its RRC connection in an eNB different from where the RRC connection was suspended.
-
Load Management;
-
General X2 management and error handling functions:

-
Error indication;

-
Setting up the X2;

-
Resetting the X2;

-
Updating the X2 configuration data;

-
X2 Release;

-
X2AP Message Transfer;

-
Registration;

-
X2 Removal.

-
Mobility failure event notification and information exchange in support of handover settings negotiation;

-
Energy Saving. This function allows decreasing energy consumption by enabling indication of cell activation/deactivation.
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

20.2.2.x
Retrieve Suspended UE Context
The purpose of the Retrieve Suspended UE Context procedure is to retrieve the UE context for a UE which attempts to resume its RRC connection in an eNB (the new eNB) different from the eNB (the old eNB) where the RRC connection was suspended.
If the new eNB is able to identify the old eNB based on the Resume ID received from the UE, it triggers the Retrieve Suspended UE Context procedure towards the old eNB.  

If the old eNB is able to match the UE context with the Resume ID included in the RETRIEVE UE CONTEXT REQUEST message it responds with the RETRIEVE UE CONTEXT RESPONSE message containing UE context information.
Upon resumption of the UE Context in the new eNB, the new eNB resumes the RRC connection and performs the S1-AP Path Switch procedure to establish a S1 UE associated signalling connection to the serving MME and to request the MME to resume the UE context and related bearer contexts in the EPC and update the downlink path. After the S1-AP Path Switch procedure the new eNB triggers release of the UE Context at the old eNB by means of the X2-AP UE Context Release procedure.
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Figure 20.2.2.x-1: Retrieve Suspended UE Context procedure (highlighted in blue). Successful case
In case the old eNB cannot find UE Context Information corresponding to the Resume ID received by the UE, it responds with the RETRIEVE UE CONTEXT FAILURE message and the new eNB fails the RRC connection resume procedure as specified in TS 36.331 [16].
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Figure 20.2.2.x-2: Retrieve Suspended UE Context procedure (highlighted in blue). Unsuccessful case
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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