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START OF CHANGE
9.2.7
WLAN Information

This IE contains WLAN configuration information that an eNB may need for the Xw interface.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BSSID List
	
	0..1
	
	

	>BSSID List Item
	
	1..<maxnoofBSSIDs>
	
	

	>>BSSID
	M
	
	9.2.8
	

	>>Maximum Capacity
	O
	
	Bit Rate 9.2.17
	The maximum  supported data rate corresponding to this BSSID.

	>>WLAN Band Information List
	
	0..1
	
	

	>>>WLAN Band Information Item
	
	1..<maxnoofBands>
	
	

	>>>>WLAN Band Information
	
	
	9.2.13
	

	SSID
	O
	
	9.2.9
	

	HESSID
	O
	
	9.2.10
	


	Range bound
	Explanation

	maxnoofBSSIDs
	Maximum number of BSSIDs associated to a given BSS. The value of maxnoofBSSIDs is 2048.

	maxnoofBands
	256


NEXT CHANGE
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XwAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-BSS-Item,

id-BSSMeasurementResult-Item,


id-BSSToReport-Item,

id-E-RAB-Item,

id-CompleteFailureCauseInformation-Item,


id-MeasurementInitiationResult-Item,


id-MeasurementFailureCause-Item,


id-WLANIdentifier-Item,


id-WLANIdentifiersToDelete-Item,

maxnoofBearers,

maxnoofBSSIDs,

maxnoofBSSsperWT,

maxnoofErrors,


maxnoofFailedMeasObjects
FROM XwAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM XwAP-CommonDataTypes


ProtocolExtensionContainer{},


XWAP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


XWAP-PROTOCOL-IES
FROM XwAP-Containers;


-- A
AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationAndRetentionPriority-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
AvailableChUtilization ::= SEQUENCE {


capacityValue



CapacityValue,


iE-Extensions



ProtocolExtensionContainer { { AvailableChUtilization-ExtIEs} } OPTIONAL,


...

}

AvailableChUtilization-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
-- B

BitRate
::= INTEGER (0..10000000000)
BSSID ::= OCTET STRING (SIZE(6))

BSSLoad ::= SEQUENCE {


channelUtilization

ChannelUtilization,

stationCount


StationCount

OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { {BSSLoad-Item-ExtIEs} }
OPTIONAL,


...

}

BSSLoad-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}
BSS-List ::= SEQUENCE (SIZE (1..maxnoofBSSIDs)) OF ProtocolIE-SingleContainer { {BSS-ItemIEs} }

BSS-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-BSS-Item
CRITICALITY ignore
TYPE BSS-Item 
PRESENCE mandatory}

}

BSS-Item ::= SEQUENCE {


bSSID





BSSID,

maximumCapacity



BitRate



OPTIONAL,

iE-Extensions



ProtocolExtensionContainer { {BSS-Item-ExtIEs} } OPTIONAL,


...

}

BSS-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

BSSMeasurementResult-List ::= SEQUENCE (SIZE (1..maxnoofBSSsperWT)) OF ProtocolIE-SingleContainer { {BSSMeasurementResult-ItemIEs} }

BSSMeasurementResult-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-BSSMeasurementResult-Item
CRITICALITY ignore
TYPE BSSMeasurementResult-Item
PRESENCE mandatory},


...

}
BSSMeasurementResult-Item ::= SEQUENCE {


bSSID




BSSID,


bSSLoad




BSSLoad




OPTIONAL,


wANMetrics



WANMetrics



OPTIONAL,

availableChUtilization
AvailableChUtilization
OPTIONAL,

iE-Extensions



ProtocolExtensionContainer { {BSSMeasurementResult-Item-ExtIEs} }
OPTIONAL,


...

}

BSSMeasurementResult-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

BSSToReport-List ::= SEQUENCE (SIZE (1.. maxnoofBSSsperWT)) OF ProtocolIE-SingleContainer { {BSSToReport-ItemIEs} }

BSSToReport-ItemIEs XWAP-PROTOCOL-IES ::= {


{ ID id-BSSToReport-Item
CRITICALITY ignore
TYPE BSSToReport-Item 
PRESENCE mandatory}

}

BSSToReport-Item ::= SEQUENCE {


bSSID








BSSID,


iE-Extensions






ProtocolExtensionContainer { {BSSToReport-Item-ExtIEs} } OPTIONAL,


...

}

BSSToReport-Item-ExtIEs XWAP-PROTOCOL-EXTENSION ::= {


...

}

UNCHANGED PART OMITTED
END OF CHANGES
