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1 Introduction 
The new SI for the study on New Radio Access Technology has been approved in RP-160671, and according to the approved SID, the feasibility of different options of splitting the architecture into a “central unit” and a “distributed unit” should be studied.  The intention of this contribution is to clarify the scenario and usage for the “central unit” and “distributed unit”.
2 Discussion 
The description related to the study on “central unit” and “distributed unit has been captured as follow:
-------------------------------------------------from the SID RP-160671 --------------------------------------------

Study the feasibility of different options of splitting the architecture  into a “central unit” and a “distributed unit”, with potential interface in between, including transport, configuration and other required functional interactions between these nodes [RAN2, RAN3];

-------------------------------------------------from the SID RP-160671 --------------------------------------------

According to the SID, the architecture can be splitting into a “central unit” and a “distributed unit”, so we wonder whether it assume the deployment of “distributed unit” in a cascade way will not be considered in 5G. One example for the cascade “distributed unit” can be found as follow:
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In the figure above, two DUs with different types are deployed in a cascade way. The type I DU is connected to CU with type I fronthaul (e.g. a fronthaul similar to X2 interface), and the type II DU is connected to type I DU with type II fronthaul (e.g. a fronthaul similar to CPRI interface). 
Because the deployment of “distributed unit” in a cascade way split the architecture into a “central unit” and multilevel “distributed unit”s, which has not been covered by the SID, we give our proposal as follow:

Proposal 1: RAN3 is kindly asked to clarify whether the deployment of multilevel “distributed unit” should be considered in the SID for new RAT.
3 Conclusion 
RAN3 is kindly asked to clarify the issue listed as follow:
Proposal 1: RAN3 is kindly asked to clarify whether the deployment of multilevel “distributed unit” should be considered in the SID for new RAT.
4 Reference

[1] RP-160671 New SID Proposal: Study on New Radio Access Technology
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