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1. Overall Description:

SA2 accept the RAN2 decisions communicated in the LS and intend to make corresponding changes in the SA2 specifications with an exception concerning the internal network handling of the UE-specific (short) DRX.
In the LS, RAN 2 informed SA2 that:

· NB-IoT supports a (short) DRX in Idle mode. This DRX is not UE-specific (defaultpagingcycle).

· RAN2 assumes that the Paging message from MME to eNB does not include the (short) DRX cycle length, but includes the same eDRX information as in LTE (i.e. eDRX cycle and PTW length).

However, the DRX aspects touch UE NAS, MME NAS, inter-MME/SGSN procedures, S1-AP and TS 36.304’s calculation of the paging occasion. SA2 assumes that TS 36.304 needs updating for NB-IoT, and that TS 36.304 will explicitly indicate that there is no UE-specific-DRX parameter input into the calculation of the UE’s paging occasion.

Hence to minimise RAT specific functionality in the MME, SGSN, UE, and S1 interface, it is suggested that the existing (UE-optional) procedures are made relevant only to WB-E-UTRAN, and the eNB just ignores any (short) DRX parameter received in the S1-AP Paging message when paging on NB-IoT cells. 

Similarly, if the UE does send a DRX parameter “for WB-E-UTRAN/GERAN/UTRAN” to the MME via NB-IoT, the MME can just reuse existing functionality to respond to the UE.
2. Actions:

To 3GPP RAN WG 2, 3GPP RAN WG3, 3GPP CT WG1
ACTION: 
SA2 ask 3GPP RAN WG 2, 3GPP RAN WG3, 3GPP CT WG 1 groups to take note of the SA2 decision and consider it when updating the relevant specifications.
3. Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #114 
11th – 15th April 2016
Sophia Antipolis, France.

TSG-SA2 Meeting #115
23rd – 27th May 2016
Nanjing, China
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