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1 Introduction
DCH enhancements have been introduced in Rel-12. However, one issue is observed in the ASN.1 on DCH enhancements configuration. In this paper it will be further analysed and the solution will be given.
2 Discussion
In the CRs ([1] and [2]) with introduction of DCH enhancements, new pilot-free slot formats in the DL were introduced based on RAN1’s agreements, i.e. new values 17 and 18 are added for DL DPCH Slot Format.
Within the latest specifications of TS 25.433 and TS 25.423 for both Rel-12 & Rel-13, it can be seen that new pilot-free slot formats are already captured in the tabular (shown as below).
9.2.2.10
DL DPCH Slot Format

Indicates the slot format used in DPCH in DL, accordingly to ref. TS 25.211 [7].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	DL DPCH Slot Format
	
	
	INTEGER (0..16,…,17..18)
	


However, both values 17 and 18 are missing in the ASN.1. The ASN.1 is shown as below.
DL-DPCH-SlotFormat ::= INTEGER (0..16,...)

Due to this issue, the CRNC/SRNC cannot configure DL DPCH Slot Format 17 or 18 for the Node B/DRNC, and it is not following the agreements on introducing new pilot-free slot formats in DCH enhancements feature.
In order to solve the issue, we propose to add the values 17 and 18 in the IE DL DPCH Slot Format in the ASN.1.
Proposal 1: It is proposed RAN3 to agree adding the values 17 and 18 into the IE DL DPCH Slot Format in the ASN.1.
3 Conclusion

In this paper, we analyse one issue regarding DCH enhancements configuration in ASN.1 and it is proposed:
Proposal 1: It is proposed RAN3 to agree adding the values 17 and 18 into the IE DL DPCH Slot Format in the ASN.1.

The relevant CRs for Rel-12 & Rel-13 are provided in [3], [4], [5] and [6].
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