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8.3
WT Configuration Update

8.3.1
General

The purpose of the WT Configuration Update procedure is to update application level configuration data needed for an eNB and a WT to interoperate correctly over the Xw interface.

The procedure uses non-UE-associated signalling.

8.3.2
Successful Operation
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Figure 8.3.2-1: WT Configuration Update, successful operation

A WT initiates the procedures by sending a WT CONFIGURATION UPDATE message to an eNB. Such message shall include an appropriate set of up-to-date configuration data, including, but not limited to, relevant lists of added, modified and deleted WLAN identifiers that the WT has just taken into operational use.
If the WLAN Identifiers To Delete Extension List IE is present, the eNB shall ignore the WLAN Identifiers To Delete List IE, if present.
8.3.3
Unsuccessful Operation
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Figure 8.3.3-1: WT Configuration Update, successful operation

If the eNB cannot accept the update, it shall respond with a WT CONFIGURATION UPDATE FAILURE message with an appropriate cause value.

8.3.4
Abnormal Conditions

Not applicable.
***************************next change***********************

9.1.4
WT CONFIGURATION UPDATE

This message is sent by a WT to an eNB to transfer updated information for a TNL association.

Direction: WT ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	WLAN Identifiers To Add List
	
	0..1
	
	List of identifiers added by the WT
	GLOBAL
	reject

	>WLAN Identifiers To Add Item
	
	1..< maxnoofWLANIdentifierItems>
	
	
	
	

	>>WLAN Information
	M
	
	9.2.7
	
	
	

	WLAN Identifiers To Modify List
	
	0..1
	
	List of identifiers modified by the WT
	GLOBAL
	reject

	>WLAN Identifiers To Modify Item
	
	1..< maxnoofWLANIdentifierItems>
	
	
	
	

	>>WLAN Information
	M
	
	9.2.7
	
	
	

	WLAN Identifiers To Delete List
	
	0..1
	
	List of identifiers deleted by the WT
	GLOBAL
	reject

	>WLAN Identifiers To Delete Item
	
	1..<maxnoofBSSs>
	
	
	
	

	>>Old BSSID
	M
	
	BSSID

9.2.8
	
	
	

	WLAN Identifiers To Delete Extension List 
	
	0..1
	
	List of identifiers deleted by the WT
	GLOBAL
	reject

	>WLAN Identifiers To Delete extension Item
	
	1..<maxnoofBSSs>
	
	
	
	

	>>WLAN Information
	M
	
	9.2.7
	
	
	


	Range bound
	Explanation

	maxnoofWLANIdentifierItems
	Maximum number of WLAN Identifier Items. The value is 4096.

	maxnoofBSSs
	Maximum number of BSS Items in a list. The value is 4096.


***************************next change***********************
9.3.4
PDU Definitions
-- **************************************************************

--

-- PDU definitions for XwAP.

--

-- **************************************************************

XwAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


BSSMeasurementResult-List,


BSSToReport-List,


Cause,


CompleteFailureCauseInformation-List,


CriticalityDiagnostics,

E-RAB-ID,


E-RAB-List,


E-RAB-QoS-Parameters,

Global-ENB-ID,

GTPtunnelEndpoint,


Measurement-ID,

MeasurementInitiationResult-List,

MobilitySet,

PartialSuccessIndicator,

PLMN-Identity,

Registration-Request,


ReportCharacteristics,


ReportingPeriodicity,


UE-Identity,


UE-XwAP-ID,

WLANIdentifier-List,


WLANIdentifiersToDelete-List,

WLANSecurityInfo,

WTID

FROM XwAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


XWAP-PRIVATE-IES,


XWAP-PROTOCOL-EXTENSION,


XWAP-PROTOCOL-IES,


XWAP-PROTOCOL-IES-PAIR

FROM XwAP-Containers


id-BSSMeasurementResult-List,


id-BSSToReport-List,


id-Cause,


id-CompleteFailureCauseInformation-List,

id-UE-ContextInformationWTModReq,

id-CriticalityDiagnostics,


id-ENB-Measurement-ID,

id-ENB-UE-XwAP-ID,


id-E-RABs-Admitted-ToBeAdded-Item,


id-E-RABs-Admitted-ToBeAdded-List,


id-E-RABs-Admitted-ToBeAdded-ModAckItem,


id-E-RABs-Admitted-ToBeAdded-ModAckList,


id-E-RABs-Admitted-ToBeModified-ModAckItem,


id-E-RABs-Admitted-ToBeModified-ModAckList,


id-E-RABs-Admitted-ToBeReleased-ModAckItem,

id-E-RABs-Admitted-ToBeReleased-ModAckList,


id-E-RABs-Confirmed-ToBeModified-ModReqdList,


id-E-RABs-Confirmed-ToBeModified-ModReqdItem,

id-E-RABs-Confirmed-ToBeReleased-ModReqdList,


id-E-RABs-Confirmed-ToBeReleased-ModReqdItem,

id-E-RABs-NotAdmitted-List,


id-E-RABs-ToBeAdded-Item,


id-E-RABs-ToBeAdded-List,


id-E-RABs-ToBeAdded-ModReqItem,


id-E-RABs-ToBeModified-ModReqItem,


id-E-RABs-ToBeModified-ModReqdList,


id-E-RABs-ToBeModified-ModReqdItem,

id-E-RABs-ToBeReleased-ModReqItem,

id-E-RABs-ToBeReleased-List-RelConf,


id-E-RABs-ToBeReleased-RelConfItem,

id-E-RABs-ToBeReleased-List-RelReq,


id-E-RABs-ToBeReleased-RelReqItem,

id-E-RABs-ToBeReleased-ModReqdList,


id-E-RABs-ToBeReleased-ModReqdItem,


id-Global-ENB-ID,


id-MeasurementInitiationResult-List,

id-MobilitySet,

id-PartialSuccessIndicator,

id-ServingPLMN,

id-Registration-Request,


id-ReportCharacteristics,


id-ReportingPeriodicity,

id-UE-Identity,


id-WLANIdentifier-List, 


id-WLANIdentifiersToAdd-List,


id-WLANIdentifiersToDelete-List,

id-WLANIdentifiersToDeleteExtension-List,

id-WLANIdentifiersToModify-List,

id-WLANSecurityInfo,

id-WTID,


id-WT-Measurement-ID,

id-WT-UE-XwAP-ID,


maxnoofBearers
FROM XwAP-Constants;

-- **************************************************************

--

-- Xw SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Xw Setup Request

--

-- **************************************************************

XwSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {XwSetupRequestIEs} },


...

}

XwSetupRequestIEs XWAP-PROTOCOL-IES ::= {


{ ID id-Global-ENB-ID
CRITICALITY reject
TYPE Global-ENB-ID

PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Xw Setup Response

--

-- **************************************************************

XwSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {XwSetupResponseIEs} },


...

}

XwSetupResponseIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WTID




CRITICALITY reject
TYPE WTID





PRESENCE mandatory}|


{ ID id-WLANIdentifier-List

CRITICALITY reject
TYPE WLANIdentifier-List

PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics
CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional},


...

}

-- **************************************************************

--

-- Xw Setup Failure

--

-- **************************************************************

XwSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {XwSetupFailureIEs} },


...

}

XwSetupFailureIEs XWAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause





PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics
CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional},


...

}

-- **************************************************************

--

-- WT CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- WT Configuration Update 

--

-- **************************************************************

WTConfigurationUpdate ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {WTConfigurationUpdateIEs} },


...

}

WTConfigurationUpdateIEs XWAP-PROTOCOL-IES ::= {


{ ID id-WLANIdentifiersToAdd-List

CRITICALITY reject
TYPE WLANIdentifier-List



PRESENCE optional}|


{ ID id-WLANIdentifiersToModify-List
CRITICALITY reject
TYPE WLANIdentifier-List



PRESENCE optional}|


{ ID id-WLANIdentifiersToDelete-List
CRITICALITY reject
TYPE WLANIdentifiersToDelete-List

PRESENCE optional}|

{ ID id-WLANIdentifiersToDeleteExtension-List
CRITICALITY reject
TYPE WLANIdentifier-List

PRESENCE optional},


...

}

***************************next change***********************
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XwAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) xwap (8) version1 (1) xwap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM XwAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-xwSetup








ProcedureCode ::= 0

id-wTConfigurationUpdate




ProcedureCode ::= 1

id-wTStatusReportingInitiation



ProcedureCode ::= 2

id-wTStatusReporting





ProcedureCode ::= 3
id-errorIndication






ProcedureCode ::= 4

id-reset








ProcedureCode ::= 5
id-wTAdditionPreparation




ProcedureCode ::= 6

id-eNBInitiatedWTModification



ProcedureCode ::= 7

id-wTInitiatedWTModification



ProcedureCode ::= 8

id-eNBInitiatedWTRelease




ProcedureCode ::= 9

id-wTInitiatedWTRelease





ProcedureCode ::= 10

id-wTAssociationConfirmation



ProcedureCode ::= 11
id-privateMessage






ProcedureCode ::= 12
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofBands







INTEGER ::= 256
maxnoofBearers







INTEGER ::= 256
maxnoofBSSs








INTEGER ::= 4096

maxnoofErrors







INTEGER ::= 256

maxnoofFailedMeasObjects




INTEGER ::= 32
maxnoofMobilitySetItems





INTEGER ::= 1024
maxnoofWLANIdentifierItems




INTEGER ::= 4096
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-BSSMeasurementResult-Item






ProtocolIE-ID ::= 0

id-BSSMeasurementResult-List






ProtocolIE-ID ::= 1

id-BSSToReport-Item 








ProtocolIE-ID ::= 2

id-BSSToReport-List 








ProtocolIE-ID ::= 3

id-Cause 











ProtocolIE-ID ::= 4

id-CompleteFailureCauseInformation-Item 



ProtocolIE-ID ::= 5

id-CompleteFailureCauseInformation-List 



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics 







ProtocolIE-ID ::= 7

id-ENB-Measurement-ID 








ProtocolIE-ID ::= 8

id-Global-ENB-ID 









ProtocolIE-ID ::= 9

id-MeasurementFailureCause-Item 





ProtocolIE-ID ::= 10

id-MeasurementInitiationResult-Item 




ProtocolIE-ID ::= 11

id-MeasurementInitiationResult-List 




ProtocolIE-ID ::= 12

id-PartialSuccessIndicator 







ProtocolIE-ID ::= 13

id-Registration-Request 







ProtocolIE-ID ::= 14

id-ReportCharacteristics 







ProtocolIE-ID ::= 15

id-ReportingPeriodicity 







ProtocolIE-ID ::= 16

id-WLANIdentifier-Item 








ProtocolIE-ID ::= 17

id-WLANIdentifier-List 








ProtocolIE-ID ::= 18

id-WLANIdentifiersToAdd-List 






ProtocolIE-ID ::= 19

id-WLANIdentifiersToDelete-Item 





ProtocolIE-ID ::= 20

id-WLANIdentifiersToDelete-List 





ProtocolIE-ID ::= 21

id-WLANIdentifiersToModify-List 





ProtocolIE-ID ::= 22

id-WTID 











ProtocolIE-ID ::= 23

id-WT-Measurement-ID 








ProtocolIE-ID ::= 24
id-ENB-UE-XwAP-ID









ProtocolIE-ID ::= 25

id-WT-UE-XwAP-ID









ProtocolIE-ID ::= 26
id-BSS-Item











ProtocolIE-ID ::= 27

id-E-RABs-ToBeAdded-List







ProtocolIE-ID ::= 28
id-E-RABs-ToBeAdded-Item







ProtocolIE-ID ::= 29

id-UE-Identity










ProtocolIE-ID ::= 30

id-WLANSecurityInfo









ProtocolIE-ID ::= 31

id-E-RABs-Admitted-ToBeAdded-List





ProtocolIE-ID ::= 32
id-E-RABs-Admitted-ToBeAdded-Item





ProtocolIE-ID ::= 33
id-E-RABs-NotAdmitted-List







ProtocolIE-ID ::= 34

id-E-RAB-Item










ProtocolIE-ID ::= 35

id-UE-ContextInformationWTModReq





ProtocolIE-ID ::= 36

id-E-RABs-ToBeAdded-ModReqItem






ProtocolIE-ID ::= 37

id-E-RABs-ToBeModified-ModReqItem





ProtocolIE-ID ::= 38

id-E-RABs-ToBeReleased-ModReqItem





ProtocolIE-ID ::= 39

id-E-RABs-Admitted-ToBeAdded-ModAckList




ProtocolIE-ID ::= 40
id-E-RABs-Admitted-ToBeAdded-ModAckItem




ProtocolIE-ID ::= 41
id-E-RABs-Admitted-ToBeModified-ModAckList



ProtocolIE-ID ::= 42
id-E-RABs-Admitted-ToBeModified-ModAckItem



ProtocolIE-ID ::= 43
id-E-RABs-Admitted-ToBeReleased-ModAckList



ProtocolIE-ID ::= 44
id-E-RABs-Admitted-ToBeReleased-ModAckItem



ProtocolIE-ID ::= 45
id-E-RABs-ToBeReleased-ModReqdList





ProtocolIE-ID ::= 46

id-E-RABs-ToBeReleased-ModReqdItem





ProtocolIE-ID ::= 47
id-E-RABs-ToBeReleased-List-RelReq





ProtocolIE-ID ::= 48

id-E-RABs-ToBeReleased-RelReqItem





ProtocolIE-ID ::= 49

id-E-RABs-ToBeReleased-List-RelConf





ProtocolIE-ID ::= 50

id-E-RABs-ToBeReleased-RelConfItem





ProtocolIE-ID ::= 51

id-E-RABs-Confirmed-ToBeReleased-ModReqdList


ProtocolIE-ID ::= 52

id-E-RABs-Confirmed-ToBeReleased-ModReqdItem


ProtocolIE-ID ::= 53

id-MobilitySet










ProtocolIE-ID ::= 54

id-ServingPLMN










ProtocolIE-ID ::= 55

id-E-RABs-ToBeModified-ModReqdList





ProtocolIE-ID ::= 56
id-E-RABs-ToBeModified-ModReqdItem





ProtocolIE-ID ::= 57

id-E-RABs-Confirmed-ToBeModified-ModReqdList


ProtocolIE-ID ::= 58
id-E-RABs-Confirmed-ToBeModified-ModReqdItem


ProtocolIE-ID ::= 59

id-wLANBandInformation








ProtocolIE-ID ::= 60
id-WLANIdentifiersToDeleteExtension-List 



ProtocolIE-ID ::= yy
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