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1. Introduction 
According to agreed CR S2-161227 in SA2#113AH, the UE level UP CIOT Indicator has been captured in the Initial Context Setup Request. It is necessary for RAN3 to reflect the agreement accordingly. The updated S1AP CR is R3-160987.
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	The new MME sends an Attach Accept ( GUTI,  TAI List, Session Management Request (APN, PDN Type, PDN Address, EPS Bearer Identity,Protocol Configuration Options,  Header Compression Configuration, Control Plane Only Indicator, )NAS sequence number, NAS-MAC, IMS Voice over PS session supported Indication, Emergency Service Support indicator, LCS Support Indication, Supported Network Behaviour, ) message to the eNodeB. GUTI is included if the new MME allocates a new GUTI. PDN Type and PDN Address are omitted if the Attach Request (step 1) did not contain an ESM message container.  The MME indicates the CIoT EPS optimisations it accepts in the Supported Network Behaviour information as defined in clause 4.3.5.x. This message is contained in an S1_MME control message Initial Context Setup Request, unless the MME has selected to use the Control Plane CIoT EPS optimisation, or, the UE did not include the ESM message container in the Attach Request (step 1), in which case an S1-AP Downlink NAS transport message is used. The S1-AP Initial Context Setup Request message also includes the AS security context information for the UE, the Handover Restriction List, the EPS Bearer QoS, the UE-AMBR, EPS Bearer Identity, as well as the TEID at the Serving GW used for user plane and the address of the Serving GW for user plane and whether User Plane CIoT EPS Optimisation is allowed for the UE. …….


2. Reference
[1] S2-161227 Introduction of attach procedure changes for CIoT EPS optimization.
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