3GPP TSG-RAN WG3 Meeting #93
R3-161624
Gothenburg, Sweden, 22 - 26 August 2016
Agenda item:
5.1
Source: 
Nokia, Alcatel-Lucent Shanghai Bell
Title:
Discussion on CSG support in Dual Connectivity
Document for:
Discussion and Decision

1
Introduction
RAN3 received the Reply LS from SA2 in [1] regarding CSG and LIPA support in Dual Connectivity enhancements for LTE. This paper discusses and proposes further changes based on SA2 argument.

2
Discussion
SA2 Reply LS [1] informs RAN and RAN3 that SA2 has agreed a CR in line with RAN3 on DC enhancements for LIPA support. CSG is verified in the Core Network, but CSG membership is not changed. However, the RAN3 CRs on 36.300 and 36.413 are not accurate enough and modifications need to be made. Therefore, SA2 asks the following considerations to RAN3.

SA2 would like RAN3 to verify SA2 following understanding:

-
In the approved CR to 36.300 (R3-160499), the procedure is only used for CSG membership verification for the case of Dual Connectivity;

-
In the approved CR to 36.413 (R3-160484), the absence of the CSG Membership Information in the UE Context Indication message is interpreted by the MME as to not perform CSG Membership verification. Even though specified in R3-160484, the MME does not have to consider that the SeNB is an open cell case since there is no change in the UE Membership in the Core Network.

Based on the above argument, we propose the following changes. 
-          In 36.300 CR, add “In the current version of the specification, the procedure is only used for CSG membership verification for Dual Connectivity.”

-          In 36.413 CR, remove “If no CSG Membership Info IE is received in the E-RAB MODIFICATION INDICATION message and the UE was previously configured with resources from a hybrid cell, the MME shall consider that the UE has moved into an open access cell.”
Proposal: It is proposed to agree on the corresponding CRs provided in [2][3].

3
Conclusion
Proposal: It is proposed to agree on the corresponding CRs provided in [2][3].
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