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1   Introduction
The NB-IoT WI was closed last meeting, all the agreed CRs were added into the latest version of specifications, in this contribution, we analyses one issue in the stage2 description of the Retrieve UE Context Procedure Unsuccessful case , and propose to introduce corresponding correction change.
2   Discussion
In TS 36.300 [1], section 20.2.2.19, it was stated that:

	In case the old eNB cannot find UE Context Information corresponding to the Resume ID received from the UE, it responds with the RETRIEVE UE CONTEXT FAILURE message and the new eNB fails the RRC connection resume procedure as specified in TS 36.331 [16].
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Figure 20.2.2.19-2: Retrieve UE Context procedure (highlighted in blue). Unsuccessful case


The Figure shows that after receiving RETRIEVE UE CONTEXT FAILURE message, the new eNB will trigger RRCConnectionSetup towards the UE.
In TS36.331 [2], in case of resume failure, the eNB may trigger RRCConnectionSetup or RRCReject towards the UE:
	In response to a request to resume the RRC connection, E-UTRAN may resume the suspended RRC connection, reject the request to resume and instruct the UE to either keep or discard the stored context, or setup a new RRC connection.


The Figure 20.2.2.19-2 is misleading as it only shows one possibility of the eNB’s choices, considering that the section is only related to the X2 procedure between the new and old eNBs, it is proposed to remove the RRC procedure part in the Figure.
Proposal: Remove the RRC procedure part in the Figure 20.2.2.19-2 of TS 36.300.

Text Proposal:
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Figure 20.2.2.19-2: Retrieve UE Context procedure (highlighted in blue). Unsuccessful case


3   Proposal
The Figure 20.2.2.19-2 is misleading as it only shows one possibility of the eNB’s choices, considering that the section is only related to the X2 procedure between the new and old eNBs, it is proposed to RAN3 to agree the following proposal and corresponding CR in R3-161641[3]
Proposal: It is proposed RAN3 to remove the RRC procedure part in the Figure 20.2.2.19-2 of TS 36.300.
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