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	*** First change, omitted text not changed ***


10.1.2.X
LWA mobility
10.1.2.X.1
Inter-eNB handover without WT change
Inter-eNB handover without WT change is used to transfer context data from a source eNB to a target eNB while the LWA connectivity is kept.

[image: image1.emf]UE

Source

eNB

WT

Target

eNB

2. WTAddition Request

3. WTAddition Request Acknowledge

1. HandoverRequest

4. Handover Request Acknowledge

LWA is activated for the UE


Figure 10.1.2.x-1: Handover without WT change
1.
The source eNB starts the handover procedure by initiating the X2 Handover Preparation procedure. The source eNB includes the LWA configuration in the HANDOVER REQUEST. [The content of the LWA information from the source eNB is FFS].
2.
If the target eNB decides to keep the LWA connection, the target eNB sends WT ADDITION REQUEST to the WT including the UE identity [It is FFS which identity is to be used] as a reference to the UE context in the WT that was established by the source eNB.

3.
The WT replies with WT ADDITION REQUEST ACKNOWLEDGE.

4.
If both, the target eNB and the WT decided to keep the LWA connection in steps 2 and 3 respectively, the target eNB sends the HANDOVER REQUEST ACKNOWLEDGE message, which includes the LWA configuration, and may also provide forwarding addresses to the source eNB. [The content of the LWA information from the target eNB is FFS]
[Further steps are FFS]
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