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1
Introduction
The LS from SA2 in [1] requests RAN WG3 to evaluate the alternatives to update eNB in ECM-Connected State with “SRVCC operation possible” during the emergency PDN connectivity establishment and release procedures, and provide feedback. 
This contribution looks at possible solutions and proposes one solution.

2
Analysis of possible solutions
The SRVCC Operation Possible IE can currently be included in the following messages:

· INITIAL CONTEXT SETUP REQUEST

· HANDOVER REQUEST

· DOWNLINK NAS TRANSPORT

The DOWNLINK NAS TRANSPORT message could today be used by the MME to update the “SRVCC operation possible” during emergency calls if there is also NAS information that needs to be sent to the UE. To enable the usage of the procedure also when there is no NAS information for the UE, a new flag IE could be introduced in the message to indicate that there is no NAS information included. This would be a possible solution if criticality reject is used for the new flag IE, but it would not be a recommended solution since it would actually be a misuse of an existing procedure. 

The message that is used by the MME to update UE Context Information is the UE CONTEXT MODIFICATION REQUEST message, but this message does not currently include the SRVCC Operation Possible IE. Adding the IE to the message would however enable the possibility for the MME to update the “SRVCC operation possible” during emergency calls.
Observation 1: The most appropriate solution to update the “SRVCC operation possible” during emergency calls is to update and use the UE CONTEXT MODIFICATION REQUEST message
Proposal 1: RAN3 to agree on a solution using the UE CONTEXT MODIFICATION REQUEST message and agree the CR in [2].
3
Proposals
Proposal 1: RAN3 to agree on a solution using the UE CONTEXT MODIFICATION REQUEST message and agree the CR in [2].
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