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<<<<<<<<<<<<<<<<<<<< Start of 1st Change >>>>>>>>>>>>>>>>>>>>
8.3.1.3
Unsuccessful Operation
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Figure 8.3.1.3.1: SLm Setup procedure: Unsuccessful Operation.

If the E-SMLC cannot accept the setup, it shall respond with an SLm SETUP FAILURE with an appropriate cause value.
If the SLm SETUP FAILURE message includes the Time To Wait IE the initiating LMU shall wait at least for the indicated time before reinitiating the SLm Setup procedure towards the same E-SMLC.
8.3.1.4
Abnormal Conditions

Not applicable.

<<<<<<<<<<<<<<<<<<<< Start of 2nd Change >>>>>>>>>>>>>>>>>>>>
9.1.4
SLm SETUP REQUEST

This message is sent by the LMU to setup SLm with E-SMLC.

Direction: LMU ( E-SMLC
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2
	
	YES
	reject

	SLmAP Transaction ID
	M
	
	9.2.3
	
	-
	

	LMU ID
	M
	
	9.2.6
	
	YES
	ignore

	LMU Information
	O
	
	9.2.8
	
	YES
	ignore

	Time To Wait
	O
	
	9.2.X
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Start of 3rd Change >>>>>>>>>>>>>>>>>>>>
9.2.12
E-SMLC Measurement ID

The E-SMLC Measurement ID IE is used to associate all the procedures related to the same measurement initiated by the E-SMLC. Procedures related to the same measurement shall use the same E-SMLC Measurement ID.

The E-SMLC Measurement ID is determined by the initiating peer of the measurement i.e. the E-SMLC.

The E-SMLC Measurement ID shall uniquely identify a measurement among all ongoing parallel measurements initiated by the same peer.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-SMLC Measurement ID 
	M
	
	INTEGER(1..65535,…)
	


9.2.X
Time To Wait

This IE defines the minimum allowed waiting times.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Time To Wait
	M
	
	ENUMERATED(1s, 2s, 5s, 10s, 20s, 60s, …)
	


<<<<<<<<<<<<<<<<<<<< Start of 4th Change >>>>>>>>>>>>>>>>>>>>
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for SLmAP.

--

-- **************************************************************

SLMAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) slmap (50) version1 (1) slmap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS




ESMLC-MeasurementID,


UL-RTOAMeasurementConfiguration,


CriticalityDiagnostics,


UL-RTOAMeasurements,


Cause,


LMU-ID,


LMUInformation,


ESMLC-ID,


ESMLC-MeasurementID,


TimeToWait
FROM SLMAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


SLMAP-PRIVATE-IES,


SLMAP-PROTOCOL-EXTENSION,


SLMAP-PROTOCOL-IES,


SLMAP-PROTOCOL-IES-PAIR

FROM SLMAP-Containers


id-ESMLC-MeasurementID,


id-UL-RTOAMeasurementConfiguration,


id-CriticalityDiagnostics,


id-UL-RTOAMeasurements,


id-Cause,


id-LMU-ID,


id-LMUInformation,


id-ESMLC-ID,


id-TimeToWait
FROM SLMAP-Constants;

<ignore the unchanged part>
-- **************************************************************

--

-- SLM SETUP FAILURE

--

-- **************************************************************

SLMSetupFailure ::= SEQUENCE {


protocolIEs





ProtocolIE-Container

{{SLMSetupFailure-IEs}},


...

}

SLMSetupFailure-IEs SLMAP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause






PRESENCE mandatory}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional}|


{ ID id-TimeToWait



CRITICALITY ignore
TYPE TimeToWait


PRESENCE optional},


...

}

<<<<<<<<<<<<<<<<<<<< Start of 5th Change >>>>>>>>>>>>>>>>>>>>
9.3.5
Information Element definitions

<ignore the unchanged part>
BandCombination ::= SEQUENCE (SIZE (1.. maxSimultaneousBands)) OF


FreqBandIndicator

LMUPosition ::= SEQUENCE {


latitudeSign



ENUMERATED {north, south},


latitude




INTEGER (0..8388607),


longitude




INTEGER (-8388608..8388607),

directionOfAltitude


ENUMERATED {height, depth},

altitude




INTEGER (0..32767),


uncertaintySemi-major

INTEGER (0..127),

uncertaintySemi-minor

INTEGER (0..127),

orientationOfMajorAxis

INTEGER (0..179),


uncertaintyAltitude


INTEGER (0..127),


confidence




INTEGER (0..100),


...

}
TimeToWait ::= ENUMERATED {


v1s, 


v2s, 


v5s, 


v10s, 


v20s, 


v60s, 


...

}
END

<<<<<<<<<<<<<<<<<<<< Start of 6th Change >>>>>>>>>>>>>>>>>>>>
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

SLMAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) slmap (50) version1 (1) slmap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM SLMAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-errorIndication






ProcedureCode ::= 0

id-privateMessage






ProcedureCode ::= 1

id-measurement







ProcedureCode ::= 2

id-slmSetup








ProcedureCode ::= 3

id-reset








ProcedureCode ::= 4

id-measurementUpdate





ProcedureCode ::= 5

id-measurementAbort






ProcedureCode ::= 6

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors







INTEGER ::= 256

maxServCell








INTEGER ::= 5

maxEARFCN








INTEGER ::= 262143

maxNoULRTOA








INTEGER ::= 5

maxNoLMURfBands







INTEGER ::= 256

maxBWComb








INTEGER ::= 128

maxBWCombSet







INTEGER ::= 32

maxSimultaneousBands





INTEGER ::= 4

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-ESMLC-MeasurementID





ProtocolIE-ID ::= 0

id-UL-RTOAMeasurementConfiguration


ProtocolIE-ID ::= 1

id-CriticalityDiagnostics




ProtocolIE-ID ::= 2

id-UL-RTOAMeasurements





ProtocolIE-ID ::= 3
id-Cause








ProtocolIE-ID ::= 4
id-LMU-ID








ProtocolIE-ID ::= 5

id-LMUInformation






ProtocolIE-ID ::= 6
id-ESMLC-ID








ProtocolIE-ID ::= 7
id-TimeToWait







ProtocolIE-ID ::= X
END

