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[bookmark: _Toc455090436]8.6	NAS transport
[bookmark: _Toc455090437]8.6.1	General
The purpose of the NAS Transport procedure is to carry UE – MME signalling over the S1 Interface. The NAS messages are not interpreted by the eNB, and their content is outside the scope of this specification. The procedure may use an existing UE-associated logical S1-connection. If no UE-associated logical S1-connection exists, the establishment of the UE-associated logical S1-connection is initiated (and may be established) as part of the procedure.
The NAS messages are transported in an IE of the INITIAL UE MESSAGE, DOWNLINK NAS TRANSPORT, UPLINK NAS TRANSPORT or REROUTE NAS REQUEST messages.
[bookmark: _Toc455090438]8.6.2	Successful Operations
[bookmark: _Toc455090439]8.6.2.1	Initial UE Message


Figure 8.6.2.1-1: Initial UE Message procedure
When the eNB has received from the radio interface the first UL NAS message transmitted on an RRC connection to be forwarded to an MME, the eNB shall invoke the NAS Transport procedure and send the INITIAL UE MESSAGE message to the MME including the NAS message as a NAS-PDU IE. The eNB shall allocate a unique eNB UE S1AP ID to be used for the UE and the eNB shall include this identity in the INITIAL UE MESSAGE message. In case of network sharing, the selected PLMN is indicated by the PLMN Identity IE within the TAI IE included in the INITIAL UE MESSAGE message. When the eNB has received from the radio interface the S-TMSI IE, it shall include it in the INITIAL UE MESSAGE message. If the eNB does not support NNSF and the eNB has received from the radio interface the GUMMEI IE, the eNB may include it in the INITIAL UE MESSAGE message. If the eNB does not support NNSF and the eNB has received from the radio interface the GUMMEI Type IE, the eNB may include it in the INITIAL UE MESSAGE message.
If the establishment of the UE-associated logical S1-connection towards the CN is performed due to an RRC connection establishment originating from a CSG cell, the CSG Id IE shall be included in the INITIAL UE MESSAGE message.
If the establishment of the UE-associated logical S1-connection towards the CN is performed due to an RRC connection establishment originating from a Hybrid cell, the CSG Id IE and the Cell Access Mode IE shall be included in the INITIAL UE MESSAGE message.
If the establishment of the UE-associated logical S1-connection towards the CN is performed due to an RRC connection establishment triggered by a Relay Node as defined in TS 36.300 [14], the GW Transport Layer Address IE and the Relay Node Indicator IE shall be included in the INITIAL UE MESSAGE message.
If the eNB has a L-GW function for LIPA operation, it shall include the GW Transport Layer Address IE in the INITIAL UE MESSAGE message.
If the SIPTO L-GW Transport Layer Address IE is received in the INITIAL UE MESSAGE message, the MME shall, if supported, use it for SIPTO@LN operation as sepecified in TS 23.401 [11].
If the LHN ID IE is included in the INITIAL UE MESSAGE message, the MME shall, if supported, use it as specified in TS 23.401 [11].
If the Tunnel Information for BBF IE is received in the INITIAL UE MESSAGE message, the MME shall, if supported, use it in the core network as specified in TS 23.139 [37].
If the MME Group ID IE is included in the INITIAL UE MESSAGE message this indicates that the message is a rerouted message and the MME shall, if supported, use the IE as described in TS 23.401 [11].
If the UE-Usage-Type IE is included in the INITIAL UE MESSAGE message, then the selected MME in the DCN shall if supported, use it as defined in TS 23.401 [48].
If the DCN ID IE is included in the INITIAL UE MESSAGE message, then the selected MME in the DCN shall if supported, use it as defined in TS 23.401 [48].
NOTE:	The first UL NAS message is always received in the RRC CONNECTION SETUP COMPLETE message.
8.6.2.2	DOWNLINK NAS TRANSPORT


Figure 8.6.2.2-1: DOWNLINK NAS Transport Procedure
If the MME only needs to send a NAS message transparently via the eNB to the UE and a UE-associated logical S1-connection exists for the UE or if the MME has received the eNB UE S1AP ID IE in an INITIAL UE MESSAGE message, the MME shall send a DOWNLINK NAS TRANSPORT message to the eNB including the NAS message as a NAS-PDU IE. If the UE-associated logical S1-connection is not established, the MME shall allocate a unique MME UE S1AP ID to be used for the UE and include that in the DOWNLINK NAS TRANSPORT message; by receiving the MME UE S1AP ID IE in the DOWNLINK NAS TRANSPORT, the eNB establishes the UE-associated logical S1-connection.
The NAS-PDU IE contains an MME – UE message that is transferred without interpretation in the eNB.
The DOWNLINK NAS TRANSPORT message may contain the Handover Restriction List IE, which may contain roaming or access restrictions.
If the Handover Restriction List IE is contained in the DOWNLINK NAS TRANSPORT message, the eNB shall store this information in the UE context.
The eNB shall use the information in Handover Restriction List IE if present in the DOWNLINK NAS TRANSPORT message to:
-	determine a target for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE;
-	select a proper SCG during dual connectivity operation.
If the Handover Restriction List IE is not contained in the DOWNLINK NAS TRANSPORT message and there is no previously stored Handover restriction information, the eNB shall consider that no roaming and no access restriction apply to the UE.
If the Subscriber Profile ID for RAT/Frequency priority IE is included in DOWNLINK NAS TRANSPORT message, the eNB shall, if supported, use it as defined in TS 36.300 [14].
If the SRVCC Operation Possible IE is included in DOWNLINK NAS TRANSPORT message, the eNB shall store it in the UE context and, if supported, use it as defined in TS 23.216 [9].
If the UE Radio Capability IE is included in the DOWNLINK NAS TRANSPORT message, the eNB shall store this information in the UE context, use it as defined in TS 36.300 [14].
[bookmark: _Toc455090441]8.6.2.3	UPLINK NAS TRANSPORT


Figure 8.6.2.3-1: UPLINK NAS TRANSPORT Procedure
When the eNB has received from the radio interface a NAS message to be forwarded to the MME to which a UE-associated logical S1-connection for the UE exists, the eNB shall send the UPLINK NAS TRANSPORT message to the MME including the NAS message as a NAS-PDU IE. The eNB shall include the TAI and ECGI of the current cell in every S1-AP UPLINK NAS TRANSPORT message.
The NAS-PDU IE contains a UE – MME message that is transferred without interpretation in the eNB.
If the GW Transport Layer Address IE is received in the UPLINK NAS TRANSPORT message, the MME shall, if supported, use it for LIPA operation as specified in TS 23.401 [11].
If the SIPTO L-GW Transport Layer Address IE is received in the UPLINK NAS TRANSPORT message, the MME shall, if supported, use it for SIPTO@LN operation as specified in TS 23.401 [11]. 
If the LHN ID IE is included in the UPLINK NAS TRANSPORT message, the MME shall, if supported, use it as specified in TS 23.401 [11].
[bookmark: _Toc455090442]8.6.2.4	NAS NON DELIVERY INDICATION


Figure 8.6.2.4-1: NAS NON DELIVERY INDICATION Procedure
When the eNB decides not to start the delivery of a NAS message that has been received over a UE-associated logical S1-connection or the eNB is unable to ensure that the message has been received by the UE, it shall report the non-delivery of this NAS message by sending a NAS NON DELIVERY INDICATION message to the MME including the non-delivered NAS message within the NAS-PDU IE and an appropriate cause value within an appropriate Cause IE, e.g., “S1 intra system Handover Triggered”, “S1 inter system Handover Triggered” or “X2 Handover Triggered”.
[bookmark: _Toc455090443]8.6.2.5	Reroute NAS Request


Figure 8.6.2.5-1: Reroute NAS Request Procedure
The purpose of the Reroute NAS Request procedure is to enable the MME to request for a rerouting of the INITIAL UE MESSAGE message to the MME in the indicated DCN.
The MME initiates the procedure by sending a REROUTE NAS REQUEST message to the eNB. The eNB shall, if supported, reroute the INITIAL UE MESSAGE message to the MME in the DCN indicated by the MME Group ID IE as described in TS 23.401 [11].
If the Additional GUTI IE is included in the REROUTE NAS REQUEST message, then the eNB shall if supported, use it when selecting the MME in the DCN as defined in TS 23.401 [11].
If the UE Usage Type IE is included in the REROUTE NAS REQUEST message, then the eNB shall if supported, include it towards the selected MME in the DCN as defined in TS 23.401 [48].
If the DCN ID IE is included in the REROUTE NAS REQUEST message, then the eNB shall if supported, include it towards the selected MME in the DCN as defined in TS 23.401 [48].
[bookmark: _Toc455090444]8.6.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc455090445]8.6.4	Abnormal Conditions
If the S-TMSI is not received by the MME in the INITIAL UE MESSAGE message whereas expected, the MME shall consider the procedure as failed.

------------------------------------------
Skip to next change
------------------------------------------
[bookmark: _Toc462740459][bookmark: _Toc455090460]8.7.3	S1 Setup 
[bookmark: _Toc462740460]8.7.3.1	General
The purpose of the S1 Setup procedure is to exchange application level data needed for the eNB and the MME to correctly interoperate on the S1 interface. This procedure shall be the first S1AP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received and clears MME overload state information at the eNB. If the eNB and MME do not agree on retaining the UE Contexts this procedure also re-initialises the E-UTRAN S1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. If the eNB initiating the S1 Setup procedure supports a CSG cell, the procedure shall report the CSG ID(s) of the supported CSGs.
[bookmark: _Toc462740461]8.7.3.2	Successful Operation


Figure 8.7.3.2-1: S1 Setup procedure: Successful Operation.
The eNB initiates the procedure by sending a S1 SETUP REQUEST message including the appropriate data to the MME. The MME responds with a S1 SETUP RESPONSE message including the appropriate data.
The exchanged data shall be stored in respective node and used for the duration of the TNL association. When this procedure is finished, the S1 interface is operational and other S1 messages can be exchanged.
If the eNB initiating the S1 SETUP procedure supports one (or more) CSG cell(s), the S1 SETUP REQUEST message shall contain the CSG ID(s) of the supported CSG(s).
If the S1 SETUP REQUEST message contains the eNB Name IE the MME may use this IE as a human readable name of the eNB.
If the S1 SETUP RESPONSE message contains the MME Name IE the eNB may use this IE as a human readable name of the MME.
If the MME Relay Support Indicator IE is included in the S1 SETUP RESPONSE message, the eNB shall consider this information when selecting an appropriate MME for the Relay Node.
If the UE Retention Information IE set to “ues-retained“ was included in the S1 SETUP REQUEST message, then the MME may accept the proposal to retain the existing UE related contexts and signalling connections by including the UE Retention Information IE set to “ues-retained“ in the S1 SETUP RESPONSE message.
If the NB-IoT Default Paging DRX IE is included in the S1 SETUP REQUEST message, the MME will take it into account as specified in TS36.300 [14].
If the S1 SETUP RESPONSE message contains the ServedDCNs IE then the eNB shall if supported, use it as defined in TS 23.401 [48].
[bookmark: _Toc462740462]8.7.3.3	Unsuccessful Operation


Figure 8.7.3.3-1: S1 Setup procedure: Unsuccessful Operation.
If the MME cannot accept the setup, it should respond with a S1 SETUP FAILURE and appropriate cause value.
If the S1 SETUP FAILURE message includes the Time To Wait IE, the eNB shall wait at least for the indicated time before reinitiating the S1 setup towards the same MME.
[bookmark: _Toc462740463]8.7.3.4	Abnormal Conditions
If the eNB initiates the procedure by sending a S1 SETUP REQUEST message including the PLMN Identity IEs and none of the PLMNs provided by the eNB is identified by the MME, then the MME shall reject the eNB S1 Setup Request procedure with the appropriate cause value, e.g., “Unknown PLMN”.

------------------------------------------
Skip to next change
------------------------------------------
[bookmark: _Toc462740469]8.7.5	MME Configuration Update 
[bookmark: _Toc462740470]8.7.5.1	General
The purpose of the MME Configuration Update procedure is to update application level configuration data needed for the eNB and MME to interoperate correctly on the S1 interface. This procedure does not affect existing UE-related contexts, if any.
[bookmark: _Toc462740471]8.7.5.2	Successful Operation


Figure 8.7.5.2-1: MME Configuration Update procedure: Successful Operation.
The MME initiates the procedure by sending an MME CONFIGURATION UPDATE message including the appropriate updated configuration data to the eNB. The eNB responds with an MME CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If information element(s) is/are not included in the MME CONFIGURATION UPDATE message, the eNB shall interpret that the corresponding configuration data is not changed and shall continue to operate the S1 with the existing related configuration data.
If the served PLMNs is/are to be updated, the eNB shall overwrite the whole list of PLMNs.
If the MME CONFIGURATION UPDATE message contains the MME Name IE, the eNB may use this IE as a human readable name of the MME.
The updated configuration data shall be stored in the respective node and used for the duration of the TNL association or until any further update is performed from the MME.
The MME may initiate a further MME Configuration Update procedure only after a previous MME Configuration Update procedure has been completed.
If the MME CONFIGURATION UPDATE message contains the ServedDCNs IE then the eNB shall if supported, use it as defined in TS 23.401 [48].

[bookmark: _Toc462740472]8.7.5.3	Unsuccessful Operation


Figure 8.7.5.3-1: MME Configuration Update: Unsuccessful Operation.
If the eNB cannot accept the update, it shall respond with an MME CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the MME CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE the MME shall wait at least for the indicated time before reinitiating the MME Configuration Update procedure towards the same eNB. Both nodes shall continue to operate the S1 with the existing configuration data.
[bookmark: _Toc462740473]8.7.5.4	Abnormal Conditions
If the MME neither receives an MME CONFIGURATION UPDATE ACKOWLEDGE nor an MME CONFIGURATION UPDATE FAILURE message, the MME may reinitiate MME Configuration Update procedure towards the same eNB provided that the content of the new MME CONFIGURATION UPDATE message is identical to the content of the previously unacknowledged MME CONFIGURATION UPDATE message.


------------------------------------------
Skip to next change
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[bookmark: _Toc455090616]9.1.7	NAS Transport Messages
[bookmark: _Toc455090617]9.1.7.1	INITIAL UE MESSAGE
This message is sent by the eNB to transfer the initial layer 3 message to the MME over the S1 interface.
Direction: eNB  MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	NAS-PDU
	M
	
	9.2.3.5
	
	YES
	reject

	TAI
	M
	
	9.2.3.16
	Indicating the Tracking Area from which the UE has sent the NAS message.
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	Indicating the E-UTRAN CGI from which the UE has sent the NAS message.
	YES
	ignore

	RRC Establishment Cause
	M
	
	9.2.1.3a
	
	YES
	ignore

	S-TMSI
	O
	
	9.2.3.6
	
	YES
	reject

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	GUMMEI
	O
	
	9.2.3.9
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.74
	
	YES
	reject

	GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating GW Transport Layer Address if the GW is collocated with eNB.
	YES
	ignore

	Relay Node Indicator
	O
	
	9.2.1.79
	Indicating a relay node.
	YES
	reject

	GUMMEI Type
	O
	
	ENUMERATED (native, mapped, …)
	
	YES
	ignore

	Tunnel Information for BBF
	O
	
	Tunnel Information 9.2.2.3
	Indicating HeNB’s Local IP Address assigned by the broadband access provider, UDP port Number.
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	Transport Layer Address 9.2.2.1
	Indicating SIPTO L-GW Transport Layer Address if the SIPTO L-GW is collocated with eNB.
	YES
	ignore

	LHN ID
	O
	
	9.2.1.92
	
	YES
	ignore

	MME Group ID
	O
	
	9.2.3.44
	
	YES
	ignore

	UE Usage Type
	O
	
	INTEGER (0..255)
	
	YES
	ignore

	DCN ID
	O
	
	OCTET STRING (SIZE(2))
	
	YES
	ignore




------------------------------------------
Skip to next change
------------------------------------------

[bookmark: _Toc455090621]9.1.7.5	REROUTE NAS REQUEST
This message is sent by the MME in order to request for a rerouting of the INITIAL UE MESSAGE to a DCN.
Direction: MME  eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	MME UE S1AP ID
	O
	
	9.2.3.3
	
	YES
	ignore

	S1 Message
	M
	
	OCTET STRING
	Contains the INITIAL UE MESSAGE
	YES
	reject

	MME Group ID
	M
	
	9.2.3.44
	
	YES
	reject

	Additional GUTI
	O
	
	9.2.3.45
	
	YES
	ignore

	UE Usage Type
	O
	
	INTEGER (0..255)
	
	YES
	ignore

	DCN ID
	O
	
	OCTET STRING (SIZE(2))
	
	YES
	ignore




------------------------------------------
Skip to next change
------------------------------------------
[bookmark: _Toc455090627]9.1.8.5	S1 SETUP RESPONSE
This message is sent by the MME to transfer information for a TNL association.
Direction: MME  eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME Name
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Served GUMMEIs
	
	1..<maxnoofRATs>
	
	The LTE related pool configuration is included on the first place in the list.
	GLOBAL
	reject

	>Served PLMNs
	
	1..<maxnoofPLMNsPerMME>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	>Served GroupIDs
	
	1..<maxnoofGroupIDs>
	
	
	-
	

	>>MME Group ID
	M
	
	OCTET STRING (SIZE(2))
	
	-
	

	>Served MMECs
	
	1..<maxnoofMMECs>
	
	
	-
	

	>>MME Code
	M
	
	9.2.3.12
	
	-
	

	Relative MME Capacity
	M
	
	9.2.3.17
	
	YES
	ignore

	MME Relay Support Indicator
	O
	
	9.2.1.82
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.21
	
	YES
	ignore

	UE Retention Information
	O
	
	9.2.1.112
	
	YES
	ignore

	Served DCNs
	
	0..<maxnoofDCNs>
	
	
	GLOBAL
	ignore

	>DCN ID
	
	
	OCTET STRING (SIZE(2))
	
	-
	

	>Relative DCN Capacity
	
	
	Relative MME Capacity 9.2.3.17
	Relatvie capacity per DCN in one MME
	-
	



	Range bound
	Explanation

	maxnoofPLMNsPerMME
	Maximum no. of PLMNs per MME. Value is 32.

	maxnoofRATs
	Maximum no. of RATs. Value is 8.

	maxnoofGroupIDs
	Maximum no. of GroupIDs per node per RAT. Value is 65535.

	maxnoofMMECs
	Maximum no. of MMECs per node per RAT. Value is 256.

	maxnoofDCNs
	Maximum no. of DCNs servered by one MME. Value is 32. (FFS)




------------------------------------------
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[bookmark: _Toc462740631]9.1.8.10	MME CONFIGURATION UPDATE 
This message is sent by the MME to transfer updated information for a TNL association.
Direction: MME  eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME Name
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	Served GUMMEIs
	
	0..<maxnoofRATs>
	
	The LTE related pool configuration is included on the first place in the list.
	GLOBAL
	reject

	>Served PLMNs
	
	1..<maxnoofPLMNsPerMME>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.2.3.8
	
	-
	

	>Served GroupIDs
	
	1..<maxnoofGroupIDs>
	
	
	-
	

	>>MME GroupID
	M
	
	OCTET STRING (SIZE(2))
	
	-
	

	>Served MMECs
	
	1..<maxnoofMMECs>
	
	
	-
	

	>>MME Code
	M
	
	9.2.3.12
	
	-
	

	Relative MME Capacity
	O
	
	9.2.3.17
	
	YES
	Reject

	Served DCNs
	
	0..<maxnoofDCNs>
	
	
	GLOBAL
	ignore

	>DCN ID
	
	
	OCTET STRING (SIZE(2))
	
	-
	

	>Relative DCN Capacity
	
	
	Relative MME Capacity 9.2.3.17
	Relatvie capacity per DCN in one MME
	-
	



	Range bound
	Explanation

	maxnoofPLMNsPerMME
	Maximum no. of PLMNs per MME. Value is 32.

	maxnoofRATs
	Maximum no. of RATs. Value is 8.

	maxnoofGroupIDs
	Maximum no. of GroupIDs per node per RAT. Value is 65535.

	maxnoofMMECs
	Maximum no. of MMECs per node per RAT. Value is 256.

	maxnoofDCNs
	Maximum no. of DCNs servered by one MME. Value is 32. (FFS)




	

[bookmark: _Toc455090842]9.3.3	PDU Definitions
-- **************************************************************
--
-- PDU definitions for S1AP.
--
-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	
	UEAggregateMaximumBitrate,
	BearerType,
	Cause,
	CellAccessMode,


------------------------------------------
Skip to next change
------------------------------------------

	MME-Group-ID,
	Additional-GUTI,
	PWSfailedECGIList,
	CellIdentifierAndCELevelForCECapableUEs,
	AssistanceDataForPaging,
	InformationOnRecommendedCellsAndENBsForPaging,
	UE-Usage-Type,
	UEUserPlaneCIoTSupportIndicator,
	NB-IoT-DefaultPagingDRX,
	NB-IoT-Paging-eDRXInformation,
	DCN-ID,
	ServedDCNs



FROM S1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-SingleContainer{},
	S1AP-PRIVATE-IES,
	S1AP-PROTOCOL-EXTENSION,
	S1AP-PROTOCOL-IES,
	S1AP-PROTOCOL-IES-PAIR

------------------------------------------
Skip to next change
------------------------------------------

	id-PWSfailedECGIList,
	id-PWSFailureIndication,
	id-UE-Usage-Type,
	id-UEUserPlaneCIoTSupportIndicator,
	id-NB-IoT-DefaultPagingDRX,
	id-NB-IoT-Paging-eDRXInformation,
	id-DCN-ID,
	id-ServedDCNs




FROM S1AP-Constants;


------------------------------------------
Skip to next change
------------------------------------------

-- **************************************************************
--
-- INITIAL UE MESSAGE
--
-- **************************************************************

InitialUEMessage ::= SEQUENCE {
	protocolIEs                     ProtocolIE-Container       {{InitialUEMessage-IEs}},
	...
}

InitialUEMessage-IEs S1AP-PROTOCOL-IES ::= {
	{ ID id-eNB-UE-S1AP-ID				CRITICALITY reject	TYPE ENB-UE-S1AP-ID					PRESENCE mandatory}|
	{ ID id-NAS-PDU						CRITICALITY reject	TYPE NAS-PDU						PRESENCE mandatory}|
	{ ID id-TAI							CRITICALITY reject	TYPE TAI							PRESENCE mandatory}|
	{ ID id-EUTRAN-CGI					CRITICALITY ignore	TYPE EUTRAN-CGI						PRESENCE mandatory}|
	{ ID id-RRC-Establishment-Cause		CRITICALITY ignore	TYPE RRC-Establishment-Cause		PRESENCE mandatory}|
	{ ID id-S-TMSI						CRITICALITY reject	TYPE S-TMSI							PRESENCE optional}|
	{ ID id-CSG-Id						CRITICALITY reject	TYPE CSG-Id							PRESENCE optional}|
	{ ID id-GUMMEI-ID					CRITICALITY reject	TYPE GUMMEI							PRESENCE optional}|
	{ ID id-CellAccessMode				CRITICALITY reject	TYPE CellAccessMode					PRESENCE optional}|
	{ ID id-GW-TransportLayerAddress	CRITICALITY ignore	TYPE TransportLayerAddress			PRESENCE optional}|
	{ ID id-RelayNode-Indicator			CRITICALITY reject	TYPE RelayNode-Indicator			PRESENCE optional}|
	{ ID id-GUMMEIType					CRITICALITY ignore	TYPE GUMMEIType						PRESENCE optional}|
-- Extension for Release 11 to support BBAI -- 
	{ ID id-Tunnel-Information-for-BBF	CRITICALITY ignore	TYPE TunnelInformation				PRESENCE optional}|
	{ ID id-SIPTO-L-GW-TransportLayerAddress	CRITICALITY ignore	TYPE TransportLayerAddress	PRESENCE optional}|
	{ ID id-LHN-ID						CRITICALITY ignore	TYPE LHN-ID							PRESENCE optional}|
	{ ID id-MME-Group-ID				CRITICALITY ignore	TYPE MME-Group-ID					PRESENCE optional}|
	{ ID id-UE-Usage-Type				CRITICALITY ignore	TYPE UE-Usage-Type					PRESENCE optional}|,
	{ ID id-DCN-ID						CRITICALITY ignore	TYPE DCN-ID							PRESENCE optional},

	...
}
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-- **************************************************************
--
-- REROUTE NAS REQUEST
--
-- **************************************************************

RerouteNASRequest ::= SEQUENCE {
	protocolIEs                     ProtocolIE-Container       {{RerouteNASRequest-IEs}},
	...
}

RerouteNASRequest-IEs S1AP-PROTOCOL-IES ::= {
	{ ID id-eNB-UE-S1AP-ID			CRITICALITY reject	TYPE ENB-UE-S1AP-ID			PRESENCE mandatory}|
	{ ID id-MME-UE-S1AP-ID			CRITICALITY ignore	TYPE MME-UE-S1AP-ID			PRESENCE optional}|
	{ ID id-S1-Message				CRITICALITY reject	TYPE OCTET STRING			PRESENCE mandatory}|
	{ ID id-MME-Group-ID			CRITICALITY reject	TYPE MME-Group-ID			PRESENCE mandatory}|
	{ ID id-Additional-GUTI			CRITICALITY ignore	TYPE Additional-GUTI		PRESENCE optional}|
	{ ID id-UE-Usage-Type			CRITICALITY ignore	TYPE UE-Usage-Type			PRESENCE optional}|,
	{ ID id-DCN-ID					CRITICALITY ignore	TYPE DCN-ID					PRESENCE optional},
	...
}
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-- **************************************************************
--
-- S1 Setup Response
--
-- **************************************************************

S1SetupResponse ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {S1SetupResponseIEs} },
	...
}


S1SetupResponseIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-MMEname						CRITICALITY ignore	TYPE MMEname					PRESENCE optional}|
	{ ID id-ServedGUMMEIs				CRITICALITY reject	TYPE ServedGUMMEIs				PRESENCE mandatory}|
	{ ID id-RelativeMMECapacity			CRITICALITY ignore	TYPE RelativeMMECapacity		PRESENCE mandatory}|
	{ ID id-MMERelaySupportIndicator	CRITICALITY ignore	TYPE MMERelaySupportIndicator	PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional}|
	{ ID id-UE-RetentionInformation		CRITICALITY ignore	TYPE UE-RetentionInformation	PRESENCE optional}|,
	{ ID id-ServedDCNs					CRITICALITY ignore	TYPE ServedDCNs					PRESENCE optional},
	...
}
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-- **************************************************************
--
-- MME Configuration Update 
--
-- **************************************************************

MMEConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { {MMEConfigurationUpdateIEs} },
	...
}

MMEConfigurationUpdateIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-MMEname					CRITICALITY ignore	TYPE MMEname				PRESENCE optional	}|
	{ ID id-ServedGUMMEIs			CRITICALITY reject	TYPE ServedGUMMEIs			PRESENCE optional	}|
	{ ID id-RelativeMMECapacity		CRITICALITY reject	TYPE RelativeMMECapacity	PRESENCE optional	}|,
	{ ID id-ServedDCNs				CRITICALITY ignore	TYPE ServedDCNs				PRESENCE optional},
	...
}
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[bookmark: _Toc455090843]9.3.4	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
------------------------------------------
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------------------------------------------

	maxnoofCSGs,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofPLMNsPerMME,
	maxnoofTACs,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofForbLACs,
	maxnoofForbTACs,
	maxnoofCells,
	maxnoofCellID,
	maxnoofDCNs,
	maxnoofEmergencyAreaID,
	maxnoofTAIforWarning,
	maxnoofCellinTAI,
	maxnoofCellinEAI,
	maxnoofeNBX2TLAs,
	maxnoofeNBX2ExtTLAs,
	maxnoofeNBX2GTPTLAs,
	maxnoofRATs,
	maxnoofGroupIDs,
	maxnoofMMECs,
	maxnoofTAforMDT,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofCellsforRestart,
	maxnoofRestartTAIs,
	maxnoofRestartEmergencyAreaIDs,
	maxnoofMBSFNAreaMDT,
	maxEARFCN,
	maxnoofCellsineNB,
	maxnoofRecommendedCells,
	maxnoofRecommendedENBs
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-- D

DataCodingScheme ::= BIT STRING (SIZE (8))

DCN-ID ::= OCTET STRING (SIZE(2))

ServedDCNs ::= SEQUENCE (SIZE(0..maxnoofDCNs)) OF ServedDCNsItem

ServedDCNsItem ::= SEQUENCE {
	dCN-ID						DCN-ID,
	relativeDCNCapacity			RelativeMMECapacity,
	iE-Extensions			ProtocolExtensionContainer { {ServedDCNsItem-ExtIEs} }	OPTIONAL,
	...
}

ServedDCNsItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}



DL-Forwarding ::= ENUMERATED {
	dL-Forwarding-proposed,
	...
}

Direct-Forwarding-Path-Availability ::= ENUMERATED {
	directPathAvailable,
	...
}

Data-Forwarding-Not-Possible ::= ENUMERATED {
	data-Forwarding-not-Possible,
	...
}

-- E
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[bookmark: _Toc455090845]9.3.6	Constant Definitions
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

S1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
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-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxnoofCSGs								INTEGER ::= 256
maxnoofE-RABs							INTEGER ::= 256
maxnoofTAIs								INTEGER ::= 256
maxnoofTACs								INTEGER ::= 256
maxnoofErrors							INTEGER ::= 256
maxnoofBPLMNs							INTEGER ::= 6
maxnoofPLMNsPerMME						INTEGER ::= 32
maxnoofEPLMNs							INTEGER ::= 15
maxnoofEPLMNsPlusOne					INTEGER ::= 16
maxnoofForbLACs							INTEGER ::= 4096
maxnoofForbTACs							INTEGER ::= 4096
maxnoofIndividualS1ConnectionsToReset	INTEGER ::= 256
maxnoofCells							INTEGER ::= 16
maxnoofCellsineNB						INTEGER ::= 256
maxnoofTAIforWarning					INTEGER ::= 65535 
maxnoofCellID							INTEGER ::= 65535 
maxnoofDCNs								INTEGER ::= 32 
maxnoofEmergencyAreaID					INTEGER ::= 65535 
maxnoofCellinTAI						INTEGER ::= 65535 
maxnoofCellinEAI						INTEGER ::= 65535 
maxnoofeNBX2TLAs						INTEGER ::= 2
maxnoofeNBX2ExtTLAs						INTEGER ::= 16
maxnoofeNBX2GTPTLAs						INTEGER ::= 16
maxnoofRATs								INTEGER ::= 8
maxnoofGroupIDs							INTEGER ::= 65535
maxnoofMMECs							INTEGER ::= 256
maxnoofCellIDforMDT						INTEGER ::= 32
maxnoofTAforMDT							INTEGER ::= 8
maxnoofMDTPLMNs							INTEGER ::= 16
maxnoofCellsforRestart					INTEGER ::= 256
maxnoofRestartTAIs						INTEGER ::= 2048
maxnoofRestartEmergencyAreaIDs			INTEGER ::= 256
maxEARFCN								INTEGER ::= 262143
maxnoofMBSFNAreaMDT						INTEGER ::= 8
maxnoofRecommendedCells					INTEGER ::= 16
maxnoofRecommendedENBs					INTEGER ::= 16

-- **************************************************************
--
-- IEs
--
-- **************************************************************
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id-UE-RetentionInformation							ProtocolIE-ID ::= 228
id-UE-Usage-Type									ProtocolIE-ID ::= 230
id-extended-UEIdentityIndexValue					ProtocolIE-ID ::= 231
id-RAT-Type											ProtocolIE-ID ::= 232
id-BearerType										ProtocolIE-ID ::= 233
id-NB-IoT-DefaultPagingDRX							ProtocolIE-ID ::= 234
id-E-RABFailedToResumeListResumeReq					ProtocolIE-ID ::= 235
id-E-RABFailedToResumeItemResumeReq					ProtocolIE-ID ::= 236
id-E-RABFailedToResumeListResumeRes					ProtocolIE-ID ::= 237
id-E-RABFailedToResumeItemResumeRes					ProtocolIE-ID ::= 238
id-NB-IoT-Paging-eDRXInformation					ProtocolIE-ID ::= 239
id-UEUserPlaneCIoTSupportIndicator 					ProtocolIE-ID ::= 241
id-CE-mode-B-SupportIndicator 						ProtocolIE-ID ::= 242
id-SRVCCOperationNotPossible						ProtocolIE-ID ::= 243
id-NB-IoT-UEIdentityIndexValue 						ProtocolIE-ID ::= 244
id-DCN-ID											ProtocolIE-ID ::= XXX
id-ServedDCNs					 					ProtocolIE-ID ::= XXX+1

END
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