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Decision
Introduction

This document summarizes the progress of “LTE-based V2X Services (RAN1-led) WI” achieved in RAN3 #93bis.
Discussion status in RAN3#93bis
SC-PTM and MBSFN architecture:
· TP for Stage 2 to capture reference to SA2 on localized MBMS architecture was agreed as baseline in R3-162509
Authorization for Pedestrian UEs:

· Baseline CRs to support authorization for pedestrian UEs were agreed in R3-162510 (TS 36.413) and R3-162511 (TS 36.423), respectively.
UE PC5 AMBR for V2X:

· Baseline CRs to support UE PC5 AMBR for V2X were agreed in R3-162571 (for TS 36.413) and R3-162572 (TS 36.423), respectively
Potential issues for more discussions in the future meetings:
· Receiving Reply LS from RAN2 on support of small and variable MBMS areas in V2X
· Shorter modification/repetition period(s) of MCCH and SC-MCCH, and shorter MCH scheduling period(s)
· Pending to RAN2 status
· UE-PC5-AMBR:

· Further check on the text in BL CRs if necessary
· Multiple Operator support in V2X
· Pending to RAN2 status
· Path selection between PC5 and Uu

· Pending to RAN2 status
Discussion status in RAN3#93

Working Assumption on support of small and variable MBMS areas in V2X:

· Working Assumption: Opt2 use single TMGI in non-overlapped MBMS Service Areas or Opt4 Multiple TMGI because there is no standard impact from RAN3 point of view
· LS is sent to RAN2 to check the potential impacts to UE 

Working Assumption on the authorization for Pedestrian UEs:

· Working Assumption: P-UE authorization principle
· Rapporteur to provide CRs next meeting (the name of the IE should be checked through offline)
Potential issues for more discussions in the future meetings:
· UE-PC5-AMBR:

· Pending to RAN2 LS for the feature implementation or not 
· Multiple Operator support in V2X 

· Stage 2 on MBMS localized architecture

· Shorter modification/repetition period(s) of MCCH and SC-MCCH, and shorter MCH scheduling period(s)
· Pending to RAN2 LS
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