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1. Introduction
This contribution makes an update on the scenarios for mobility to fit for the new structure. 
2. Discussion
The following scenarios are added/ updated.

1) Add another inter-gNB handover scenario
Currently, for inter-gNB handover scenario, it is assumed that there is always Xn interface between two gNBs. However, it is possible that there is no direct interface between two gNBs. We add a figure for this scenario..
2) Update the inter-RAT handover scenarios
For the scenario inter-rat handover based on CN interface, it belong to handover with CN type change. So we move this scenario to corresponding session.  
3. Conclusion
Based on the discussion in section 2 the followings are proposed:
Proposal 1: It’s proposed to update the TR38.801 as Annex A 
Annex A:
10.2
New RAN operation
10.2.1
Mobility (without CN type change)
10.2.1.1
Intra-RAT mobility scenarios
There are two inter gNB handover scenarios as shown in Figure 10.2.1.1-1. 
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Figure 10.2.1.1-1: Inter gNB mobility scenario
Editor’s note: Intra gNB mobility scenario is subject to discussion with more progress from RAN2 and RAN3 on functional split and RAN architecture.
10.2.1.2
Inter-RAT handover with E-UTRA
There are two inter-RAT handover with E-UTRA scenarios as shown in Figure 10.2.1.2-1. 
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Figure 10.2.1.2-1: Inter-RAT handover with E-UTRA scenarios

NOTE:
Scenario 1 inter-RAT handover with NGC relocation is pending on SA2.

10.2.1.3
Cell Reselection, Release and Redirection (FFS)
This function provides for support of cell reselection, release and redirection between the radio accesses supported within the New RAN and between the radio accesses supported within the New RAN and an LTE eNB.

This function is under RAN2’s responsibility and pending progress in RAN2.
10.2.2
Mobility (with CN type change)
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Figure 10.2.2-1: Inter-RAT handover with E-UTRA scenarios
NOTE :
The interface between EPC and NGC is pending to SA2.
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