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8.11
MBMS Service Counting 
8.11.1
General

The purpose of the MBMS Service Counting procedure is to request the eNB to report the number of connected mode UEs that either are receiving the MBMS service(s) or are interested in the reception of the MBMS service(s).

The procedure uses non MBMS-Service-associated signalling.

8.11.2
Successful Operation
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Figure 8.11.2-1. MBMS Service Counting procedure. Successful operation.
The MCE initiates the procedure by sending the MBMS SERVICE COUNTING REQUEST message to the eNB.
After receiving the MBMS SERVICE COUNTING REQUEST message successfully, the eNB shall respond the MCE with the MBMS SERVICE COUNTING RESPONSE message, apply the MCCH update from the modification period defined in the MCCH Update Time IE, and perform counting as specified in TS 36.300 [3].
If the MBMS SERVICE COUNTING REQUEST message contains the Request Type IE set to “Non-overlapped”, the eNB shall, if supported, consider that counting may be performed in all cells as described in TS 36.300 [3], including cells where the MCCH update for counting is not applied.
>>>>>>>>>>    NEXT CHANGE   <<<<<<<<<

9.1.24
MBMS SERVICE COUNTING REQUEST

This message is sent by the MCE to request the eNB to report the number of connected mode UEs that are receiving or interested in the MBMS service(s).

Direction: MCE ( eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MCCH Update Time
	M
	
	9.2.1.19
	
	YES
	reject

	MBSFN Area ID
	M
	
	9.2.1.14
	
	YES
	reject

	MBMS Counting Request Session 
	M
	
	
	
	YES
	reject

	>MBMS Counting Request Session Item
	
	1 to <maxnoofcountingservice>
	
	
	EACH
	reject

	>>TMGI
	M
	
	9.2.3.3
	
	-
	-

	Counting Request Type
	O
	
	
	ENUMERATED (Non-overlapped, ...)
	YES
	reject


	Range bound
	Explanation

	maxnoofcountingservice
	Maximum no. of the services that are counted by RAN. The value for maxnoofcountingservice is 16.


>>>>>>>>>>    NEXT CHANGE   <<<<<<<<<

9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for M2AP.

--

-- **************************************************************

M2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) m2ap (4) version1 (1) m2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,

ENB-MBMS-Configuration-data-Item,


ENB-MBMS-Configuration-data-ConfigUpdate-Item,

ENB-MBMS-M2AP-ID,


ENBname,


GlobalENB-ID,


GlobalMCE-ID,


MBSFN-Area-ID,

MBMS-Service-Area,

MBMS-Session-ID,

MBMSsessionListPerPMCH-Item, 


MBMS-Service-associatedLogicalM2-ConnectionItem,

MBSFN-Subframe-Configuration,


MCCH-Update-Time,

MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,

MCE-MBMS-M2AP-ID,


MCEname,


PMCH-Configuration,


Common-Subframe-Allocation-Period,


TimeToWait,

TMGI,


TNL-Information,


SFN,


MBMSsessionsToBeSuspendedListPerPMCH-Item,


SC-PTM-Information,


Counting-Request-Type
FROM M2AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Single-Container{},


M2AP-PRIVATE-IES,


M2AP-PROTOCOL-EXTENSION,


M2AP-PROTOCOL-IES,


M2AP-PROTOCOL-IES-PAIR

FROM M2AP-Containers


id-MCE-MBMS-M2AP-ID,


id-ENB-MBMS-M2AP-ID,


id-TMGI,


id-MBMS-Session-ID,


id-MBMS-Service-Area,


id-TNL-Information,


id-Alternative-TNL-Information,


id-CriticalityDiagnostics,


id-Cause,


id-MBSFN-Area-Configuration-List,


id-MBSFN-Subframe-Configuration-Item,


id-MBSFN-Subframe-Configuration-List,


id-MCCH-Update-Time,

id-PMCH-Configuration-List,


id-PMCH-Configuration-Item,


id-Common-Subframe-Allocation-Period,


id-GlobalENB-ID,


id-ENBname,


id-ENB-MBMS-Configuration-data-List,


id-ENB-MBMS-Configuration-data-Item,


id-GlobalMCE-ID,


id-MCEname,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea,


id-MCCHrelatedBCCH-ConfigPerMBSFNArea-Item,


id-TimeToWait,


id-ENB-MBMS-Configuration-data-List-ConfigUpdate,


id-ENB-MBMS-Configuration-data-ConfigUpdate-Item,


id-MBSFN-Area-ID,

id-ResetType,


id-MBMS-Service-associatedLogicalM2-ConnectionItem,


id-MBMS-Service-associatedLogicalM2-ConnectionListResAck,

id-MBMS-Counting-Request-Session,


id-MBMS-Counting-Request-Session-Item,


id-MBMS-Counting-Result-List,


id-MBMS-Counting-Result-Item,


id-MBMS-Suspension-Notification-List,


id-MBMS-Suspension-Notification-Item,


id-PMCH-Overload-Status,


id-Overload-Status-Per-PMCH-List,


id-Active-MBMS-Session-List,


id-SC-PTM-Information,

id- Counting-Request-Type,

maxnoofMBSFN-Allocations,


maxnoofMBSFNareas,


maxnoofPMCHsperMBSFNarea,


maxnoofCells,


maxnoofMBMSServiceAreasPerCell,


maxnoofSessionsPerPMCH,


maxnooferrors,


maxNrOfIndividualM2ConnectionsToReset,


maxnoofCountingService

FROM M2AP-Constants;
>>>>>>>>>>>  skip text in same section  <<<<<<<<<<

-- **************************************************************

--

-- MBMS SERVICE COUNTING REQUEST

--

-- **************************************************************

MbmsServiceCountingRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{MbmsServiceCountingRequest-IEs}},


...

}

MbmsServiceCountingRequest-IEs M2AP-PROTOCOL-IES ::= {


{ ID id-MCCH-Update-Time





CRITICALITY reject
TYPE MCCH-Update-Time



PRESENCE mandatory }|


{ ID id-MBSFN-Area-ID






CRITICALITY reject
TYPE MBSFN-Area-ID




PRESENCE mandatory }|


{ ID id-MBMS-Counting-Request-Session


CRITICALITY reject
TYPE MBMS-Counting-Request-Session
PRESENCE mandatory }|

{ ID id-Counting-Request-Type




CRITICALITY reject
TYPE Counting-Request-Type

PRESENCE
optional },


...

}

MBMS-Counting-Request-Session ::= SEQUENCE (SIZE(1.. maxnoofCountingService)) OF ProtocolIE-Container { { MBMS-Counting-Request-Session-Item } }

MBMS-Counting-Request-Session-Item M2AP-PROTOCOL-IES ::= { 


{ ID id-MBMS-Counting-Request-Session-Item
CRITICALITY reject
TYPE MBMS-Counting-Request-SessionIE

PRESENCE mandatory },


...

}

MBMS-Counting-Request-SessionIE ::= SEQUENCE{


tmgi




TMGI,


iE-Extensions


ProtocolExtensionContainer { { MBMS-Counting-Request-SessionIE-ExtIEs} } OPTIONAL,


...

}

MBMS-Counting-Request-SessionIE-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

>>>>>>>>>>    NEXT CHANGE   <<<<<<<<<

9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

>>>>>>>>>>>  skip text in same section  <<<<<<<<<<

Cell-Information-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}
Cell-Information-List ::= SEQUENCE (SIZE(1..maxnoofCells)) OF Cell-Information
Counting-Request-Type ::= ENUMERATED {


non-overlapped,


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }
OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxnooferrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError



TypeOfError,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...

}

CriticalityDiagnostics-IE-List-ExtIEs M2AP-PROTOCOL-EXTENSION ::= {


...

}

>>>>>>>>>>    NEXT CHANGE   <<<<<<<<<

9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

>>>>>>>>>>>  skip text in same section  <<<<<<<<<<

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MCE-MBMS-M2AP-ID














ProtocolIE-ID ::= 0

id-ENB-MBMS-M2AP-ID














ProtocolIE-ID ::= 1

id-TMGI

















ProtocolIE-ID ::= 2

id-MBMS-Session-ID














ProtocolIE-ID ::= 3

id-MBMS-Service-Area













ProtocolIE-ID ::= 6

id-TNL-Information














ProtocolIE-ID ::= 7

id-CriticalityDiagnostics












ProtocolIE-ID ::= 8

id-Cause
















ProtocolIE-ID ::= 9

id-MBSFN-Area-Configuration-List










ProtocolIE-ID ::= 10

id-PMCH-Configuration-List












ProtocolIE-ID ::= 11

id-PMCH-Configuration-Item












ProtocolIE-ID ::= 12

id-GlobalENB-ID















ProtocolIE-ID ::= 13

id-ENBname
















ProtocolIE-ID ::= 14

id-ENB-MBMS-Configuration-data-List










ProtocolIE-ID ::= 15

id-ENB-MBMS-Configuration-data-Item










ProtocolIE-ID ::= 16
id-GlobalMCE-ID















ProtocolIE-ID ::= 17

id-MCEname
















ProtocolIE-ID ::= 18

id-MCCHrelatedBCCH-ConfigPerMBSFNArea









ProtocolIE-ID ::= 19

id-MCCHrelatedBCCH-ConfigPerMBSFNArea-Item








ProtocolIE-ID ::= 20
id-TimeToWait















ProtocolIE-ID ::= 21
id-MBSFN-Subframe-Configuration-List









ProtocolIE-ID ::= 22

id-MBSFN-Subframe-Configuration-Item









ProtocolIE-ID ::= 23

id-Common-Subframe-Allocation-Period









ProtocolIE-ID ::= 24

id-MCCH-Update-Time














ProtocolIE-ID ::= 25

id-ENB-MBMS-Configuration-data-List-ConfigUpdate






ProtocolIE-ID ::= 26

id-ENB-MBMS-Configuration-data-ConfigUpdate-Item






ProtocolIE-ID ::= 27

id-MBMS-Service-associatedLogicalM2-ConnectionItem






ProtocolIE-ID ::= 28

id-MBSFN-Area-ID














ProtocolIE-ID ::= 29

id-ResetType















ProtocolIE-ID ::= 30

id-MBMS-Service-associatedLogicalM2-ConnectionListResAck




ProtocolIE-ID ::= 31
id-MBMS-Counting-Request-Session










ProtocolIE-ID ::= 32

id-MBMS-Counting-Request-Session-Item









ProtocolIE-ID ::= 33

id-MBMS-Counting-Result-List











ProtocolIE-ID ::= 34

id-MBMS-Counting-Result-Item











ProtocolIE-ID ::= 35

id-Modulation-Coding-Scheme2











ProtocolIE-ID ::= 36

id-MCH-Scheduling-PeriodExtended










ProtocolIE-ID ::= 37

id-Alternative-TNL-Information











ProtocolIE-ID ::= 38

id-Overload-Status-Per-PMCH-List










ProtocolIE-ID ::= 39

id-PMCH-Overload-Status













ProtocolIE-ID ::= 41

id-Active-MBMS-Session-List












ProtocolIE-ID ::= 42

id-MBMS-Suspension-Notification-List 









ProtocolIE-ID ::= 43

id-MBMS-Suspension-Notification-Item









ProtocolIE-ID ::= 44

id-SC-PTM-Information













ProtocolIE-ID ::= 45
id-Counting-Request-Type












ProtocolIE-ID ::= xx
END
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