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<<<<<<<<<<<<<<<<<<<< Begin of  Changes >>>>>>>>>>>>>>>>>>>>

7.2.7
NG User Plane
The NG user plane (NG-U) interface is defined between the gNB/eLTE eNB and the UPGW. The NG-U interface provides non guaranteed delivery of user plane PDUs between the gNB/eLTE eNB and the UPGW.

The NG-U interface shall at least support per PDU Session tunneling.

NOTE 1:
Support of other type tunneling e.g. per node tunneling is FFS.
Figure 7.2.7-1 depicts the NG-U protocol stack. The transport network layer is built on GTP-U/UDP IP. GTP-U (TS29.281) is a protocol already used over S1, X2, S5/8 interfaces in EPS.
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Figure 7.2.7: NG interface User Plane

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

7.3.1.4
Xn User Plane
The Xn User Plane (Xn-U) interface provides non guaranteed delivery of user plane PDUs between a gNB/eLTE eNB and another gNB/eLTE eNB.
Figure 7.3.1.4-1 depicts the Xn-U protocol stack. The transport network layer is built on GTP-U/UDP IP. GTP-U (TS29.281) is a protocol already used over S1, X2, S5/8 interfaces in EPS.
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Figure 7.3.1.4-1: Xn interface User Plane
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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