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1 Introduction
Based on the discussion in the R3-170379, this contribution provides the text proposal for function split between CU and DU.
---------------------------------------------------Start of Change------------------------------------------------------------

11.1.3.8
CU-DU specification aspects
Architectural aspects
The architecture of gNB with CU and DUs is shown in Figure 11.1.3.8-1. Fs-C and Fs-U provide C-plane and U-plane over Fs interface, respectively.

In this architecture, CU and DU can be defined as follows.
Central Unit (CU): a logical node that includes the gNB functions as listed in section 6.2 excepting those functions allocated exclusively to the DU. CU controls the operation of DUs.
Distributed Unit (DU): a logical node that includes, depending on the functional split option, a subset of the gNB functions. The operation of DU is controlled by the CU.
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Figure 11.1.3.8-1: gNB architecture with CU and DUs
11.1.3.8.1 RAN function split between CU and DU for high layer split
   For the case that gNBs are further divided into CU and DU,RAN function split between CU and DU are listed in table 11.1.3.8-1. 
	Function
	  CU
	  DU
	      Comments

	Transfer of user data
	· 
	· 
	

	Radio channel ciphering and deciphering
	· 
	
	

	Integrity protection
	· 
	
	

	Header compression
	· 
	
	

	Mobility control functions
	· 
	· 
	

	Inter-cell interference coordination
	· 
	· 
	

	Connection setup and release
	· 
	· 
	

	Load balancing
	· 
	· 
	

	Distribution function for NAS messages
	· 
	· 
	

	NAS node selection function
	· 
	
	

	Synchronization
	
	
	The function split will be discussed in Normative work

	Radio access network sharing
	· 
	
	

	Paging
	· 
	· 
	

	Positioning
	· 
	· 
	

	Network Slice support
	· 
	· 
	

	Tight Interworking with E-UTRA
	· 
	
	

	Session Management
	· 
	· 
	

	Contacting UEs in inactive mode
	· 
	· 
	


                    Figure 11.1.3.8-1: Function split between CU and DU
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