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1. Overall Description:

For the inter-eNB scenarios, e.g. in the edge of the different eNBs, or in the cross coverage area of several eNBs, V2X UEs should be able to receive the V2X messages sent by the V2X UEs (within 300 meters) in the adjacent eNBs on the PC5 interface. That requires an eNB to know the configuration of Tx pools used by the adjacent eNBs (e.g. the sub channel configuration used for sidelink transmission) and take them into account to generate appropriate Rx pools for its V2X UEs.

RAN3 has discussed the potential solutions, e.g. OAM based solution and signalling based solution, and decide to support signalling based solutions:

· If X2 is available, transfer V2X Configuration Information via X2, e.g. in X2 Setup procedure and eNB Configuration Update procedure.

· If X2 is not available, transfer V2X Configuration Information via S1, e.g. in eNB Configuration Transfer and MME Configuration Transfer procedures.

For V2X Configuration Information to be transferred from one eNB to another on X2 or S1:

· It should include at least V2X sub channel configuration for sidelink transmission been used in the eNB, but not limit to that.

· It should be encoded as a RRC Container, which needs to be defined by RAN2.
2. Actions:

RAN3 respectfully asks RAN2 to take above agreements into account, and work further to define a RRC message, e.g. named as V2X-ConfigInfo, to carry the V2X configuration from one eNB to another. 
3. Date of Next TSG RAN WG3 Meetings:
TSG RAN WG3 Meeting #95bis
April 3-7, 2017     

Spokane, US
TSG RAN WG3 Meeting #96
May 15-19, 2016

Hangzhou, CN

