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<<<<<<<<<<<<<<<<<<<< Start of the Changes >>>>>>>>>>>>>>>>>>>>
9.1
Key principles for QoS in RAN
The following design principles for handling PDU Sessions and QoS flows related context data and respective resources at the New RAN apply:

-
New RAN receives QoS related information through NG-C PDU Session control signalling.

-
A PDU Session context includes a per PDU session default QoS profile and may include per PDU session pre-authorised QoS profiles.


NOTE 2:
Any impact on RAN from reflective QoS is to be discussed in the normative phase.
-
During the lifetime of PDU Session context, the per PDU session QoS profile may be modified, added or deleted.

-
GBR QoS flow establishment requires explicit signalling on NG-C.
-
New RAN does not support packet filtering.

-
A QoS profile is either defined as a “A-type QoS profiles”, similar to QCI indication in EPS, which have standardized QoS characteristics, or along a “B-type QoS profiles”which has QoS characteristics dynamically signalled over NG-C.
NOTE:
The content of a QoS profile rules, A-type and B-type, needs to be determined in the normative phase.
-
QoS profiles established for a PDU Session can be represented as a linear, indexed list of implicit (standardised) or explicit (dynamic) QoS profile descriptors.
The following design principles for handling QoS aspects of the UE context at the New RAN apply:

-
A per UE UL and DL rate limit, provided to the serving New RAN node, shall be obeyed. 

The following design principles for handling QoS aspects on NG-U apply:

-
User plane marking for QoS is carried in encapsulation header on NG-U. 

-
Upon detection of a new non-GBR QoS flow on NG-U the New RAN node decides the mapping to radio resources, i.e it may decide to create new radio resources or map it to existing radio resources 
Figure 9.1-1 depicts an example representation of a UE Context descriptor containing PDU Session and QoS flow related data and does not preclude any future protocol definition:
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Figure 9.1-1: Example representation of a UE Context descriptor containing PDU Sessions and QoS flows 
<<<<<<<<<<<<<<<<<<<< End of the Changes >>>>>>>>>>>>>>>>>>>>
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