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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

3G-MSC
3rd Generation Mobile Switching Centre

3G-SGSN
3rd Generation Serving GPRS Support Node

AAL
ATM Adaptation Layer

ATM
Asynchronous Transfer Mode

BC
Broadcast

BSSMAP
Base Station Subsystem Management Application Part

CBS
Cell Broadcast Service

CC
Connection Confirm

CN
Core Network

CR
Connection Release

CREF
Connection Refusal

CS
Circuit Switched

GT
Global Title

GTP-U
GPRS Tunnelling Protocol

GWCN 
Gateway Core Network
IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISDN
Integrated Services Digital Network

L-GW
Local GateWay

LA
Location Area

M3UA
MTP3 User Adaptation Layer

MBMS
Multimedia Broadcast Multicast Service

MDT
Minimization of Drive-Tests

MOCN
Multi Operator Core Network

NAS
Non Access Stratum

NACC
Network Assisted Cell Change

NNSF
NAS Node Selection Function

O&M
Operation and Maintenance

PLMN
Public Land Mobile Network

PS
Packet Switched

PSTN
Public Switched Telephone Network

PVC
Permanent Virtual Circuit
QoE

Quality of Experience
QoS
Quality of Service
RA
Routing Area

RAB
Radio Access Bearer

RANAP
Radio Access Network Application Part

RIM
RAN Information Management

RLP
Radio Link Protocol

RNC
Radio Network Controller

RNL
Radio Network Layer

RRC
Radio Resource Control

RTCP
Real Time Control Protocol

RTP
Real Time Protocol

SA
Service Area

SABP
Service Area Broadcast Protocol

SAP
Service Access Point

SCCP
Signalling Connection Control Part

SIPTO
Selected IP Traffic Offload

SIPTO@LN
Selected IP Traffic Offload at the Local Network

SCTP
Stream Control Transmission Protocol

SNA
Shared Network Area

SPC
Signalling Point Code

SRNS
Serving Radio Network Subsystem

SSN
Sub-System Number

SVC
Switched Virtual Circuit

S-GW
Serving GateWay

TCP
Transmission Control Protocol

UE
User Equipment

UDP
User Datagram Protocol

UP
User Plane

URA
UTRAN Registration Area

UTRAN
UMTS Terrestrial Radio Access Network

VC
Virtual Circuit

<Next modification>
5.1
General

This subclause defines the functional split between the core network and the UMTS radio access network. In addition, the possible interaction between the functions is defined. The functional split is shown in table 5.1.

Table 5.1: Iu interface functional split

	Function
	UTRAN
	CN

	RAB management functions:
	
	

	RAB establishment, modification and release
	X
	X

	RAB characteristics mapping Iu transmission bearers
	X
	

	RAB characteristics mapping Uu bearers
	X
	

	RAB queuing, pre-emption and priority
	X
	X

	
	
	

	Radio Resource Management functions:
	
	

	Radio Resource admission control
	X
	

	Broadcast Information
	X
	X

	
	
	

	Iu link Management functions:
	
	

	Iu signalling link management
	X
	X

	ATM VC management
	X
	X

	AAL2 establish and release
	X
	X

	AAL5 management
	X
	X

	GTP-U Tunnels management
	X
	X

	TCP Management
	X
	X

	Buffer Management
	X
	

	
	
	

	Iu U-plane (RNL) Management:
	
	

	Iu U-plane frame protocol management
	
	X

	Iu U-plane frame protocol initialization
	X
	

	
	
	

	Mobility management functions:
	
	

	Location information reporting
	X
	X

	Handover and Relocation
	
	

	Inter RNC hard HO, Iur not used or not available
	X
	X

	Serving RNS Relocation (intra/inter MSC)
	X
	X

	Inter system hard HO (UMTS-GSM)
	X
	X

	Inter system Change (UMTS-GSM)
	X
	X

	Paging Triggering
	
	X

	GERAN System Information Retrieval
	X
	X

	
	
	

	Security Functions:
	
	

	Data confidentiality
	
	

	   Radio interface ciphering
	X
	

	   Ciphering key management
	
	X

	   User identity confidentiality
	X
	X

	Data integrity
	
	

	   Integrity checking
	X
	

	   Integrity key management
	
	X

	
	
	

	Service and Network Access functions:
	
	

	CN Signalling data
	X
	X

	Data Volume Reporting
	X
	

	UE Tracing
	X
	X

	MDT
	X
	X

	Location reporting
	X
	X

	QoE Measurement Collection for streaming services
	X
	X

	Iu Co-ordination functions:
	
	

	Paging co-ordination
	X
	X

	NAS Node Selection Function
	X
	

	MOCN Rerouting Function
	X
	X

	SIPTO at Iu-PS
	X
	X

	SIPTO at the Local Network with Standalone GW
	X
	X

	
	
	

	MBMS functions
	X
	X

	MBMS RAB Management
	X
	X

	MBMS UE Linking Function
	X
	X

	MBMS Registration Control Function
	X
	X

	MBMS Enquiry Function
	X
	X


