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1  Introduction

New TS38.300 will be open as stage2 TS for NG-RAN, the Functional split between NG-RAN and 5G-CN needs to be captured as normative phase work.
2  CU-DU function split for TS38.300

According to TR38.801 and TS23.501, the proposed TP for Functional split between NG-RAN and 5G-CN to TS38.300 is shown as below:

-------------------------------------------------------8<--------------------------------------------------------------
X.X
Functional Split
The NG-RAN hosts the following functions: 

-
Functions for Radio Resource Management: Radio Bearer Control, Radio Admission Control, Connection Mobility Control, Dynamic allocation of resources to UEs in uplink, downlink;

-
Selection of NGC at UE attachment when no routing to a NGC can be determined from the information provided by the UE;
-     Encryption of user data (FFS);
-
Routing of User Plane data towards UP GW;

-
Scheduling and transmission of paging messages;

-
Measurement and measurement reporting configuration for mobility and scheduling;

-
Transport level packet marking in the uplink;
-    Session Management;
-
Support Network Slice;
 -
Contacting UEs in inactive mode;
-     Tight Interworking with E-UTRA;
The 5GC host functions are captured in 3GPP TS 23.501.
-------------------------------------------------------8<--------------------------------------------------------------
Proposal: RAN3 is kindly asked to discuss and approve the proposed Stage2 TP for Functional split between NG-RAN and 5G-CN for TS38.300.
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