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[bookmark: _Toc454979226]8.17	CN Invoke Trace
[bookmark: _Toc454979227]8.17.1	General
When used for signalling based activation, the purpose of the CN Invoke Trace procedure is to inform the RNC that it should begin a trace session with the parameters indicated by the CN and related to the UE, the Iu connection is used for.
When used for management based activation, the purpose of the CN Invoke Trace procedure is to provide the RNC with the equipment identity of the UE for which the RNC should begin a trace recording session.
The procedure uses connection oriented signalling.
[bookmark: _Toc454979228]8.17.2	Successful Operation


Figure 18: CN Invoke Trace procedure. Successful operation.
The CN Invoke Trace procedure is invoked by the CN by sending a CN INVOKE TRACE message to the RNC as defined in TS 32.422 [38].
The CN INVOKE TRACE message shall include the following IEs:
-	The Trace Reference IE, which uniquely identifies the trace session it refers to.
-	The UE Identity IE, which indicates the UE to which this trace session pertains.
-	The Trace Propagation Parameters IE, only in case of a signalling based activation.
If present, the Trace Propagation Parameters IE shall include the following IEs:
-	The Trace Recording Session Reference IE, which is allocated by the CN.
-	The Trace Depth IE, which defines how detailed information should be recorded for this trace session in the RNC.
*************************
Skip unchanged
*************************
[bookmark: _Toc454979230]8.17.3	Abnormal Conditions
If the MDT Configuration IE is included in the CN INVOKE TRACE message and the Trace Collection Entity IP Address IE is not included, the RNC shall ignore the MDT Configuration.
If the QoE Configuration IE is included in the CN INVOKE TRACE message and the Trace Collection Entity IP Address IE is not included, the RNC shall ignore the QoE Configuration.
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