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9.1.8
IU RELEASE COMPLETE

This message is sent by the RNC as a response to the IU RELEASE COMMAND message.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	RABs Data Volume Report List
	O
	
	
	
	YES
	ignore

	>RABs Data Volume Report Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>RAB Data Volume Report List
	O
	
	
	
	-
	

	>>>RAB Data Volume Report Item IEs
	
	1 to <maxnoofVol>
	
	
	-
	

	>>>>Unsuccessfully Transmitted DL Data Volume
	M
	
	9.2.3.12
	
	-
	

	>>>>Data Volume Reference
	O
	
	9.2.3.13
	
	-
	

	RABs Released List
	O
	
	
	
	YES
	ignore

	>RABs Released Item IEs
	
	1 to <maxnoofRABs>
	
	
	EACH
	ignore

	>>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL GTP-PDU Sequence Number
	O
	
	9.2.2.3
	
	-
	

	>>UL GTP-PDU Sequence Number
	O
	
	9.2.2.4
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	Ignore

	Inter-RAT redirection indication
	O
	
	NULL
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.

	maxnoofVol
	Maximum no. of reported data volume for one RAB. Value is 2.


<Next modification>
9.2.1.4
Cause

The purpose of the Cause IE is to indicate the reason for a particular event for the RANAP protocol.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Cause
	
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause
	M
	
	INTEGER
(RAB pre-empted(1),

Trelocoverall Expiry(2),

Trelocprep Expiry(3),

Treloccomplete Expiry(4),

Tqueuing Expiry(5),

 Relocation Triggered(6),

Unable to Establish During Relocation(8),

Unknown Target RNC(9),

Relocation Cancelled(10),

Successful Relocation(11),

Requested Ciphering and/or Integrity Protection Algorithms not Supported(12),

Conflict with already existing Integrity protection and/or Ciphering information (13),

Failure in the Radio Interface Procedure(14),

Release due to UTRAN Generated Reason(15),

User Inactivity(16),

Time Critical Relocation(17),

Requested Traffic Class not Available(18),

Invalid RAB Parameters Value(19),

Requested Maximum Bit Rate not Available(20),

Requested Maximum Bit Rate for DL not Available(33),

Requested Maximum Bit Rate for UL not Available(34),

Requested Guaranteed Bit Rate not Available(21),

Requested Guaranteed Bit Rate for DL not Available(35),

Requested Guaranteed Bit Rate for UL not Available(36),

Requested Transfer Delay not Achievable(22),

Invalid RAB Parameters Combination(23),

Condition Violation for SDU Parameters(24),

Condition Violation for Traffic Handling Priority(25),

Condition Violation for Guaranteed Bit Rate(26),

User Plane Versions not Supported(27),

Iu UP Failure(28),

TRELOCalloc Expiry (7),

Relocation Failure in Target CN/RNC or Target System (29),

Invalid RAB ID(30),

No remaining RAB(31),

Interaction with other procedure(32),

Repeated Integrity Checking Failure(37),

Requested Request Type not supported(38),

Request superseded(39),

Release due to UE generated signalling connection release(40),
Resource Optimisation Relocation(41),

Requested Information Not Available(42),

Relocation desirable for radio reasons (43),

Relocation not supported in Target RNC or Target system(44),

 Directed Retry (45),

Radio Connection With UE Lost(46),

RNC unable to establish all RFCs (47),

Deciphering Keys Not Available(48),

Dedicated Assistance data Not Available(49),

Relocation Target not allowed(50),

Location Reporting Congestion(51),
Reduce Load in Serving Cell (52),

No Radio Resources Available in Target cell (53),

GERAN Iu-mode failure (54),

Access Restricted Due to Shared Networks(55),

Incoming Relocation Not Supported Due To PUESBINE Feature(56),

Traffic Load In The Target Cell Higher Than In The Source Cell(57),

MBMS - No Multicast Service For This UE(58),

MBMS - Unknown UE ID(59),

Successful MBMS Session Start - No Data Bearer Necessary(60),

MBMS - Superseded Due To NNSF(61),

MBMS - UE Linking Already Done(62),

MBMS - UE De-Linking Failure - No Existing UE Linking(63),

TMGI Unknown(64))
	Value range is 1 – 64.

	>Radio Network Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	INTEGER
(

Signalling Transport Resource Failure(65),

Iu Transport Connection Failed to Establish(66))
	Value range is 65 – 80.

	>NAS
	
	
	
	

	>>NAS Cause
	M
	
	INTEGER
(User Restriction Start Indication(81),

User Restriction End Indication(82),

Normal Release(83) ,

CSG Subscription Expiry(84))
	Value range is 81 – 96.

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	INTEGER
(Transfer Syntax Error(97),

Semantic Error (98),

Message not compatible with receiver state (99),

Abstract Syntax Error (Reject) (100),

Abstract Syntax Error (Ignore and Notify) (101),

Abstract Syntax Error (Falsely Constructed Message) (102))
	Value range is 97 – 112.

	>Miscellaneous
	
	
	
	

	>>Miscellaneous Cause
	M
	
	INTEGER
(O&M Intervention(113),

No Resource Available(114),

Unspecified Failure(115),

Network Optimisation(116))
	Value range is 113 – 128.

	>Non-standard
	
	
	
	

	>>Non-standard Cause
	M
	
	INTEGER

()
	Value range is 129 – 256. Cause value 256 shall not be used.

	>Radio Network Layer Extension
	
	
	
	

	>>Radio Network Layer Cause Extension
	M
	
	INTEGER
(IP Multicast Address And APN Not Valid(257),

MBMS De-Registration Rejected Due To Implicit Registration(258),

MBMS - Request Superseded(259),

MBMS De-Registration During Session Not Allowed(260),
MBMS - No Data Bearer Necessary(261) ,

Periodic Location Information not Available(262),

GTP Resources Unavailable(263),

TMGI in Use and Overlapping MBMS Service Area (264),
MBMS – No cell in MBMS Service Area (265),

No Iu CS UP relocation (266) ,

Successful MBMS Session Start – IP Multicast Bearer established (267),

CS Fallback triggered (268),

invalid CSG Id (269),
Inter-RAT redirection (270))
	Value range is 257 – 512.


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Deciphering Keys Not Available
	The action failed because RNC is not able to provide requested deciphering keys.

	Conflict with already existing Integrity protection and/or Ciphering information
	The action was not performed due to that the requested security mode configuration was in conflict with the already existing security mode configuration.

	Condition Violation For Guaranteed Bit Rate
	The action was not performed due to condition violation for guaranteed bit rate.

	Condition Violation For SDU Parameters
	The action was not performed due to condition violation for SDU parameters.

	Condition Violation For Traffic Handling Priority
	The action was not performed due to condition violation for traffic handling priority.

	Dedicated Assistance data Not Available
	The action failed because RNC is not able to successfully deliver the requested dedicated assistance data to the UE.

	Directed Retry
	The reason for action is Directed Retry

	Failure In The Radio Interface Procedure
	Radio interface procedure has failed.

	Incoming Relocation Not Supported Due To PUESBINE Feature
	The incoming relocation cannot be accepted by the target RNC because of the PUESBINE feature. 

	Interaction With Other Procedure
	Relocation was cancelled due to interaction with other procedure.

	Invalid RAB ID
	The action failed because the RAB ID is unknown in the RNC.

	Invalid RAB Parameters Combination
	The action failed due to invalid RAB parameters combination.

	Invalid RAB Parameters Value
	The action failed due to invalid RAB parameters value.

	Iu UP Failure
	The action failed due to Iu UP failure.

	No remaining RAB
	The reason for the action is no remaining RAB.

	RAB Pre-empted
	The reason for the action is that RAB is pre-empted.

	Radio Connection With UE Lost
	The action is requested due to losing radio connection to the UE

	Release Due To UE Generated Signalling Connection Release
	Release requested due to UE generated signalling connection release.

	Release Due To UTRAN Generated Reason
	Release is initiated due to UTRAN generated reason.

	Relocation Cancelled
	The reason for the action is relocation cancellation.

	Relocation Desirable for Radio Reasons
	The reason for requesting relocation is radio related.

	Relocation Failure In Target CN/RNC Or Target System
	Relocation failed due to a failure in target CN/RNC or target system.

	Relocation Not Supported In Target RNC Or Target System
	Relocation failed because relocation was not supported in target RNC or target system.

	Relocation Target not allowed
	Relocation to the indicated target cell is not allowed for the UE in question.

	Relocation Triggered
	The action failed due to relocation.

	Repeated Integrity Checking Failure
	The action is requested due to repeated failure in integrity checking.

	Request Superseded
	The action failed because there was a second request on the same RAB.

	Requested Ciphering And/Or Integrity Protection Algorithms Not Supported
	The UTRAN or the UE is unable to support the requested ciphering and/or integrity protection algorithms.

	Requested Guaranteed Bit Rate For DL Not Available
	The action failed because requested guaranteed bit rate for DL is not available.

	Requested Guaranteed Bit Rate For UL Not Available
	The action failed because requested guaranteed bit rate for UL is not available.

	Requested Guaranteed Bit Rate Not Available
	The action failed because requested guaranteed bit rate is not available.

	Requested Information Not Available
	The action failed because requested information is not available.

	Requested Maximum Bit Rate For DL Not Available
	The action failed because requested maximum bit rate for DL is not available.

	Requested Maximum Bit Rate For UL Not Available
	The action failed because requested maximum bit rate for UL is not available.

	Requested Maximum Bit Rate Not Available
	The action failed because requested maximum bit rate is not available.

	Requested Request Type Not Supported
	The RNC is not supporting the requested location request type either because it doesn’t support the requested event or it doesn’t support the requested report area.

	Location Reporting Congestion
	The action was not performed due to an inability to support location reporting caused by overload.

	Requested Traffic Class Not Available
	The action failed because requested traffic class is not available.

	Requested Transfer Delay Not Achievable
	The action failed because requested transfer delay is not achievable.

	Resource Optimisation Relocation
	The reason for requesting relocation is resource optimisation.

	Successful Relocation
	The reason for the action is completion of successful relocation.

	Time Critical Relocation
	Relocation is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if relocation is not performed.

	TQUEUING Expiry
	The action failed due to expiry of the timer TQUEUING.

	TRELOCalloc Expiry
	Relocation Resource Allocation procedure failed due to expiry of the timer TRELOCalloc.

	TRELOCcomplete Expiry
	The reason for the action is expiry of timer TRELOCcomplete.

	TRELOCoverall Expiry
	The reason for the action is expiry of timer TRELOCoverall.

	TRELOCprep Expiry
	Relocation Preparation procedure is cancelled when timer TRELOCprep expires.

	Unable To Establish During Relocation
	RAB failed to establish during relocation because it cannot be supported in the target RNC or the RAB did not exist in the source RNC.

	Unknown Target RNC
	Relocation rejected because the target RNC is not known to the CN.

	User Inactivity
	The action is requested due to user inactivity on one or several non real time RABs e.g. in order to optimise radio resource.

	User Plane Versions Not Supported
	The action failed because requested user plane versions were not supported.

	RNC unable to establish all RFCs
	RNC couldn’t establish all RAB subflow combinations indicated within the RAB Parameters IE.

	Reduce Load in Serving Cell
	Load on serving cell needs to be reduced. 

	No Radio Resources Available in Target Cell
	Load on target cell is too high. 

	GERAN Iu-mode failure
	The RAB establishment/modification/relocation failed because the GERAN BSC cannot provide an appropriate RAB due to limited capabilities within GERAN.

	Access Restricted Due to Shared Networks
	Access is not permitted in the cell due to Shared Networks.

	Traffic Load In The Target Cell Higher Than In The Source Cell
	Relocation to reduce load in the source cell is rejected, as the target cell’s traffic load is higher than that in the source cell.

	MBMS - No Multicast Service For This UE
	The request for the Multicase Service list of one UE was not fulfilled because the UE does not have any active multicast service.

	MBMS - Unknown UE ID
	The request for the Multicase Service list of one UE was not fulfilled because the CN does not know the UE.

	Successful MBMS Session Start - No Data Bearer Necessary
	The MBMS Session Start procedure was successfully performed, but the RNC does not have any interested UE.

	MBMS - Superseded Due To NNSF
	The MBMS Session Start procedure was rejected because of successful operation towards another CN node.

	MBMS - UE Linking Already Done
	The UE linking failed, because the UE has already been linked to the given Multicast service.

	MBMS - UE De-Linking Failure - No Existing UE Linking
	The UE de-linking failed, because the UE had not been linked to the given Multicast service.

	TMGI Unknown
	The requested MBMS action failed because the indicated TMGI is unknown.

	Successful MBMS Session Start – IP Multicast Bearer established
	The RNC was able to join the indicated IP Multicast Group.


	Radio Network Layer cause extension
	Meaning

	IP Multicast Address And APN Not Valid
	The MBMS registration failed because the IP Multicast Address and APN are not valid.

	MBMS De-Registration Rejected Due To Implicit Registration
	The MBMS De-registration was rejected because of implicit registration.

	MBMS - Request Superseded
	The MBMS Registration or De-registration was superseded due to another ongoing procedure.

	MBMS De-Registration During Session Not Allowed
	The MBMS De-registration is not allowed during the MBMS session.

	MBMS - No Data Bearer Necessary
	The RNC no longer have any UEs interested in the MBMS data bearer. 

	Periodic Location Information not Available
	No UE position estimate was available when the periodic report was triggered.

	GTP Resources Unavailable
	The RNC initiates RAB Release Request procedure with this error cause value if it received a GTP-U error indication.

	TMGI in Use and overlapping MBMS Service Area
	The RNC has an MBMS Session up and running with that TMGI, a parallel MBMS session with the same TMGI in another overlapping MBMS Service Area is not allowed.

	MBMS - No Cell in MBMS Service Area
	The RNC does not have any cell of the indicated MBMS Service Area. 

	No Iu CS UP relocation
	The relocation is triggered by CS call and the source RNC has no Iu CS user plane.

	CS Fallback triggered
	The relocation was triggered for CS Fallback reason at the source side. 

	Invalid CSG Id
	The CSG ID provided to the target UTRAN was found invalid.


	Transport Layer cause
	Meaning

	Iu Transport Connection Failed to Establish
	The action failed because the Iu Transport Network Layer connection could not be established.

	Signalling Transport Resource Failure
	Signalling transport resources have failed (e.g. processor reset).


	NAS cause
	Meaning

	Normal Release
	The release is normal.

	User Restriction Start Indication
	A location report is generated due to entering a classified area set by O&M.

	User Restriction End Indication
	A location report is generated due to leaving a classified area set by O&M.

	CSG Subscription Expiry
	The action is due to the UE becoming a non-member of the currently used CSG.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerning criticality indicated "reject".

	Abstract Syntax Error (Ignore And Notify)
	The received message included an abstract syntax error and the concerning criticality indicated "ignore and notify".

	Abstract Syntax Error (Falsely Constructed Message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences.

	Message Not Compatible With Receiver State
	The received message was not compatible with the receiver state.

	Semantic Error
	The received message included a semantic error.

	Transfer Syntax Error
	The received message included a transfer syntax error.


	Miscellaneous cause
	Meaning

	Network Optimisation
	The action is performed for network optimisation.

	No Resource Available
	No requested resource is available.

	O&M Intervention
	The action is due to O&M intervention.

	Unspecified Failure
	Sent when none of the specified cause values applies.


<Next modification>
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AccuracyFulfilmentIndicator,


APN,


BroadcastAssistanceDataDecipheringKeys,


LocationRelatedDataRequestType,


LocationRelatedDataRequestTypeSpecificToGERANIuMode,


DataVolumeReference,


CellLoadInformation,


AreaIdentity,


CN-DomainIndicator,


Cause,


Cell-Access-Mode,

ClientType,


CriticalityDiagnostics,


ChosenEncryptionAlgorithm,


ChosenIntegrityProtectionAlgorithm,


ClassmarkInformation2,


ClassmarkInformation3,


CSG-Id,


CSG-Id-List,


CSG-Membership-Status,

DL-GTP-PDU-SequenceNumber,


DL-N-PDU-SequenceNumber,


DataVolumeReportingIndication,


DeltaRAListofIdleModeUEs,


DRX-CycleLengthCoefficient,


EncryptionInformation,


EncryptionKey,


E-UTRAN-Service-Handover,


ExtendedRNC-ID,


FrequenceLayerConvergenceFlag,


GERAN-BSC-Container,


GERAN-Classmark,


GlobalCN-ID,


GlobalRNC-ID,


GTP-TEI,


IncludeVelocity,


InformationExchangeID,


InformationExchangeType,


InformationRequested,


InformationRequestType,


InformationTransferID,


InformationTransferType,


InterSystemInformationTransferType,


IntegrityProtectionInformation,


IntegrityProtectionKey,


InterSystemInformation-TransparentContainer,

Inter-RAT-Redirection-Indication,

IPMulticastAddress,


IuSignallingConnectionIdentifier,


IuTransportAssociation,


KeyStatus,


L3-Information,


LAI,


LastKnownServiceArea,


Correlation-ID,


MBMS-PTP-RAB-ID,


MBMSBearerServiceType,


MBMSCountingInformation,

MBMSCNDe-Registration,


MBMSHCIndicator,


MBMSRegistrationRequestType,


MBMSServiceArea,


MBMSSessionDuration,


MBMSSessionIdentity,

MBMSSessionRepetitionNumber,


MSISDN,


NAS-PDU,


NAS-SequenceNumber,


NAS-SynchronisationIndicator,


NewBSS-To-OldBSS-Information,

NonSearchingIndication,


NumberOfSteps,


Offload-RAB-Parameters,


Offload-RAB-Parameters-APN,


Offload-RAB-Parameters-ChargingCharacteristics,


OMC-ID,


OldBSS-ToNewBSS-Information,


PagingAreaID,


PagingCause,


PDP-TypeInformation, 


PDP-TypeInformation-extension,


PermanentNAS-UE-ID,


PLMNidentity,

PositionData,


PositionDataSpecificToGERANIuMode,


PositioningPriority,


ProvidedData,


PowerSavingIndicator,


RAB-ID,


RAB-Parameters,


RAC,


RAListofIdleModeUEs,

RAT-Type,

RedirectAttemptFlag,


RedirectionCompleted,


RejectCauseValue,

RelocationType,


RequestedGANSSAssistanceData,


RequestType,


Requested-RAB-Parameter-Values,


ResponseTime,


RRC-Container,


RSRVCC-Operation-Possible,


RSRQ-Type,


RSRQ-Extension,


SAI,


SAPI,

Service-Handover,


SessionUpdateID,


SNA-Access-Information,

SourceBSS-ToTargetBSS-TransparentContainer,


SourceID,


Source-ToTarget-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SRVCC-HO-Indication,


SRVCC-Information,


SRVCC-Operation-Possible,


TargetBSS-ToSourceBSS-TransparentContainer,


TargetID,


Target-ToSource-TransparentContainer,


TargetRNC-ToSourceRNC-TransparentContainer,


TemporaryUE-ID,


TimeToMBMSDataTransfer,


TMGI,


TracePropagationParameters,


TraceReference,


TraceType,


UnsuccessfullyTransmittedDataVolume,


TransportLayerAddress,


TriggerID,


UE-AggregateMaximumBitRate,

UE-ID,


UESBI-Iu,


UL-GTP-PDU-SequenceNumber,


UL-N-PDU-SequenceNumber,


UP-ModeVersions,


UserPlaneMode,


VelocityEstimate,


VerticalAccuracyCode,

VoiceSupportMatchIndicator,


Alt-RAB-Parameters,


Ass-RAB-Parameters,


PeriodicLocationInfo,


SubscriberProfileIDforRFP,


RNSAPRelocationParameters,


RABParametersList,


MDT-Configuration,


Priority-Class-Indicator,


Management-Based-MDT-Allowed,


HigherBitratesThan16MbpsFlag,


End-Of-CSFB,


Out-Of-UTRAN,


RSRVCC-HO-Indication,


RSRVCC-Information,


MDT-PLMN-List,


TunnelInformation,


LHN-ID,


Session-Re-establishment-Indicator,


Additional-CSPS-coordination-information,


UERegistrationQueryResult,


SGSN-Group-Identity,


P-TMSI,


BarometricPressure,


CivicAddress,


UE-Usage-Type

FROM RANAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RANAP-PRIVATE-IES,


RANAP-PROTOCOL-EXTENSION,


RANAP-PROTOCOL-IES,


RANAP-PROTOCOL-IES-PAIR

FROM RANAP-Containers


maxNrOfDTs,


maxNrOfErrors,


maxNrOfIuSigConIds,


maxNrOfRABs,


maxNrOfVol,


maxnoofMulticastServicesPerUE,


id-AccuracyFulfilmentIndicator,


id-APN,


id-AreaIdentity,


id-Alt-RAB-Parameters,


id-Ass-RAB-Parameters,


id-BroadcastAssistanceDataDecipheringKeys,


id-LocationRelatedDataRequestType,


id-CN-DomainIndicator,


id-Cause,


id-Cell-Access-Mode,

id-ChosenEncryptionAlgorithm,


id-ChosenIntegrityProtectionAlgorithm,


id-ClassmarkInformation2,


id-ClassmarkInformation3,


id-ClientType,


id-CNMBMSLinkingInformation,


id-CriticalityDiagnostics,


id-CSG-Id,


id-CSG-Id-List,


id-CSG-Membership-Status,

id-DeltaRAListofIdleModeUEs,


id-DRX-CycleLengthCoefficient,


id-DirectTransferInformationItem-RANAP-RelocInf,


id-DirectTransferInformationList-RANAP-RelocInf,


id-DL-GTP-PDU-SequenceNumber,


id-EncryptionInformation,


id-EncryptionKey,


id-ExtendedRNC-ID,


id-FrequenceLayerConvergenceFlag,


id-GERAN-BSC-Container,


id-GERAN-Classmark,

id-GERAN-Iumode-RAB-Failed-RABAssgntResponse-Item,


id-GERAN-Iumode-RAB-FailedList-RABAssgntResponse,


id-GlobalCN-ID,


id-GlobalCN-IDCS,


id-GlobalCN-IDPS,


id-GlobalRNC-ID,


id-IncludeVelocity,


id-InformationExchangeID,


id-InformationExchangeType,


id-InformationRequested,


id-InformationRequestType,


id-InformationTransferID,


id-InformationTransferType,


id-IntegrityProtectionInformation,


id-IntegrityProtectionKey,


id-InterSystemInformationTransferType,


id-InterSystemInformation-TransparentContainer,

id-Inter-RAT-Redirection-Indication,

id-IPMulticastAddress,


id-IuSigConId,

id-OldIuSigConId,

id-OldIuSigConIdCS,


id-OldIuSigConIdPS,


id-IuSigConIdItem,


id-IuSigConIdList,


id-IuTransportAssociation,


id-JoinedMBMSBearerServicesList,


id-KeyStatus,


id-L3-Information,


id-LAI,


id-LastKnownServiceArea,


id-LeftMBMSBearerServicesList,


id-LocationRelatedDataRequestTypeSpecificToGERANIuMode,


id-MBMSBearerServiceType,


id-MBMSCountingInformation,


id-MBMSCNDe-Registration,


id-MBMSRegistrationRequestType,


id-MBMSSynchronisationInformation,


id-MBMSServiceArea,


id-MBMSSessionDuration,


id-MBMSSessionIdentity,

id-MBMSSessionRepetitionNumber,


id-MSISDN,


id-NAS-PDU,


id-NAS-SequenceNumber,

id-NewBSS-To-OldBSS-Information,


id-NonSearchingIndication,


id-NumberOfSteps,


id-Offload-RAB-Parameters,


id-OMC-ID,


id-OldBSS-ToNewBSS-Information,


id-PagingAreaID,


id-PagingCause,


id-PDP-TypeInformation,


id-PDP-TypeInformation-extension,


id-PermanentNAS-UE-ID,


id-PositionData,


id-PositionDataSpecificToGERANIuMode,


id-PositioningPriority,


id-ProvidedData,


id-RAB-ContextItem,


id-RAB-ContextList,


id-RAB-ContextFailedtoTransferItem,


id-RAB-ContextFailedtoTransferList,


id-RAB-ContextItem-RANAP-RelocInf,


id-RAB-ContextList-RANAP-RelocInf,


id-RAB-DataForwardingItem,


id-RAB-DataForwardingItem-SRNS-CtxReq,


id-RAB-DataForwardingList,


id-RAB-DataForwardingList-SRNS-CtxReq,


id-RAB-DataVolumeReportItem,


id-RAB-DataVolumeReportList,


id-RAB-DataVolumeReportRequestItem,


id-RAB-DataVolumeReportRequestList,


id-RAB-FailedItem,


id-RAB-FailedList,


id-RAB-FailedList-EnhRelocInfoRes,


id-RAB-FailedItem-EnhRelocInfoRes,


id-RAB-FailedtoReportItem,


id-RAB-FailedtoReportList,


id-RAB-ID,


id-RAB-ModifyList,


id-RAB-ModifyItem,


id-RAB-Parameters,


id-RAB-QueuedItem,


id-RAB-QueuedList,


id-RAB-ReleaseFailedList,


id-RAB-ReleaseItem,


id-RAB-ReleasedItem-IuRelComp,


id-RAB-ReleaseList,


id-RAB-ReleasedItem,


id-RAB-ReleasedList,


id-RAB-ReleasedList-IuRelComp,


id-RAB-RelocationReleaseItem,


id-RAB-RelocationReleaseList,


id-RAB-SetupItem-RelocReq,


id-RAB-SetupItem-RelocReqAck,


id-RAB-SetupList-RelocReq,


id-RAB-SetupList-RelocReqAck,


id-RAB-SetupList-EnhRelocInfoReq,


id-RAB-SetupItem-EnhRelocInfoReq,


id-RAB-SetupList-EnhRelocInfoRes,


id-RAB-SetupItem-EnhRelocInfoRes,


id-RAB-SetupList-EnhancedRelocCompleteReq,


id-RAB-SetupItem-EnhancedRelocCompleteReq,


id-RAB-SetupList-EnhancedRelocCompleteRes,


id-RAB-SetupItem-EnhancedRelocCompleteRes,


id-RAB-SetupOrModifiedItem,


id-RAB-SetupOrModifiedList,


id-RAB-SetupOrModifyItem,


id-RAB-SetupOrModifyList,


id-RAB-ToBeReleasedItem-EnhancedRelocCompleteRes,


id-RAB-ToBeReleasedList-EnhancedRelocCompleteRes,


id-RAC,


id-RAListofIdleModeUEs,

id-RAT-Type,

id-RedirectAttemptFlag,


id-RedirectionCompleted,


id-RedirectionIndication,


id-RejectCauseValue,

id-RelocationType,


id-Relocation-SourceRNC-ID,


id-Relocation-SourceExtendedRNC-ID,


id-Relocation-TargetRNC-ID,


id-Relocation-TargetExtendedRNC-ID,


id-RequestedGANSSAssistanceData,

id-RequestType,


id-ResponseTime,


id-RSRVCC-Operation-Possible,


id-SAI,


id-SAPI,


id-SelectedPLMN-ID,


id-SessionUpdateID,


id-SNA-Access-Information,


id-SourceBSS-ToTargetBSS-TransparentContainer,


id-SourceRNC-ID,


id-SourceExtendedRNC-ID,


id-SourceID,


id-Source-ToTarget-TransparentContainer,


id-SourceRNC-PDCP-context-info,


id-SRVCC-HO-Indication,


id-SRVCC-Information,


id-SRVCC-Operation-Possible,


id-TargetBSS-ToSourceBSS-TransparentContainer,


id-TargetID,


id-Target-ToSource-TransparentContainer,


id-TemporaryUE-ID,


id-TimeToMBMSDataTransfer,


id-TMGI,


id-TracePropagationParameters,


id-TraceReference,


id-TraceType,


id-TransportLayerAddress,


id-TransportLayerInformation,


id-TriggerID,


id-UE-AggregateMaximumBitRate,

id-UE-ID,


id-UESBI-Iu,


id-UL-GTP-PDU-SequenceNumber,


id-UnsuccessfulLinkingList,


id-VelocityEstimate,


id-VerticalAccuracyCode,


id-VoiceSupportMatchIndicator,


id-PeriodicLocationInfo,


id-BroadcastGANSSAssistanceDataDecipheringKeys,


id-SubscriberProfileIDforRFP,


id-E-UTRAN-Service-Handover,


id-IP-Source-Address,


id-LGW-TransportLayerAddress,


id-Correlation-ID,


id-MDT-Configuration,


id-RNSAPRelocationParameters,


id-RABParametersList,


id-Priority-Class-Indicator,


id-Management-Based-MDT-Allowed,


id-HigherBitratesThan16MbpsFlag,


id-Trace-Collection-Entity-IP-Addess,


id-End-Of-CSFB,


id-Out-Of-UTRAN,


id-RSRVCC-HO-Indication,


id-RSRVCC-Information,

id-AnchorPLMN-ID,


id-Management-Based-MDT-PLMN-List,


id-Tunnel-Information-for-BBF,


id-SIPTO-Correlation-ID,


id-SIPTO-LGW-TransportLayerAddress,


id-LHN-ID,


id-LastE-UTRANPLMNIdentity,


id-Session-Re-establishment-Indicator,


id-Additional-CSPS-coordination-information,


id-UERegistrationQueryResult,


id-IuSigConIdRangeEnd,


id-SGSN-Group-Identity,


id-P-TMSI,


id-RANAP-Message,


id-PowerSavingIndicator,


id-BarometricPressure,


id-CivicAddress,


id-UE-Usage-Type

FROM RANAP-Constants;

<Next modification>
-- **************************************************************

--

-- Iu Release Complete

--

-- **************************************************************

Iu-ReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container


{ {Iu-ReleaseCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer
{ {Iu-ReleaseCompleteExtensions} }



OPTIONAL,


...

}

Iu-ReleaseCompleteIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportList

CRITICALITY ignore
TYPE RAB-DataVolumeReportList 


PRESENCE optional
} |


{ ID id-RAB-ReleasedList-IuRelComp

CRITICALITY ignore
TYPE RAB-ReleasedList-IuRelComp


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional 
} |

{ ID id-Inter-RAT-Redirection-Indication

CRITICALITY ignore
TYPE Inter-RAT-Redirection-Indication


PRESENCE optional
},

...

}

RAB-DataVolumeReportList 



::= RAB-IE-ContainerList { {RAB-DataVolumeReportItemIEs} }

RAB-DataVolumeReportItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportItem

CRITICALITY ignore
TYPE RAB-DataVolumeReportItem


PRESENCE mandatory
},


...

}

RAB-DataVolumeReportItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-UnsuccessfullyTransmittedDataVolume

DataVolumeList

OPTIONAL


-- This IE shall always be present although its presence is optional --,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataVolumeReportItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataVolumeReportItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleasedList-IuRelComp



::= RAB-IE-ContainerList { {RAB-ReleasedItem-IuRelComp-IEs} }

RAB-ReleasedItem-IuRelComp-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleasedItem-IuRelComp


CRITICALITY ignore
TYPE RAB-ReleasedItem-IuRelComp



PRESENCE mandatory
},


...

}

RAB-ReleasedItem-IuRelComp
::= SEQUENCE {



rAB-ID





RAB-ID,



dL-GTP-PDU-SequenceNumber
DL-GTP-PDU-SequenceNumber 
OPTIONAL,



uL-GTP-PDU-SequenceNumber
UL-GTP-PDU-SequenceNumber 
OPTIONAL,



iE-Extensions



ProtocolExtensionContainer { {RAB-ReleasedItem-IuRelComp-ExtIEs} }


OPTIONAL,


...

}

RAB-ReleasedItem-IuRelComp-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Iu-ReleaseCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

<Next modification>
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfCSGs,


maxNrOfErrors,


maxNrOfPDPDirections,


maxNrOfPoints,


maxNrOfRABs,


maxNrOfSRBs,


maxNrOfSeparateTrafficDirections,


maxRAB-Subflows,


maxRAB-SubflowCombination,


maxNrOfLevels,


maxNrOfAltValues,


maxNrOfSNAs,


maxNrOfLAs,


maxNrOfPLMNsSN,


maxSet,


maxNrOfHSDSCHMACdFlows-1,

maxNrOfUEsToBeTraced,


maxNrOfInterfaces,


maxnoofMulticastServicesPerRNC,


maxMBMSSA,


maxMBMSRA,


maxnoofMulticastServicesPerUE,






<Partially omitted>
Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transmissionNetwork

CauseTransmissionNetwork,


nAS



CauseNAS,


protocol


CauseProtocol,


misc



CauseMisc,


non-Standard


CauseNon-Standard,


...,


radioNetworkExtension
CauseRadioNetworkExtension

}

CauseMisc ::= INTEGER {


om-intervention (113),


no-resource-available (114),


unspecified-failure (115),


network-optimisation (116)

} (113..128)

CauseNAS ::= INTEGER {


user-restriction-start-indication (81),


user-restriction-end-indication (82),


normal-release (83),


csg-subscription-expiry(84)

} (81..96)

CauseProtocol ::= INTEGER {


transfer-syntax-error (97),


semantic-error (98),


message-not-compatible-with-receiver-state (99),


abstract-syntax-error-reject (100),


abstract-syntax-error-ignore-and-notify (101),


abstract-syntax-error-falsely-constructed-message (102)

} (97..112)

CauseRadioNetwork ::= INTEGER {


rab-pre-empted (1),


trelocoverall-expiry (2),


trelocprep-expiry (3),


treloccomplete-expiry (4),


tqueing-expiry (5),


relocation-triggered (6),


trellocalloc-expiry(7),


unable-to-establish-during-relocation (8),


unknown-target-rnc (9),


relocation-cancelled (10),


successful-relocation (11),


requested-ciphering-and-or-integrity-protection-algorithms-not-supported (12),


conflict-with-already-existing-integrity-protection-and-or-ciphering-information (13),


failure-in-the-radio-interface-procedure (14),


release-due-to-utran-generated-reason (15),


user-inactivity (16),


time-critical-relocation (17),


requested-traffic-class-not-available (18),


invalid-rab-parameters-value (19),


requested-maximum-bit-rate-not-available (20),


requested-guaranteed-bit-rate-not-available (21),


requested-transfer-delay-not-achievable (22),


invalid-rab-parameters-combination (23),


condition-violation-for-sdu-parameters (24),


condition-violation-for-traffic-handling-priority (25),


condition-violation-for-guaranteed-bit-rate (26),


user-plane-versions-not-supported (27),


iu-up-failure (28),


relocation-failure-in-target-CN-RNC-or-target-system(29),


invalid-RAB-ID (30),


no-remaining-rab (31),


interaction-with-other-procedure (32),


requested-maximum-bit-rate-for-dl-not-available (33),


requested-maximum-bit-rate-for-ul-not-available (34),


requested-guaranteed-bit-rate-for-dl-not-available (35),


requested-guaranteed-bit-rate-for-ul-not-available (36),


repeated-integrity-checking-failure (37),


requested-request-type-not-supported (38),


request-superseded (39),


release-due-to-UE-generated-signalling-connection-release (40),


resource-optimisation-relocation (41),


requested-information-not-available (42),


relocation-desirable-for-radio-reasons (43),


relocation-not-supported-in-target-RNC-or-target-system (44),


directed-retry (45),


radio-connection-with-UE-Lost (46),


rNC-unable-to-establish-all-RFCs (47),

deciphering-keys-not-available(48),


dedicated-assistance-data-not-available(49),


relocation-target-not-allowed (50),


location-reporting-congestion (51),


reduce-load-in-serving-cell (52),


no-radio-resources-available-in-target-cell (53),


gERAN-Iumode-failure (54),


access-restricted-due-to-shared-networks (55),


incoming-relocation-not-supported-due-to-PUESBINE-feature (56),


traffic-load-in-the-target-cell-higher-than-in-the-source-cell (57),


mBMS-no-multicast-service-for-this-UE(58),


mBMS-unknown-UE-ID(59),


successful-MBMS-session-start-no-data-bearer-necessary(60),


mBMS-superseded-due-to-NNSF(61),


mBMS-UE-linking-already-done(62),


mBMS-UE-de-linking-failure-no-existing-UE-linking(63),


tMGI-unknown(64)
} (1..64)

CauseRadioNetworkExtension ::= INTEGER {


iP-multicast-address-and-APN-not-valid(257),


mBMS-de-registration-rejected-due-to-implicit-registration(258),


mBMS-request-superseded(259),


mBMS-de-registration-during-session-not-allowed(260),


mBMS-no-data-bearer-necessary(261),


periodicLocationInformationNotAvailable(262),


gTP-Resources-Unavailable(263),


tMGI-inUse-overlapping-MBMS-service-area(264),

mBMS-no-cell-in-MBMS-service-area(265),


no-Iu-CS-UP-relocation(266),


successful-MBMS-Session-Start-IP-Multicast-Bearer-established(267),


cS-fallback-triggered(268),


invalid-CSG-Id(269),

inter-RAT-redirection (270)
} (257..512)

<Next modification>
IntegrityProtectionKey


::= BIT STRING (SIZE (128))

InterSystemInformationTransferType ::= CHOICE {


rIM-Transfer




RIM-Transfer,


...

}

InterSystemInformation-TransparentContainer ::= SEQUENCE {


downlinkCellLoadInformation


CellLoadInformation

OPTIONAL,


uplinkCellLoadInformation


CellLoadInformation

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { { InterSystemInformation-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

InterSystemInformation-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

...

}
Inter-RAT-Redirection-Indication ::= NULL
IPMulticastAddress ::= OCTET STRING (SIZE (4..16))

-- Reference: 23.003

<Next modification>
id-M7Report











INTEGER ::= 268

id-TimingDifferenceULDL








INTEGER ::= 269

id-Serving-Cell-Identifier







INTEGER ::= 270

id-EARFCN-Extended









INTEGER ::= 271

id-RSRVCC-Operation-Possible






INTEGER ::= 272

id-SIPTO-LGW-TransportLayerAddress





INTEGER ::= 273

id-SIPTO-Correlation-ID








INTEGER ::= 274

id-LHN-ID











INTEGER ::= 275

id-Session-Re-establishment-Indicator




INTEGER ::= 276

id-LastE-UTRANPLMNIdentity







INTEGER ::= 277

id-RSRQ-Type










INTEGER ::= 278

id-RSRQ-Extension









INTEGER ::= 279

id-Additional-CSPS-coordination-information



INTEGER ::= 280

id-UERegistrationQueryResult






INTEGER ::= 281

id-IuSigConIdRangeEnd








INTEGER ::= 282

id-BarometricPressure








INTEGER ::= 283

id-Additional-PositioningDataSet 





INTEGER ::= 284

id-CivicAddress










INTEGER ::= 285

id-SGSN-Group-Identity








INTEGER ::= 286

id-P-TMSI











INTEGER ::= 287

id-RANAP-Message









INTEGER ::= 288

id-PowerSavingIndicator








INTEGER ::= 289

id-UE-Usage-Type









INTEGER ::= 290
id-Inter-RAT-Redirection-Indication




INTEGER ::= xxx
END

