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1. Overall Description:

For network slicing SA2 has agreed that the gNB will select the AMF entity based on NSSAI received over RRC but has left open whether this NSSAI will be the same as the full “accepted NSSAI” received over NAS. The NSSAI received over RRC can also be used for an early selection of the RAN part of the network slice. 

The full NSSAI may be large. Hence RAN3 assumes that RAN2 would want to check and decide whether it is needed to limit the size of the NSSAI that is sent over RRC. 

In case RAN2 decides that it is needed to limit the size of the NSSAI sent over RRC, alternative solutions to sending the full NSSAI would need to be considered. These solutions may either potentially result in AMF reroute (e.g. if only parts of the NSSAI is signalled) or require that additional information is transmitted to the UE over NAS (e.g. a new short indicator). 

RAN3 would like to confirm the above assumptions with SA2 and RAN2, according to the actions described below.
2. Actions:
To RAN2: 
ACTION: 
RAN3 respectfully asks RAN2 to take the above into consideration and provide feedback on the following:

1. Could RAN2 inform RAN3 about the expected RRC size constraints with regards to UE-provided slicing-related information during RRC connection establishment? 

In particular RAN3 would like to know if RAN can expect to receive a full NSSAI from the UE or a more limited amount of assistance information to select the correct CN instance and to apply early resource handling policies.

To SA2: 
ACTION: 
RAN3 respectfully asks SA2 to take the above into consideration and provide feedback on the following:
1. In case RAN2 decides to not send the full NSSAI over RRC, RAN3 would appreciate any feedback relevant to the selection of the solution, e.g.

a. If the assistance information provided by the UE to the RAN during RRC connection establishment is less than the full NSSAI, for example the most important S-NSSAI, or the N most important Slice Types, or other information, does SA2 foresee that this would allow selection of an appropriate AMF in most cases or otherwise trigger an AMF re-route? 
b. If a new indicator is used as assistance information provided by the UE to the RAN during RRC connection establishment, how would this indicator be derived in the UE i.e. would it need to be received by the UE over NAS, e.g. in a similar way as the “accepted NSSAI”? 

c. If it can be assumed that duplication of a list of S-NSSAIs (or any extensive slicing-related information) in both AS and NAS during Attach/Registration procedures can be avoided, e.g. by only conveying such information via AS (Uu and NG-C);

3. Date of Next TSG-RAN3 Meetings:
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