3GPP TSG-RAN WG3#97 
R3-172692
Berlin, Germany, 21-25 August 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.413
	CR
	-
	rev
	-
	Current version:
	0.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	x


	

	Title:

	Correction of TS38.413 about Reflective QoS

	
	

	Source to WG:
	ZTE

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2017-08-10

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14) 
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	To update the QoS related IEs in NGAP, according to the latest QoS related agreements from SA2.

	
	

	Summary of change:
	Update the QoS related IEs in NGAP procedures.

	
	

	Consequences if not approved:
	The QoS related IEs over NG-C interface are not updated.

	
	

	Clauses affected:
	9.3.1.9, 9.3.1.23, 9.3.1.X

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS/TR …CR …

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


======================== start ========================

9.3.1.8
PDU Session Resource Setup List

Editor’s Note: 
The grouping of SM-related IEs using an NGAP SM container transparent to the AMF is subject to confirmation. IE structure needs further checking and completion. Further details FFS.

Editor’s Note:
The name PDU Session Resource is to be confirmed. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Setup Item IEs
	
	1 ..  <maxnoof PDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID [FFS]
	M
	
	<ref>
	
	-
	

	>>S-NSSAI 
	O
	
	<ref>
	
	-
	

	>>PDU Session Setup Request Transfer 
	O
	
	<ref>
	This IE includes a container from the SMF to the RAN node transparently to the AMF as per section <ref>.
	-
	


9.3.1.9
PDU Session Setup Request Transfer

Editor’s Note:
This IE is transparent to AMF. IE structure needs further checking and completion. Further details FFS. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Setup Request Transfer
	
	1
	
	
	YES
	reject

	>PDU Session Resource Aggregated Maximum Bitrate
	M
	
	<ref>
	
	-
	

	>Transport Layer Information
	M
	
	<ref>
	
	-
	

	>PDU Session Type [FFS]
	M
	
	<ref>
	eNote: IP, unstructured or Ethernet
	-
	

	>QoS Flows Setup List
	
	1
	
	
	-
	

	>>QoS Flows Setup Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>>QoS Flow Indicator
	M
	
	<ref>
	
	EACH
	reject

	>>>QoS Flow Level QoS Parameters
	O
	
	9.3.1.20
	
	EACH
	reject

	
	
	
	
	
	
	


9.3.1.23
QoS Flow Level QoS Parameters
Editor’s Note:
Further details FFS.

This IE defines the QoS to be applied to a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	O
	
	INTEGER (0..255)
	5G QoS Indicator defined in TS 23.501 [9].

Logical range and coding specified in TS 23.501 [9].
eNote: Coding is FFS. Presence is FFS (probably not needed if the Non standardised QoS Flow descriptor is present. Could also be realised as a choice with the Non standardised QoS Flow descriptor.)
	-
	

	Allocation and Retention Priority
	O
	
	<ref>
	eNote: Details are FFS, but expected similar to 4G

Note: presence needs to be checked with latest SA2 status.
	-
	

	Non-standardised QoS Flow descriptor
	O
	
	<ref>
	eNote: The detailed definition of this IE will be included once stage 2 is stable
	-
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (Reflective QoS requested, ...)
	
	
	

	GBR QoS Flow Information
	O
	
	<ref>
	This IE applies to GBR bearers only and shall be ignored otherwise.
	-
	

	Notification Control
	O
	
	ENUMERATED (notification requested, ...)
	eNote: Details to be checked with SA2 progress.
	-
	


9.3.1.X
Non-standardised QoS Flow descriptor
This IE defines the non-standardised 5G QoS characteristics to be applied to a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Resource Type
	M
	
	
	Non-GBR or GBR
	
	

	Priority Level
	M
	
	
	
	
	

	Packet Delay Budget
	M
	
	
	
	-
	

	Packet Error Rate
	M
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