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======================== start ========================
9.2.3
UE Mobility Management Messages

9.2.3.1
HANDOVER REQUIRED

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the source gNB to the AMF to request the preparation of resources at the target.

Direction: gNB ( AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	9.3.1.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	PDU Session Resources To Be Setup List
	
	1
	
	
	-
	

	> PDU Session Resources To Be Setup Item
	
	1 .. <maxnoofPDUSessions>
	
	
	
	

	>>PDU Session ID
	
	
	<reference>
	
	
	

	>>Qos flow list
	
	1
	
	
	
	

	>>>Qos flow item
	
	1 .. <maxnoofQosFlows>
	
	
	
	

	>>>>>QoS Flow ID
	
	
	<reference>
	
	–
	–

	>>>>>Mapped DRB ID
	
	
	9.2.y
	
	–
	–

	Target ID
	M
	
	<ref>
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	<ref>
	
	YES
	ignore

	Source to Target Transparent Container
	M
	
	<ref>
	
	YES
	reject


9.2.3.2
HANDOVER COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
Whether the SMF related information should be grouped in a container is FFS.

This message is sent by the AMF to inform the source gNB that resources for the handover have been prepared at the target side.

Direction: AMF( gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Handover Type
	M
	
	<ref>
	
	YES
	reject

	PDU Sessions Subject to Forwarding List
	
	0..1
	
	
	YES
	ignore

	>PDU Sessions Subject to Forwarding Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	PDU Sessions to Release List
	O
	
	<ref>
	
	YES
	ignore

	Target to Source Transparent Container
	M
	
	<ref>
	
	YES
	reject


9.2.3.3
HANDOVER PREPARATION FAILURE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to inform the source gNB that the Handover Preparation has failed.

Direction: AMF ( gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


9.2.3.4
HANDOVER REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
Whether the SMF related information should be grouped in a container is FFS.

This message is sent by the AMF to the target gNB to request the preparation of resources.

Direction: AMF ( gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	<ref>
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	PDU Sessions To Be Setup List
	
	1
	
	
	YES
	reject

	>PDU Sessions To Be Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>Transport Layer Address
	M
	
	<ref>
	
	-
	

	>>GTP-TEID
	M
	
	<ref>
	To deliver UL PDUs.
	-
	

	>>Qos flow list
	
	1
	
	
	
	

	>>>Qos flow item
	
	1 .. <maxnoofQosFlows>
	
	
	
	

	>>>>QoS Flow Level Parameters
	
	
	9.2.1
	
	–
	–

	>>>>Mapped DRB ID
	
	
	9.2.y
	
	–
	–

	Source to Target Transparent Container
	M
	
	<ref>
	
	YES
	reject

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore


9.2.3.5
HANDOVER REQUEST ACKNOWLEDGE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
Whether the SMF related information should be grouped in a container is FFS.

This message is sent by the target gNB to inform the AMF about the prepared resources at the target.

Direction: gNB ( AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	gNB UE NGAP ID
	M
	
	9.3.3.2
	Allocated at the target gNB.
	YES
	ignore

	PDU Sessions Admitted List
	
	1
	
	
	YES
	ignore

	>PDU Sessions Admitted Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	ignore

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>Transport Layer Address
	M
	
	<ref>
	
	-
	

	>>GTP-TEID
	M
	
	<ref>
	To deliver DL PDUs.
	-
	

	>>Qos flow Admitted list
	
	1
	
	
	
	

	>>>Qos flow Admitted Item
	
	1 .. <maxnoofQosFlows>
	
	
	
	

	>>>> Admitted Qos flow ID
	
	
	<reference>
	
	–
	–

	PDU Sessions Failed to Setup List
	O
	
	<ref> 
	
	YES
	ignore

	>PDU Sessions Not Admitted Item
	
	1 .. <maxnoofPDUSessions>
	
	
	
	

	>> Not Admitted PDU Session ID
	M
	
	<reference>
	
	
	

	>>Qos flow Not Admitted list
	
	1
	
	
	
	

	>>>Qos flow Not Admitted Item
	
	1 .. <maxnoofQosFlows>
	
	
	
	

	>>>> Not Admitted Qos flow ID
	
	
	<reference>
	
	–
	–

	>>>>Cause
	
	
	<reference>
	
	–
	–

	Target to Source Transparent Container
	M
	
	<ref>
	
	YES
	reject


9.2.3.6
HANDOVER FAILURE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the target gNB to inform the AMF that the preparation of resources has failed.

Direction: gNB ( AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.3.7
HANDOVER NOTIFY

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the target gNB to inform the AMF that the UE has been identified in the target cell and the handover has been completed.

Direction: gNB ( AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Target Cell ID
	M
	
	<ref>
	
	YES
	ignore

	TAI
	M
	
	<ref>
	
	YES
	ignore


9.2.3.8
PATH SWITCH REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
The split of this message using an NGAP SM container transparent to the AMF is subject to confirmation.

This message is sent by the gNB to inform the AMF of the new serving gNB and to transfer some NG-U DL tunnel termination point(s) to the SMF via the AMF for one or multiple PDU sessions.
Direction: gNB ( AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Source AMF UE NGAP ID
	M
	
	AMF UE NGAP ID

9.3.3.1
	
	YES
	reject

	User Location Information (FFS)
	M
	
	<ref>
	
	YES
	ignore

	UE Security Capabilities
	M
	
	<ref>
	
	YES
	ignore

	PDU Sessions To Be Switched in Downlink List
	
	1
	
	
	YES
	reject

	>PDU Sessions Switched in Downlink Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>Transport Layer address
	M
	
	Included in PDU Session Switch Request Transfer??
	
	-
	

	>>GTP-TEID
	M
	
	
	To deliver DL PDUs.
	-
	

	>> S-NSSAI (FFS)
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Request Transfer
	M
	
	<ref>
	This IE includes a container from the RAN to the SMF node transparently to the AMF.
	-
	


9.2.3.9
PATH SWITCH REQUEST ACKNOWLEDGE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
The split of this message using two NGAP SM containers transparent to the AMF is subject to confirmation.

This message is sent by the AMF to inform the gNB that the path switch has been successfully completed in the 5GS.

Direction: AMF ( gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Security Context
	M
	
	<ref>
	
	YES
	ignore

	PDU Sessions To Be Switched in Uplink List
	
	0..1 
	
	
	YES
	reject

	>PDU Sessions Switched in Uplink Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>Transport Layer Address
	M
	
	Included in PDU Session Switch Uplink Transfer??
	
	-
	

	>>GTP-TEID
	M
	
	
	
	-
	

	>>S-NSSAI (FFS)
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Uplink Transfer
	M
	
	<ref>
	This IE includes a container from the SMF to the RAN node transparently to the AMF.
	-
	

	PDU Sessions Released List
	
	0..1
	
	
	YES
	reject

	>PDU Sessions Released Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>S-NSSAI (FFS)
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Response Transfer
	M
	
	<ref>
	This IE includes a container from the SMF to the RAN node transparently to the AMF.
	-
	

	>>Qos flow Not Admitted list
	
	1
	
	
	
	

	>>>Qos flow Not Admitted Item
	
	1 .. <maxnoofQosFlows>
	
	
	
	

	>>>> Not Admitted Qos flow ID
	
	
	<reference>
	
	–
	–

	>>>>Cause
	
	
	<reference>
	
	–
	–

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


---------------------------------------- skip unchanged ---------------------------------------

9.3.1.x
Handover Type

This IE indicates which kind of handover was triggered in the source side.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Type
	M
	
	ENUMERATED (IntraNR, NRto5GCLTE, NRtoEPCLTE)
	


======================== end ========================
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