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1
Introduction
At RAN3 NR adhoc meeting, it was discussed how UE context is created. This paper discusses it and provides the Text Proposals in [1] and [2].

2
Discussion
There is a following FFS in F1 UE context management function.

====
10.3.2.2.8
F1 UE context management function

The F1 UE context management function supports the establishment of the necessary overall initial UE context.

The establishment of the F1 UE context is initiated by the gNB-CU and accepted or rejected by the gNB-DU based on admission control criteria (e.g., resource not available).

The F1 UE context management function also supports the release of the context previously established in the gNB-DU. The release of the context is triggered by the gNB-CU either directly or following a request received from the gNB-DU.

Editor’s note: What is UE context needs to be clarified.

====
UE context in gNB-DU is associated with gNB-CU UE F1AP ID. From F1 interface perspective, no further UE context is required in the gNB-DU. Therefore, we propose to add clarification text “F1 UE context is created when gNB-CU UE F1AP ID is provided to the gNB-DU for the UE”, and remove this FFS. The detailed parameters should be discussed once stage 2 procedures are stable.
Proposal 1: It is proposed to add clarification text “F1 UE context is created when gNB-CU UE F1AP ID is provided to the gNB-DU for the UE”, and remove this FFS from F1 UE context management function. The detailed parameters should be discussed once stage 2 procedures are stable.
Proposal 2: It is proposed to agree on the TP for TS 38.401 and TS 38.473 provided in [1] and [2], respectively.

3
Conclusions
Proposal 1: It is proposed to add clarification text “F1 UE context is created when gNB-CU UE F1AP ID is provided to the gNB-DU for the UE”, and remove this FFS from F1 UE context management function. The detailed parameters should be discussed once stage 2 procedures are stable.
Proposal 2: It is proposed to agree on the TP for TS 38.401 and TS 38.473 provided in [1] and [2], respectively.
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