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	Other comments:
	


<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
9.1.1.7
RAN PAGING
This message is sent by the gNB1 to gNB2 to page a UE.

Direction: gNB1 ( gNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	reject

	UE Identity Index Value
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	reject

	UE Paging Identity
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	ignore

	Paging DRX
	M
	
	
	Editor’s Note: IE type is FFS.
	YES
	ignore

	RAN Paging Area
	M
	
	9.2.xx
	Editor’s Note: IE type is FFS.
	YES
	reject

	Paging Priority[FFS]
	O
	
	
	
	YES
	ignore

	Assistance Data for Paging[FFS]
	O
	
	
	
	YES
	ignore


Editor’s Note: Message structure and IEs need further checking and completion. Further details FFS. 

<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
9.2.xx
RAN Paging Area
The RAN Paging Area IE is used by the gNB to know in which areas to page the UE. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE RAN Paging Area
	
	
	
	

	    > Cells List 
	
	<1 .. maxnoofPagingAreaCells >
	
	

	        >> NCGI
	M
	
	<Reference>
	

	    > RAN Area List
	
	<1 .. maxnoofPagingAreaRNAs >
	
	

	        >>RAN Area ID
	M
	
	<Reference>
	

	
	
	
	
	


	Range bound
	Explanation

	maxnoofPagingAreaCells
	Maximum no. of Cells in the RAN Paging Area, Value is FFS.

	maxnoofPagingAreaRNAs
	Maximum no. of Cells in the RAN Paging Area, Value is FFS.


Editor’s Note: The definition of NCGI and RAN Area ID are FFS.
<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
