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1
Introduction

This is the stage 3 TP following discussions on R3-172810.
2
TP for stage 3 (38.473)

<<<<<<<<<<<<<<<<<<<< Begin Text Proposal  >>>>>>>>>>>>>>>>>>>>
8
F1AP procedures

8.1
List of F1AP Elementary procedures

Editor’s note: The naming of the procedures and messages below is FFS.

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	System Information Transport Command
	SYETEM INFORMATION TRANSPORT REQUEST
	SYETEM INFORMATION TRANSPORT RESPONSE
	SYETEM INFORMATION TRANSPORT FAILURE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	System Information Transport
	SYSTEM INFORMATION TRANSPORT

	
	

	
	

	
	

	
	


<<<<<<<<<<<<<<<<<<<< Second Text Proposal  >>>>>>>>>>>>>>>>>>>>
8.x.4
System information transport
8.x.4.1
General

This procedure is used to transfer the RRC message corresponding to other system information from gNB-CU to gNB-DU.
8.X.4.2
Successful Operation
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Figure 8.X.4-1: System Information Transport
The gNB-CU use SYSTEM INFORMATION TRANSPORT message to send a RRC message for other SIBs to  gNB-DU.
8.X.4.3
Abnormal Conditions

Editor’s Note:
Further details are FFS
8.x.5
System information transport Command
8.x.5.1
General

This procedure is used for CU to request DU to broadcast specific SI.
8.X.5.2
Successful Operation
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Figure 8.X.5-1: System Information Transport Command,successful operation
The gNB-CU use SYSTEM INFORMATION TRANSPORT REQUEST message request the broadcast of system information to support ON-Demand system information transfer.If gNB-DU could perform the broadcast of the system information,it should respond with SYSTEM INFORMATION TRANSPORT RESPONSE message.
8.X.5.3
Failure Operation
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Figure 8.X.5 -2: System Information Transport Command,unsuccessful operation
If gNB-DU could not perform the broadcast of the system information,it should respond with SYSTEM INFORMATION TRANSPORT FAILURE message.

8.X.4.3
Abnormal Conditions

Editor’s Note:
Further details are FFS
<<<<<<<<<<<<<<<<<<<< Third Text Proposal  >>>>>>>>>>>>>>>>>>>>
9.1.X
Messages for System information transport Procedures

9.1.X.1 SYSTEM INFORMATION TRANSPORT
This message is sent by the gNB-CU to the gNB-DU to broadcast system information to UE.

Direction: gNB-CU ( gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	NCGI
	M
	
	
	
	
	

	System Information list
	
	
	
	
	
	

	>System Information item IE
	
	1 .. <maxnoof SI>
	
	
	
	

	>>RRC Message Container
	M
	
	
	Includes the system information message to be broadcasted.  
	
	

	>>Sequence Number of the SI
	
	
	INTEGER (0..maxnoofSI -1)
	
	
	

	ValueTag
	O
	
	
	
	
	

	
	
	
	
	
	
	


9.1.X.2 SYSTEM INFORMATION TRANSPORT REQUEST

This message is sent by the gNB-CU to the gNB-DU to request the broadcast of system information.

Direction: gNB-CU ( gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	NCGI
	M
	
	
	
	
	

	List of the Requested SI
	
	
	
	
	
	

	>Requested SI Item IE
	
	1 .. <maxnoof SI>
	
	
	
	

	>>Sequence Number of the SI
	M
	
	INTEGER (0..maxnoofSI -1)
	
	
	


9.1.X.3 SYSTEM INFORMATION TRANSPORT RESPONSE

This message is sent by the gNB-DU to inform gNB-CU  of the successful broadcast of system information.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	NCGI
	M
	
	
	
	
	

	List of the successfully Broadcasted  SI
	
	
	
	
	
	

	>Broadcasted SI Item IE
	
	1 .. <maxnoof SI>
	
	
	
	

	>>Sequence Number of the SI
	M
	
	INTEGER (0..maxnoofSI -1)
	
	
	


9.1.X.4 SYSTEM INFORMATION TRANSPORT FAILURE

This message is sent by the gNB-DU to inform gNB-CU that  broadcast of system information failed.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	NCGI
	M
	
	
	
	
	

	Cause
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