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1 Introduction

This is a text proposal for en-gNB addition based on discussion in [1]. 
2 Text Proposal for TS38.401
---------------------------- Start of TP ---------------------------
8.X
Multi-Connectivity operation
8.X.1 Secondary Node Addition
8.X.1.1 EN-DC
This section gives the en-gNB addition procedure given that en-gNB consists of en-gNB-CU and en-gNB-DU(s), as shown in Figure 8.X.1.1-1. 
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Figure 8.X.1.1-1 en-gNB addition procedure

1~8: refer to TS37.340

a1: en-gNB-CU performs admission control, selects PSCell and SCG SCell(s) according to the measurement results received in Step 1. Then, it sends the UE CONTEXT SETUP REQUEST message to en-gNB-DU to create UE context, including the selected PSCell and SCG SCell(s), information on data radio bearers (e.g., bearer ID, QoS related information, MeNB GTP Tunnel Endpoint for MCG split bearer, en-gNB-CU GTP Tunnel Endpoint for SCG split bearer and SCG bearer, etc), low layer configurations for each bearer (e.g., RLC/logical channel configuration), etc.

a2: en-gNB-DU performs admission control and low layer configuration for each accepted bearer, configures the selected PSCell and SCG SCell(s), setup UE context. Then, it sends the UE CONTEXT SETUP RESPONSE message to en-gNB-CU, including the accepted/rejected data radio bearers, en-gNB DU GTP Tunnel Endpoint, etc.
---------------------------- End of TP ---------------------------
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