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1 Introduction
Based on the discussion in [1], this contribution proposes text proposal for TS 38.300 on data forwarding.
START OF CHANGE

X.Y.Z
Data forwarding

During handover, the source gNB may forward in order the buffered downlink PDCP SDUs with PDCP SN to the target gNB per DRB level. In addition, the source gNB shall send the PDCP SN and HFN status to the target gNB. The PDCP entity of target gNB will begin to transmit the new packets received from SDAP entity to UE after transmission of forwarded PDCP SDUs. The DL PDCP SDU with the maximum PDCP SN will be regarded as the last PDCP SDU in the forwarding data.

The source gNB may forward in order the buffered downlink SDAP SDUs to the target gNB per PDU session level. The QFI of the DL SDAP SDU together with SDAP SDU is forwarded to the target gNB. The SDAP entity of target gNB should route the forwarded SDAP SDUs from Xn-U to DRBs before routing the packets from NG-U.

Two types of GTP-U tunnels for the Xn data forwarding:

 -
GTP-U tunnels per DRB level for the forwarding of PDCP SDUs. The PDCP SN of forwarded SDUs is carried in the GTP-U extension header; and 

-
GTP-U tunnels per PDU session level for the forwarding of DL SDAP SDUs. The QFI and RQI (if any) of forwarded SDAP SDUs is carried in the encapsulated header. 
END OF CHANGE
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