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1 Introduction
This document reflects the offline discussion agreements to the following comeback.
CB: # 12_ContentQoSFlowParams423

-  incorporate comments

- if no agreement on ARP handling, keep status quo

(HW)

R3-173337 (HW pcR)
And this document includes the following agreed Qos parameters related modifications to 38.423:
-
Add UE Aggregate Maximum Bit Rate IE in section 9.1.1.1 HANDOVER REQUEST message;

-
Remove FFS on 5QI in section 9.2.1 QoS Flow Level Parameters.
-
Define the maximum value  of bit rate in 9.2.3, and remove the FFS.
-
Define Allocation and Retention Priority IE in section 9.2.X (new);

-
Define Non-standardised QoS Flow Descriptor IE in section 9.2.Y (new);

Text Proposal for TS 38.423

START OF CHANGE

9.1.1.1
HANDOVER REQUEST
This message is sent by the source NG-RAN node to the target NG-RAN node to request the preparation of resources for a handover.

Direction: source NG-RAN node ( target NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	Old NG-RAN node UE XnAP ID reference
	M
	
	<reference>
	Allocated at the source NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	reject

	Target Cell ID
	M
	
	<reference>
	Includes either a E-UTRA or NR Cell ID
	YES
	reject

	AMF Identification
	M
	
	<reference>
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>NG-C UE associated Signalling reference
	M
	
	<reference>
	Allocated at the AMF on the source NG-C connection

Editor’s Note: This IE is FFS.
	-
	

	>Security Related Information
	M
	
	<reference>
	Pending SA3
	-
	

	>UE Aggregate Maximum Bit Rate
	M
	
	FFS 
	
	-
	

	>PDU Session Resources To Be Setup List
	
	1
	to be further detailed
	Similar to NG-C signalling, containing UL tunnel information per PDU Session Resource;

and in addition the source side QoS flow ( DRB mapping
	-
	

	>> PDU Sessions Resources To Be Set Item IEs
	
	
	1 .. <maxnoofPDUSessions>
	
	
	

	>>>PDU Session ID
	
	
	<reference>
	
	
	

	>>>NG GTP Tunnel Endpoint
	
	
	<reference>
	Includes Transport Layer Address and TEID
	
	

	>>>Qos flow list
	
	
	
	
	
	

	>RRC Context
	M
	
	OCTET STRING
	Includes reference to either TS 36.331 or TS 38.331, depending on the kind of intra-system HO.
	-
	

	>Handover Restriction List
	O
	
	<reference>
	
	-
	


NEXT CHANGE


9.2.1
QoS Flow Level Parameters
This IE defines the QoS to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	O 
	
	INTEGER (0..255)
	5G QoS Indicator defined in TS 23.501 [7].

Logical range and coding specified in TS 23.501 [7].


	–
	

	Allocation and Retention Priority
	M 
	
	9.2X
	Note: presence needs to be checked with latest SA2 status.
	–
	

	Non-standardised QoS Flow descriptor
	O
	
	9.2.Y
	 
	-
	

	GBR QoS Flow Information
	O
	
	9.2.2
	This IE applies to GBR bearers only and shall be ignored otherwise.
	–
	

	Notification Control
	O
	
	ENUMERATED {notification requested, ...}
	Editor’s Note: Details to be checked with SA2 progress.
	
	


NEXT OF CHANGE


9.2.3
Bit Rate

This IE indicates the number of bits delivered by NG RAN in UL or to NG RAN in DL within a period of time, divided by the duration of the period. It is used, for example, to indicate the maximum or guaranteed bit rate for a GBR QoS flow, or an aggregated maximum bit rate.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bit Rate
	M
	
	INTEGER (0..4,000,000,000,000,…)
	The unit is: bit/s




NEXT OF CHANGE


9.2.X  Allocation and Retention Priority

This IE specifies the relative importance compared to other QoS flows for allocation and retention of the NR RAN resource.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Allocation/Retention Priority
	
	
	
	

	>Priority Level
	M
	
	INTEGER (0..15)
	Desc.: This defines the relative importance of a resource request. (see TS 23.501 [7]).

Usage:

Values between 1 and 15 are ordered in decreasing order of priority, i.e., 1 is the highest and 15 is  the lowest.

	>Pre-emption Capability
	M
	
	ENUMERATED(shall not trigger pre-emption, may trigger pre-emption)
	Desc.: This IE indicates the pre-emption capability of the request on other QoS flows

Usage: 

The QoS flow shall not pre-empt other QoS flow or, the QoS flow may pre-empt other QoS flows

The Pre-emption Capability indicator applies to the allocation of resources for a QoS flow and as such it provides the trigger to the pre-emption procedures/processes of the gNB.

	>Pre-emption Vulnerability
	M
	
	ENUMERATED(not pre-emptable, pre-emptable)
	Desc.: This IE indicates the vulnerability of the QoS flow to preemption of other QoS flows.

Usage:

The QoS flow shall not be pre-empted by other QoS flows or the QoS flow may be pre-empted by other QoS flows.

Pre-emption Vulnerability indicator applies for the entire duration of the QoS flow, unless modified and as such indicates whether the QoS flow is a target of the pre-emption procedures/processes of the gNB.


9.2.Y  Non-standardised QoS Flow descriptor

This IE defines the non-standardised 5G QoS characteristics for a QoS flow for downlink and uplink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Non-standardised QoS Flow descriptor
	
	
	
	

	> Resource Type
	M
	
	ENUMERATED(GBR, Non-GBR)
	

	> Priority level
	M
	
	<reference>
	Note: Details are FFS

	> Packet Delay Budget
	M
	
	<reference>
	Note: Details are FFS

	> Packet Error Rate
	M
	
	<reference>
	Note: Details are FFS

	> Averaging window
	M
	
	<reference>
	Note: Details are FFS


END OF CHANGE
