3GPP TSG-RAN WG3 Meeting #97
R3-173413
Berlin, Germany, 21 - 25 August 2017
Title:
Way Forward on support of delta signaling
Source:
Huawei
Agenda item:
10.8.1.3
Document for:
Discussion and Decision
1
Introduction
Based on the agreement in RAN2, the delta signalling at MN initiated SN change needs to be supported. In that case, the MN needs to have the current SCG configuration in SN. Therefore, two options were proposed in RAN2 as followings:

1) MN queries SN for the current SCG configuration.

2) SN provides the current SCG configuration to the MN upon update.

2
Way Forward
Two contributions were presented in RAN3#97 in [1][2]. The corresponding solutions are:

Solution 1:

· Define a new procedure between MN and Source SN to support the MN-initiated SN change:

This is to let MN query the SN whether there is updated SCG configuration to be sent to MN.
Solution 2:

· SN provides the current SCG configuration to the MN by reusing the existing SN initiated SN modification procedure.

This is to let SN provide the SCG config when there is any update.
Compared the above two solutions, some companies think a new procedure is not needed to support the transmission of SCG config from MN to SN. However, some concerns were raised in solution 2 SN may send the updated SCG configuration to MN too frequently if upon update.

During the offline, an alternative was proposed, e.g., Solution 3, i.e., reuse the MN initiated SN change existing procedure for the purpose of querying SN to send the SCG configuration if required. The purpose is same as solution 1, but no new procedure will be introduced.
The solution will be down-selected in the next meeting.
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