Page 1



3GPP TSG-RAN WG3 Meeting #97
R3-173457
Berlin, Germany, 20-26 Aug 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.300
	CR
	xxxx
	rev
	-
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Baseline CR for Rel.15 NR (RAN3 part)

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, ZTE

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2017-08-30

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The CR introduces NR changes of Rel.15 (RAN3 part).

	
	

	Summary of change:
	The CR covers following TPs endorsed at RAN3#97:

R3-172698: “Addition of a reference to the EN DC procedures”

R3-173341: “Introduction of inter-RAT ANR towards NR cells”

R3-172654: “Correction of 36.300 about Roaming and Access Restriction”

	
	

	Consequences if not approved:
	Support for Rel.15 NR is incomplete.

	
	

	Clauses affected:
	2, 10.1.2.H (new), 10.4a, 20.2.1, 20.2.2, 22.3.2a, 22.3.4a (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


	First change, omitted text not changed


2
References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[XX]
3GPP TS 37.340: " Evolved Universal Terrestrial Radio Access (E-UTRA) and NR; Multi-connectivity".
	Next change, omitted text not changed


10.1.2.H
EN-DC Operation

Procedures to support EN-DC Operation are described in TS 37.340 [XX].
	Next change, omitted text not changed


10.4a
Roaming and Access Restrictions

The roaming and access restriction information for a UE includes information on restrictions to be applied for subsequent mobility action during ECM-CONNECTED state. It includes the Serving PLMN and may include a list of equivalent PLMNs and other information. It may be provided by the MME at context setup over the S1 interface, and may be updated by the MME during S1 Handover, and when sending NAS Downlink messages.

NOTE:
In case of GWCN network sharing scenario, the roaming and access restriction information should always be provided by the MME to the eNBs.

Upon receiving the roaming and access restriction information for a UE, the eNB shall store it and thereafter it should use it to determine whether to apply restriction handling for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO, if applicable [17] [23]. If the roaming and access restriction information is not available at the eNB, the eNB shall consider that there is no restriction for subsequent mobility actions.

Only if received via S1 signalling or X2 signalling, the roaming and access restriction information for a UE shall be propagated by the source eNB over X2 at intra E-UTRAN handover. For the case when the X2 handover results in a change of serving PLMN (to an equivalent PLMN), the source eNB shall replace the Serving PLMN with the identity of the target PLMN and move the Serving PLMN to the equivalent PLMN list, before propagating the roaming and access restriction information.

SCG selection for DC at the MeNB is based upon roaming and access restriction information. If the roaming and access restriction information is not available at the MeNB, the MeNB shall consider that there is no restriction for the SCG selection. In case of RAN sharing scenarios, the MeNB selects the serving PLMN ID of the SCG and provides it to the SeNB.
SCG (re)selection for EN-DC at the SgNB is based on roaming and access restriction information in SgNB. If roaming and access restriction information is not available at the SgNB, the SgNB shall consider that there is no restriction for SCG (re)selection. Therefore, MeNB needs to convey the up-to-date roaming and access restriction information to SgNB via X2AP messages.
	Next change, omitted text not changed


20.2.1
X2-CP Functions

The X2AP protocol supports the following functions:
-
Intra LTE-Access-System Mobility Support for UE in ECM-CONNECTED:

-
Context transfer from source eNB to target eNB;

-
Control of user plane tunnels between source eNB and target eNB;
-
Handover cancellation.
-
Support of DC for UE in ECM-CONNECTED:
-
Establishment, Modification and Release of a UE context at the SeNB;

-
Control of user plane tunnels between MeNB and SeNB for a specific UE for split bearer and data forwarding;
-
Provision of the TNL information of the S1 user plane tunnels for SCG bearers.
-
Support of EN-DC for UE in ECM-CONNECTED:
-
Establishment, Modification and Release of a UE context at the SgNB;

-
Control of user plane tunnels between MeNB and SgNB for a specific UE for split bearer, SCG split bearer and data forwarding;
-
Provision of the TNL information of the S1 user plane tunnels for SCG bearers and SCG split bearers.
-
Support of inter-eNB UE Context Resume:
-
Retrieval of UE context for a UE which attempts to resume its RRC connection in an eNB different from where the RRC connection was suspended.

-
Load Management;

-
General X2 management and error handling functions:

-
Error indication;

-
Setting up the X2;

-
Resetting the X2;

-
Updating the X2 configuration data;

-
X2 Release;

-
X2AP Message Transfer;

-
Registration;

-
X2 Removal.

-
Mobility failure event notification and information exchange in support of handover settings negotiation;

-
Energy Saving. This function allows decreasing energy consumption by enabling indication of cell activation/deactivation.
	Next change, omitted text not changed


20.2.2.5
Error Indication procedure

The Error Indication procedure is initiated by an eNB or gNB to signal to a peer eNB or gNB an error situation in a received message, provided it cannot be reported by an appropriate failure message.



[image: image2.emf] 

X2 - AP:  ERROR INDICATION  

eNB /   /gNB  

eNB /   /gNB  


Figure 20.2.2.5-1: Error Indication procedure
	Next change, omitted text not changed


20.2.2.7
X2 Setup procedure

The purpose of the X2 Setup procedure is to exchange application level data needed for two eNBs or and eNB and gNB to interoperate correctly over the X2 interface.
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Figure 20.2.2.7-1: X2 Setup procedure

20.2.2.8
eNB Configuration Update procedure

The purpose of the eNB Configuration Update procedure is to update application level configuration data needed for two eNBs or an eNB and a gNB to interoperate correctly over the X2 interface.
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Figure 20.2.2.8-1: eNB Configuration Update procedure

20.2.2.9
Reset procedure

The Reset procedure is initiated by an eNB or a gNB to align the resources with a peer eNB or a gNB in the event of an abnormal failure. The procedure resets the whole X2 interface.
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Figure 20.2.2.9-1: Reset procedure
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20.2.2.A
SgNB Addition Preparation procedure

The SgNB Addition Preparation procedure is initiated by the MeNB to request the SgNB to allocate resources for EN-DC operation for a specific UE.
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Figure 20.2.2.A-1: SgNB Addition Preparation procedure

The MeNB sends an SGNB ADDITION REQUEST message to the SgNB including the bearers for which EN-DC shall be configured.

In case resource allocation at the SgNB has been performed successfully, the SgNB responds with an SGNB ADDITION REQUEST ACKNOWLEDGE message, which includes radio interface related information, successfully established and failed to be established bearers for EN-DC.
In case the SgNB addition is not successful (e.g. no resources are available on the SgNB side) the SgNB responds with the SGNB ADDITION REJECT message instead.
20.2.2.G
SgNB Reconfiguration Completion procedure

The SgNB Reconfiguration Complete procedure is initiated by the MeNB to indicate to the SgNB that the UE has been successfully configured with the requested SgNB radio configuration.
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Figure 20.2.2.G-1: SgNB Reconfiguration Completion procedure

The same procedure is also used by the MeNB to indicate that the MeNB finally decided to not request the UE to apply the radio configuration requested by the SgNB.

The SgNB Reconfiguration Completion procedure is used in the course of an SgNB Addition and in the course of an MeNB initiated SgNB Modification if the MeNB initiated SgNB Modification requires signalling towards the UE.

20.2.2.B
MeNB initiated SgNB Modification Preparation procedure

The MeNB initiated SgNB Modification Preparation procedure is initiated by the MeNB to request the SgNB to modify resources allocated for a specific UE at the SgNB.
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Figure 20.2.2.B-1: MeNB initiated SgNB Modification Preparation procedure

The MeNB initiated SgNB Modification does not necessarily result in communication towards the UE.

In case resource modification at the SeNB has been performed successfully, the SgNB responds with an SGNB MODICATION REQUEST ACKNOWLEDGE message.
In case the SgNB modification is not successful (e.g. no resources are available on the SgNB side), the SgNB responds with the SGNB MODIFICATION REQUEST REJECT message instead.
20.2.2.C
SgNB initiated SgNB Modification Preparation procedure

The SgNB initiated SgNB Modification Preparation procedure is initiated to request the modification of the UE context at the SgNB.
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Figure 20.2.2.C-1: SgNB initiated SgNB Modification procedure

The SgNB initiated SgNB Modification does not necessarily result in communication towards the UE.

If the MeNB decides to not follow the SgNBs request it replies with an SGNB MODIFICATION REFUSE message.
20.2.2.D
MeNB initiated SgNB Release procedure

The MeNB initiated SgNB Release procedure is triggered by the MeNB to initiate the release of the resources for a specific UE at the SgNB.
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Figure 20.2.2.D-1: MeNB initiated SeNB Release procedure
20.2.2.E
SgNB initiated SgNB Release procedure

The SgNB initiated SgNB Release procedure is triggered by the SgNB to initiate the release of the resources for a specific UE at the SgNB.
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Figure 20.2.2.E-1: SgNB initiated SgNB Release procedure

20.2.2.F
SgNB initiated SgNB Change procedure

The SgNB initiated SgNB Change procedure is triggered by the SgNB to initiate the transfer of the resources for a specific UE at the SgNB to another SgNB.
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Figure 20.2.2.E-1: SgNB initiated SgNB Change procedure

In case the transfer of the UE context to the target SgNB has been performed successfully, the MeNB responds with an SGNB CHANGE CONFIRM message.
If the MeNB is not able to transfer the UE context to the target SgNB, it replies with an SGNB CHANGE FAILURE message.
	Next change, omitted text not changed


22.3.2a
Automatic Neighbour Relation Function

The purpose of the Automatic Neighbour Relation (ANR) function is to relieve the operator from the burden of manually managing Neighbour Relations (NRs). Figure 22.3.2a-1 shows ANR and its environment:


[image: image16.emf]Neighbour 

Detection 

Function

Internal 

Iinformation

RRC

Mrmnt 

reports

Mrmnt 

requests

A

d

d

/

U

p

d

a

t

e

 

N

e

i

g

h

b

o

r

 

R

e

l

a

t

i

o

n

s

N

R

 

r

e

p

o

r

t

ANR function

eNB

O&M

NR

add

NRT

Managemnt 

Function

Neighbour

Removal

Function

NR

remove

NR

update

Neighbor Relation Table

1

2

TCI

3

No 

Remove

TCI#1

TCI#1

No HO No X2

O&M controlled

Neighbour Relation Attributes

Neighbour Relation

NR

TCl#1


Figure 22.3.2a-1: Interaction between eNB and O&M due to ANR

The ANR function resides in the eNB and manages the conceptual Neighbour Relation Table (NRT). Located within ANR, the Neighbour Detection Function finds new neighbours and adds them to the NRT. ANR also contains the Neighbour Removal Function which removes outdated NRs. The Neighbour Detection Function and the Neighbour Removal Function are implementation specific.

A Neighbour Cell Relation (NCR) in the context of ANR is defined as follows:

An existing Neighbour Relation from a source cell to a target cell means that eNB controlling the source cell:

a)
Knows the ECGI/CGI and PCI of the target cell.

b)
Has an entry in the Neighbour Relation Table for the source cell identifying the target cell.

c)
Has the attributes in this Neighbour Relation Table entry defined, either by O&M or set to default values.

For each cell that the eNB has, the eNB keeps a NRT, see Figure 22.3.2a-1. For each NCR, the NRT contains the Target Cell Identifier (TCI), which identifies the target cell. For E-UTRAN, the TCI corresponds to the E-UTAN Cell Global Identifier (ECGI) and Physical Cell Identifier (PCI) of the target cell. Furthermore, each NCR has three attributes, the NoRemove, the NoHO and the NoX2 attribute. These attributes have the following definitions:

-
No Remove: If checked, the eNB shall not remove the Neighbour Cell Relation from the NRT.

-
No HO: If checked, the Neighbour Cell Relation shall not be used by the eNB for handover reasons.

-
No X2: If checked, the Neighbour Relation shall not use an X2 interface in order to initiate procedures towards the eNB parenting the target cell.

Neighbour Cell Relations are cell-to-cell relations, while an X2 link is set up between two eNBs. Neighbour Cell Relations are unidirectional, while an X2 link is bidirectional.

NOTE:
The neighbour information exchange, which occurs during the X2 Setup procedure or in the eNB Configuration Update procedure, may be used for ANR purpose.

The ANR function also allows O&M to manage the NRT. O&M can add and delete NCRs. It can also change the attributes of the NRT. The O&M system is informed about changes in the NRT.
22.3.4a
Automatic Neighbour Relation Function towards NR 

The ANR function described in section 22.3.2 and 22.3.4 applies towards NR with enhancements as follows:

An existing NCR from a source E-UTRA cell to a target NR cell means that eNB controlling the source cell knows the NCGI and PCI of the target cell.
An X2 link may be set up between eNB and en-gNB. The NoRemove, the NoHO and the NoX2 attributes apply when the en-gNB parents the target cell. 
Each E-UTRA cell contains an Inter Frequency Search list. This list contains all frequencies that shall be searched.

The PCI is defined by the carrier frequency and NR-PCI.
NOTE:
In the present version of the specification, the eNB may use the PCI reported by the UE to look up NCGI, TAC and supported PLMN-ID(s) in O&M provisioned information or in information received on the X2 interface.
	Remaining text not changed
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