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1. Introduction
At RAN3#97 in Berlin, the baseline for TS38.423 was agreed.
For the S-NG-RAN node initiated S-NG-RAN node Modification procedure, so far per current baseline TS38.423, S-NG-RAN node cannot modify actively the PDU sessions anchored on SCG side, but can only release the PDU sessions with IE “PDU sessions To Be Released Item”. 
Obviously, S-NG-RAN node should be able to modify the PDU sessions anchored on SCG side, e.g. initiates offloading some QoS Flows from SCG to MCG side, change the DRB bearer type for particular QoS Flow, update the NG DL or Xn relevant TNL informations.

Therefore, the existing IE “PDU sessions To Be Modified List” should be included in S-NODE MODIFICATION REQUIRED message. Note: the current baseline S-NODE ADDITION/MODIFICATION REQUEST and S-NODE ADDITION/MODIFICATION REQUEST ACKNOWLEDGE message structures are not correct, pending to further updates, so the change here is only illustrative; IE “PDU sessions To Be Modified List” shall be expanded when IE structure becomes stable.
2. Conclusion
RAN3 is kindly asked to consider following proposals:

Proposal: To endorse the pCR in Annex below.
3. References
[1] TS38.423, Ericsson
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8.3.4
S-NG-RAN node initiated S-NG-RAN node Modification

Editor’s Note: All the text below is FFS.
8.3.4.1
General

This procedure is used by the S-NG-RAN node to modify the UE context in the S-NG-RAN node.

The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: S-NG-RAN node initiated S-NG-RAN node Modification, successful operation.

The S-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUIRED message to the M-NG-RAN node.

When the S-NG-RAN node sends the S-NODE MODIFICATION REQUIRED message, it shall start the timer TDCoverall. 

The S-NODE MODIFICATION REQUIRED message may contain

-
the S-NG-RAN node to M-NG-RAN node Container IE.
-
PDU sessions to be modified within the PDU sessions To Be Modified Item IE;
-
PDU sessions to be released within the PDU sessions To Be Released Item IE;

-
the SCG Change Indication IE.

If the M-NG-RAN node receives a S-NODE MODIFICATION REQUIRED message containing the SCG Change Indication IE, the M-NG-RAN node shall act as specified in xxx.

If the M-NG-RAN node is able to perform the modifications requested by the S-NG-RAN node, the M-NG-RAN node shall send the S-NODE MODIFICATION CONFIRM message to the S-NG-RAN node. The S-NODE MODIFICATION CONFIRM message may contain the M-NG-RAN node to S-NG-RAN node Container IE.

Upon reception of the S-NODE MODIFICATION CONFIRM message the S-NG-RAN node shall stop the timer TDCoverall.
8.3.4.3
Unsuccessful Operation
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Figure 8.3.4.3-1: S-NG-RAN node initiated S-NG-RAN node Modification, unsuccessful operation.

In case the requested modification cannot be performed successfully the M-NG-RAN node shall respond with the S-NODE MODIFICATION REFUSE message to the S-NG-RAN node with an appropriate cause value in the Cause IE.

The M-NG-RAN node may also provide configuration information in the M-NG-RAN node to S-NG-RAN node Container IE.

8.3.4.4
Abnormal Conditions

Void.
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9.1.2.8
S-NODE MODIFICATION REQUIRED

This message is sent by the S-NG-RAN node to the M-NG-RAN node to request the modification of S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore

	SCG Change Indication
	O
	
	<reference>
	
	YES
	ignore

	PDU sessions To Be Modified List
	
	0..1
	
	
	–
	–

	PDU sessions To Be Released List
	
	0..1
	
	
	YES
	ignore

	>PDU sessions To Be Released Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>PDU session ID
	M
	
	<reference>
	
	–
	–

	>>Cause
	M
	
	<reference>
	
	–
	–

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS yy.xxx [x]
Editor’s Note: to be checked with RAN2
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256
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