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<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.2.4
Retrieve UE Context

8.2.4.1
General

Editor’s Note:
The content of this chapter is FFS
The purpose of the Retrieve UE Context procedure is to retrieve the UE context from the NG-RAN node where the UE has been sent to RRC_INACTIVE (old NG-RAN node) and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established from RRC_INACTIVE (new NG-RAN node).

The procedure uses UE-associated signalling.

Editor’s Note:
Details are FFS.

8.2.4.2
Successful Operation

Editor’s Note:
The content of this chapter is FFS
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation

The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node. 

If NAS PDU LIST IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new gNB shall provide it to the UE.
Editor’s Note:
Details are FFS.

8.2.4.3
Unsuccessful Operation

Editor’s Note:
The content of this chapter is FFS
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Figure 8.2.4.3-1: Retrieve UE Context, unsuccessful operation

Editor’s Note:
Details are FFS.

8.2.4.4
Abnormal Conditions

Editor’s Note:
Details are FFS.

<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>
9.1.3.x1
RETRIEVE UE CONTEXT REQUEST

This message is sent by the new gNB to request the old gNB to transfer the UE Context to the new gNB.

Direction: new gNB ( old gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	New gNB UE XnAP ID
	M
	
	gNB UE XnAP ID

<reference>
	Allocated at the new gNB
	YES
	reject

	Resume ID
	M
	
	<reference>
	
	YES
	reject

	ShortMAC-I
	M
	
	<reference>
	
	YES
	reject

	New NR Cell Identifier
	M
	
	<reference>
	The NR Cell Identifier of the cell where the RRC connection has been requested to be resumed.
	YES
	reject


9.1.3.x2
RETRIEVE UE CONTEXT RESPONSE

This message is sent by the old gNB to transfer the UE context to the new gNB.

Direction: old gNB ( new gNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	New gNB UE XnAP ID
	M
	
	gNB UE XnAP ID

<reference>
	Allocated at the new eNB
	YES
	ignore

	Old gNB UE XnAP ID
	M
	
	gNB UE XnAP ID

<reference>
	Allocated at the old eNB
	YES
	ignore

	GUAMFI
	M
	
	<reference>
	
	YES
	reject

	UE Context Information
	
	1
	
	
	YES
	reject

	>AMFUE S1AP ID
	M
	
	<reference>
	AMF UE S1AP ID allocated at the MME
	–
	–

	>UE Security Capabilities
	M
	
	<reference>
	
	–
	–

	>AS Security Information
	M
	
	<reference>
	
	–
	–

	>UE Aggregate Maximum Bit Rate
	M
	
	<reference>
	
	–
	–

	>Subscriber Profile ID for RAT/Frequency priority
	O
	
	<reference>
	
	–
	–

	>PDU Session Resource Setup List

	M
	
	9.2.100
	
	–
	–

	>RRC Context
	M
	
	<reference>
	
	–
	–

	>Handover Restriction List
	O
	
	<reference>
	
	–
	–

	NAS PDU List
	
	0 ..  <maxnoofNasPDUs>
	
	
	YES
	ignore

	>NAS PDU
	M
	
	OCTET STRING
	
	EACH
	ignore

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofNasPDUs
	Maximum no. of NAS PDUs, value is FFS.


9.1.3.x3
RETRIEVE UE CONTEXT FAILURE

This message is sent by the old gNB to inform the new gNB that the Retrieve UE Context procedure has failed.

Direction: old gNB ( new gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	New eNB UE X2AP ID
	M
	
	gNB UE XnAP ID

<reference>
	Allocated at the new eNB
	YES
	ignore

	Cause
	M
	
	<reference>
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
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