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1. Overall Description:

RAN3 thanks to SA2 for their LS on Paging failures for CE Capable UEs. 

RAN3 discussed the scenarios and solutions of the issue, agreed to introduce network based solutions without UE impact:

· MME requests the eNB to enquire and report the UE radio capabilities for all UEs move from 2G/3G to LTE, by triggering the Connection Establishment Indication procedure without UE radio capability in case the UE moves from 2G/3G to LTE. See the attached endorsed Rel-14 and Rel-13 CRs R3-173620, R3-173625.
· eNB reports the UE radio capability for paging in S1AP UE CONTEXT RELEASE COMPLETE message and UE CONTEXT SUSPEND REQUEST message, to avoid the issue in case the UE moves form legacy RAN to Rel-13/Rel-14 CE capable Cells. See the attached endorsed Rel-14 and Rel-13 CRs R3-173626, R3-173627.

2. Actions:

To SA2 group.

ACTION: 
RAN3 asks SA2 group to take above into consideration, update SA2 specification accordingly if needed, and provide feedback if any.
To RAN2 group.

ACTION: 
RAN3 asks RAN2 group to take above into consideration, provide feedback if any.

3. Date of Next TSG-RAN WG3 Meetings:

3GPPRAN3#98
27 Nov – 02 Dec 2017
Reno, US

3GPPRAN3#99
26 Feb – 02 Mar 2018
Athens, Greece
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