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1 Introduction

In [1], we discuss the cell information for UE context setup procedure, and the corresponding stage 3 TP for TS38.473, is provided in this contribution. 
Text Proposal for TS38.473
---------------------------- Start of TP ---------------------------
9.2.x UE Context Management messages

9.2.x.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to setup the UE context at the gNB-DU.
Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	<reference>
	
	YES
	reject

	…


	Serving Cells to Be Added List
	
	1
	<reference>
	
	YES
	reject

	>Serving Cells to Be Added Item 
	
	1 ..  <maxnoof Cells>
	<reference>
	
	EACH
	reject

	>>CHOICE Cell Option
	M
	
	<reference>
	
	-
	

	>>>PCell
	
	
	
	
	
	

	>>>>Cell ID
	O
	
	<reference>
	
	
	

	>>>PSCell
	
	
	
	
	
	

	>>>>Cell ID
	O
	
	<reference>
	
	
	

	>>>SCG SCell
	
	
	
	
	
	

	>>>>Cell ID
	O
	
	<reference>
	
	
	


---------------------------- End of TP ---------------------------
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