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1
Overall description
RAN3 thanks CT1 and SA2 for their LS C1-172759 and S2-176130. From the following in C1-172759, 

the motivation of CN overload control for CP data is only to restrict requests from UEs for data transmission via CP (i.e. TAU Request with "signalling active" flag and Control Plane Service Request piggybacked an ESM Data Transport message). Other NAS signalling messages (e.g. attach and TAU w/o "signalling active" flag) and services (e.g. SMS) are still allowed.
RAN3 understands the eNB shall distinguish the NAS messages applied to CP overload control (i.e. TAU Request with "signalling active" flag and Control Plane Service Request piggybacked an ESM Data Transport message) from other NAS messages for low priority as well as normal priority. 
During the disussion, a question was raised whether eNB can do it or not. Therefore, RAN3 would like to ask the following questions:
· Question 1: Is there any method to enable the eNB to distinguish the NAS messages applied to CP overload control (i.e. TAU Request with "signalling active" flag and Control Plane Service Request piggybacked an ESM Data Transport message) from other NAS messages?  
· Question 2: If the answer for question 1 is No, whether a possible method (e.g. indication) can be provided which enable the eNB to distinguish the NAS messages applied to CP overload control (i.e. TAU Request with "signalling active" flag and Control Plane Service Request piggybacked an ESM Data Transport message) from other NAS messages?
2
Actions
To RAN2 and CT1:
ACTION: 
RAN3 kindly requests all working groups to provide answer for the questions above. 
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Dates of next TSG-RAN WG3 meetings
TSG-RAN WG3 Meeting #98
27 November – 1 December 2017
         Reno, US
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22 – 26 January 2018
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