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1
Introduction
This TP proposes to capture the following agreements to TS 38.473.

Define gNB-DU ID, used to identify gNB-DU only over F1AP procedures; gNB-DU ID is not connected to cell identifiers

gNB-DU ID should be unique at least within a CU

gNB-DU ID is configured by gNB-DU OAM

It is allowed for DU OAM to ensure DU ID uniqueness before DU connects to a new CU
Text Proposal to TS 38.473
Beginning of Text Proposal to TS 38.473
9.2.1.4
F1 SETUP REQUEST

This message is sent by the gNB-DU to transfer information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-DU ID
	M
	
	9.3.1.X
	
	YES
	reject


9.2.1.5
F1 SETUP RESPONSE

This message is sent by the gNB-CU to transfer information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject


Next Text Proposal to TS 38.473
9.3.1.X 
gNB-DU ID
The gNB-DU ID uniquely identifies the gNB-DU at least within a gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	gNB-DU ID
	M
	
	INTEGER (0 .. TBD)
	The gNB-DU ID is independently configured from cell identifiers, i.e. no connection between gNB-DU ID and cell identifiers.


Editor’s Note: The length of gNB-DU ID is FFS.
End of Text Proposal to TS 38.473
