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1 Introduction
This contribution is the pCR for TS38.473 v0.4.0 [1] for the QoS information transfer over F1 interface [2]. In the ASN.1, only IEs for NSA are added. 
2 Reference

[1] TS38.473 v0.4.0, 3rd Generation Partnership Project; Technical Specification Group Radio Access Network; NG-RAN; F1 application protocol (F1AP) (Release 15)
[2] R3-174474, pCR on QoS information transfer over F1 to 38.473, Huawei
3 Text Proposal for TS 38.473 v0.4.0

----------------Start the change of the Text--------------
8.3.1
UE Context Setup 

8.3.1.1
General

The purpose of the UE Context Setup procedure is to establish the necessary overall initial UE Context including SRB context, DRB context etc. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation.

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU.
The gNB-CU provides E-UTRAN QoS to convey E-RAB Level QoS Parameters EN-DC operation. The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-UTRAN QoS IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [x].
The flow-to-DRB mappling list may be provided for gNB-DU, including both QoS flow indicator and flow-level QoS profile. 
Editor’s note: Further details about the initiation of the context setup is still FFS.
The gNB-DU reports the unsuccessful establishment of a DRB with an appropriate cause value in the Cause IE.

9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID (FFS)
	O
	
	9.3.1.5
	
	FFS
	FFS

	C-RNTI (FFS)
	O
	
	FFS
	
	
	

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	SRB to Be Setup List
	
	
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs> [FFS]
	
	
	
	

	>SRB ID
	
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> [FFS]
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	-

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	>>Flow-to-DRB mapping  list
	O
	
	
	
	EACH
	ignore

	>>>QoS Flow Indicator
	M
	
	<ref>
	
	-
	-

	>>>Flow-level QoS profile
	M
	
	9.3.1.x
	
	-
	-

	>>E-UTRAN QoS
	O
	
	9.3.1.y
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List (FFS)
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-


Editor’s note: for intra-DU CA PDCP duplication, two F1-U tunnels can be set up to distinguish duplicated PDCP PDUs belonging to the same DRB. It is FFS whether multiple tunnels are needed or if a single tunnel is enough.
Editor’s Note: The presence of APID/CRNTI/SRB/DRB depends on if this message is used to set up the UE associated logical F1 connection. It is also FFS whether gNB-DU UE F1 AP ID will be included. The naming of the GTP tunnel endpoint is FFS. 
	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is FFS. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is FFS. 

	<maxnoofULTunnels>
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SRB to Be Added List
	
	
	
	
	
	

	DRB to Be Added List
	
	
	
	
	YES
	reject

	>DRB to Be Added Item IEs
	
	1 .. <maxnoofDRBs> [FFS]
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	-

	>>Flow-to-DRB mapping list
	O
	
	
	
	EACH
	ignore

	>>>QoS Flow Indicator
	M
	
	<ref>
	
	-
	-

	>>>Flow-level QoS profile
	M
	
	9.3.1.a
	Used for 
	-
	-

	>>E-UTRAN QoS
	O
	
	9.3.1.b
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	DRB to Be Modified List
	
	
	
	
	YES
	reject

	DRB to Be Released List
	
	
	
	
	YES
	reject


9.3.1.a
Flow-level QoS profile
This IE defines the QoS to be applied to a QoS flow.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	5QI
	O
	
	INTEGER (0..255)
	5G QoS Indicator defined in TS 23.501 [9].

Logical range and coding specified in TS 23.501 [9].
eNote: Coding is FFS. 
	-
	

	Allocation and Retention Priority
	M
	
	9.3.1.c
	
	-
	

	GBR QoS Flow Information
	O
	
	9.3.1.10
	This IE applies to GBR bearers only and shall be ignored otherwise.
	-
	

	Notification Control
	O
	
	ENUMERATED (notification requested, ...)
	eNote: Details to be checked with SA2 progress.
	-
	

	RQA
	O
	
	ENUMERATED(subject to, …)
	Reflective QoS Attribute: indicates that certain traffic on this QoS flow may be subject to NAS reflective QoS. This IE applies to non-GBR bearers only and shall be ignored otherwise.
	-
	


9.3.1.b
E-UTRAN QoS
This IE defines the QoS to be applied to a DRB for EN-DC case.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QCI
	M
	
	INTEGER (0..255)
	QoS Class Identifier defined in TS 23.401[x].

Logical range and coding specified in TS 23.203[x].
	–
	–

	Allocation and Retention Priority
	M 
	
	9.3.1.c
	
	–
	–

	GBR QoS Information
	O
	
	9.3.1.e
	This IE applies to GBR bearers only and shall be ignored otherwise.
	–
	–


9.3.1.c
Allocation and Retention Priority

This IE specifies the relative importance compared to other E-RABs for allocation and retention of the E-UTRAN Radio Access Bearer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Priority Level
	M
	
	INTEGER (0..15)
	Desc.: This IE should be understood as “priority of allocation and retention” (see TS 23.401 [x]).

Usage:

Value 15 means “no priority”.

Values between 1 and 14 are ordered in decreasing order of priority, i.e. 1 is the highest and 14 the lowest.

Value 0 shall be treated as a logical error if received.

	Pre-emption Capability
	M
	
	ENUMERATED(shall not trigger pre-emption, may trigger pre-emption)
	Descr.: This IE indicates the pre-emption capability of the request on other E-RABs

Usage: 

The E-RAB shall not pre-empt other E-RABs or, the E-RAB may pre-empt other E-RABs

The Pre-emption Capability indicator applies to the allocation of resources for an E-RAB and as such it provides the trigger to the pre-emption procedures/processes of the eNB.

	Pre-emption Vulnerability
	M
	
	ENUMERATED(not pre-emptable, pre-emptable)
	Desc.: This IE indicates the vulnerability of the E-RAB to pre-emption of other E-RABs.

Usage:

The E-RAB shall not be pre-empted by other E-RABs or the E-RAB may be pre-empted by other RABs.

Pre-emption Vulnerability indicator applies for the entire duration of the E-RAB, unless modified, and as such indicates whether the E-RAB is a target of the pre-emption procedures/processes of the eNB.


9.3.1.d

GBR QoS Information

This IE indicates the maximum and guaranteed bit rates of a GBR E-RAB for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	E-RAB Maximum Bit Rate Downlink
	M
	
	Bit Rate

9.2.11
	Maximum Bit Rate in DL (i.e. from EPC to E-UTRAN) for the bearer.

Details in TS 23.401 [x].
	–
	–

	E-RAB Maximum Bit Rate Uplink
	M
	
	Bit Rate 9.2.11
	Maximum Bit Rate in UL (i.e. from E-UTRAN to EPC) for the bearer.

Details in TS 23.401 [x].
	–
	–

	E-RAB Guaranteed Bit Rate Downlink
	M
	
	Bit Rate 9.2.11
	Guaranteed Bit Rate (provided that there is data to deliver) in DL (i.e. from EPC to E-UTRAN) for the bearer.

Details in TS 23.401 [x].
	–
	–

	E-RAB Guaranteed Bit Rate Uplink
	M
	
	Bit Rate 9.2.11
	Guaranteed Bit Rate (provided that there is data to deliver) in UL (i.e. from E-UTRAN to EPC) for the bearer.

Details in TS 23.401 [x].
	–
	–


9.3.1.e
GBR QoS Flow Information
Editor’s Note:
Further details FFS.

This IE indicates the maximum and guaranteed bit rates of a GBR QoS flow for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Maximum Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.f
	Maximum Bit Rate in DL. Details in TS 23.501 [x].
	-
	-

	Maximum Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.f
	Maximum Bit Rate in UL. Details in TS 23.501 [x].
	-
	-

	Guaranteed Flow Bit Rate Downlink
	M
	
	Bit Rate

9.3.1.f
	Guaranteed Bit Rate (provided there is data to deliver) in DL. Details in TS 23.501 [x].
	-
	-

	Guaranteed Flow Bit Rate Uplink
	M
	
	Bit Rate

9.3.1.f
	Guaranteed Bit Rate (provided there is data to deliver). Details in TS 23.501 [x].
	-
	-


9.3.1.f
Bit Rate
Editor’s Note:
Further details FFS.

This IE indicates the number of bits delivered by NG-RAN in UL or to NG-RAN in DL within a period of time, divided by the duration of the period. It is used, for example, to indicate the maximum or guaranteed bit rate for a GBR QoS flow, or an aggregated maximum bit rate.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bit Rate
	M
	
	INTEGER (0.. 4,000,000,000,000,…)
	The unit is: bit/s


9.4.4
PDU Definitions
-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,

CriticalityDiagnostics,


GNB-CU-F1AP-ID,

GNB-DU-F1AP-ID,

TimeToWait,


UE-associatedLogicalF1-ConnectionItem,


RRCContainer,

SRBID,


DRBID,


GTPTunnelEndpoint,


EUTRAN-QoS
FROM F1AP-IEs

PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-gNB-CU-F1AP-ID, 

id-gNB-DU-F1AP-ID,

id-ResetType,


id-TimeToWait,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,

id-RRCContainer,

id-SRBID,

id-DRBID,


id-SRBs-ToBeSetup-List,

id-DRBs-ToBeSetup-List,


id-SRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-Item,


id-Tunnels-ToBeSetup-List,


id-Tunnels-ToBeSetup-Item,

id-DRBs-ToBeAdded-List,


id-DRBs-ToBeAdded-Item,

maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,

maxnoofSRBs,


maxnoofDRBs,


maxnoofULTunnels
FROM F1AP-Constants;

-- **************************************************************

--

-- RESET ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Reset

--

-- **************************************************************

Reset ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetIEs} },


...

}

ResetIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-ResetType




CRITICALITY reject
TYPE ResetType




PRESENCE mandatory
},


...

}

ResetType ::= CHOICE {


f1-Interface




ResetAll,


partOfF1-Interface



UE-associatedLogicalF1-ConnectionListRes,


...

}

ResetAll ::= ENUMERATED {


reset-all,


...

}

UE-associatedLogicalF1-ConnectionListRes ::= SEQUENCE (SIZE(1.. maxnoofIndividualF1ConnectionsToReset)) OF ProtocolIE-SingleContainer { { UE-associatedLogicalF1-ConnectionItemRes } }

UE-associatedLogicalF1-ConnectionItemRes F1AP-PROTOCOL-IES ::= {


{ ID id-UE-associatedLogicalF1-ConnectionItem
CRITICALITY reject
TYPE UE-associatedLogicalF1-ConnectionItem
PRESENCE mandatory},


...

}

-- **************************************************************

--

-- Reset Acknowledge

--

-- **************************************************************

ResetAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetAcknowledgeIEs} },


...

}

ResetAcknowledgeIEs F1AP-PROTOCOL-IES ::= {


{ ID id-UE-associatedLogicalF1-ConnectionListResAck

CRITICALITY ignore
TYPE UE-associatedLogicalF1-ConnectionListResAck


PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

UE-associatedLogicalF1-ConnectionListResAck ::= SEQUENCE (SIZE(1.. maxnoofIndividualF1ConnectionsToReset)) OF ProtocolIE-SingleContainer { { UE-associatedLogicalF1-ConnectionItemResAck } }

UE-associatedLogicalF1-ConnectionItemResAck 
F1AP-PROTOCOL-IES ::= {


{ ID id-UE-associatedLogicalF1-ConnectionItem
 CRITICALITY ignore 
TYPE UE-associatedLogicalF1-ConnectionItem  
PRESENCE mandatory },


...

}

-- **************************************************************

--

-- ERROR INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Error Indication

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ErrorIndicationIEs}},


...

}

ErrorIndicationIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY ignore
TYPE GNB-CU-F1AP-ID



PRESENCE optional
}|

{ ID id-gNB-DU-F1AP-ID



CRITICALITY ignore
TYPE GNB-DU-F1AP-ID



PRESENCE optional
}|

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}
-- **************************************************************

--

-- F1 SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- F1 Setup Request

--

-- **************************************************************

F1SetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {F1SetupRequestIEs} },


...

}

F1SetupRequestIEs F1AP-PROTOCOL-IES ::= {


...

} 

-- **************************************************************

--

-- F1 Setup Response

--

-- **************************************************************

F1SetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {F1SetupResponseIEs} },


...

}

F1SetupResponseIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- F1 Setup Failure

--

-- **************************************************************

F1SetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {F1SetupFailureIEs} },


...

}

F1SetupFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE
--

-- **************************************************************

GNBDUConfigurationUpdate::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateIEs} },


...

}

GNBDUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {


...

} 

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
--

-- **************************************************************

GNBDUConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateAcknowledgeIEs} },


...

}

GNBDUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- GNB-DU CONFIGURATION UPDATE FAILURE
--

-- **************************************************************

GNBDUConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {GNBDUConfigurationUpdateFailureIEs} },


...

}

GNBDUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE
--

-- **************************************************************

GNBCUConfigurationUpdate ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateIEs} },


...

}

GNBCUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {


...

} 

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
--

-- **************************************************************

GNBCUConfigurationUpdateAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateAcknowledgeIEs} },


...

}

GNBCUConfigurationUpdateAcknowledgeIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- GNB-CU CONFIGURATION UPDATE FAILURE
--

-- **************************************************************

GNBCUConfigurationUpdateFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { GNBCUConfigurationUpdateFailureIEs} },


...

}

GNBCUConfigurationUpdateFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- UE Context Setup ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT SETUP REQUEST
--

-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupRequestIEs} },


...

}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {
{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|
{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|
{ ID id-SRBs-ToBeSetup-List


CRITICALITY reject
TYPE SRBs-ToBeSetup-List

PRESENCE mandatory
}|
{ ID id-DRBs-ToBeSetup-List


CRITICALITY reject
TYPE DRBs-ToBeSetup-List

PRESENCE mandatory
},

...

} 

SRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofSRBs)) OF ProtocolIE-SingleContainer { { SRBs-ToBeSetup-ItemIEs} }

SRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-SRBs-ToBeSetup-Item
CRITICALITY reject
TYPE SRBs-ToBeSetup-Item

PRESENCE mandatory},


...

}

SRBs-ToBeSetup-Item ::= SEQUENCE {


sRB-ID SRBID,

...

}

DRBs-ToBeSetup-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeSetup-ItemIEs} }

DRBs-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-ToBeSetup-Item
CRITICALITY reject
TYPE DRBs-ToBeSetup-Item

PRESENCE mandatory},


...

}

DRBs-ToBeSetup-Item ::= SEQUENCE {


dRB-ID





DRBID,



eUTRAN-QoS




EUTRAN-QoS,

    tunnels-toBeSetup-list

Tunnels-toBeSetup-list,

...

}

Tunnels-toBeSetup-list ::= SEQUENCE (SIZE(1..maxnoofULTunnels)) OF ProtocolIE-SingleContainer { { Tunnels-ToBeSetup-ItemIEs} }
Tunnels-ToBeSetup-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Tunnels-ToBeSetup-Item
CRITICALITY reject
TYPE Tunnels-ToBeSetup-Item

PRESENCE mandatory},


...

}

Tunnels-ToBeSetup-Item ::= SEQUENCE {


ul-GTP-Tunnel-EndPoint
GTPTunnelEndpoint,


...

}

-- **************************************************************

--

-- UE CONTEXT SETUP RESPONSE
--

-- **************************************************************

UEContextSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupResponseIEs} },


...

}

UEContextSetupResponseIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- UE CONTEXT SETUP FAILURE
--

-- **************************************************************

UEContextSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupFailureIEs} },


...

}

UEContextSetupFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- UE Context Release (gNB-CU initiated) ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT RELEASE COMMAND 
--

-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextReleaseCommandIEs} },


...

}

UEContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

} 

-- **************************************************************

--

-- UE CONTEXT RELEASE COMPLETE
--

-- **************************************************************

UEContextReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextReleaseCompleteIEs} },


...

}

UEContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- UE Context Modification ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST
--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {
{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|
{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|
{ ID id-DRBs-ToBeAdded-List


CRITICALITY reject
TYPE DRBs-ToBeAdded-List

PRESENCE optional
},

...

} 
DRBs-ToBeAdded-List ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF ProtocolIE-SingleContainer { { DRBs-ToBeAdded-ItemIEs} }

DRBs-ToBeAdded-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-DRBs-ToBeAdded-Item
CRITICALITY reject
TYPE DRBs-ToBeAdded-Item

PRESENCE mandatory},


...

}

DRBs-ToBeAdded-Item ::= SEQUENCE {


dRB-ID





DRBID,



eUTRAN-QoS




EUTRAN-QoS,

    tunnels-toBeSetup-list

Tunnels-toBeSetup-list,

...

}

-- **************************************************************

--

-- UE CONTEXT MODIFICATION RESPONSE
--

-- **************************************************************

UEContextModificationResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationResponseIEs} },


...

}

UEContextModificationResponseIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- UE CONTEXT MODIFICATION FAILURE
--

-- **************************************************************

UEContextModificationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationFailureIEs} },


...

}

UEContextModificationFailureIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- UE Context Modification Required (gNB-DU initiated) ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUIRED
--

-- **************************************************************

UEContextModificationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequiredIEs} },


...

}

UEContextModificationRequiredIEs F1AP-PROTOCOL-IES ::= {


...

} 

-- **************************************************************

--

-- UE CONTEXT MODIFICATION CONFIRM
--

-- **************************************************************

UEContextModificationConfirm::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationConfirmIEs} },


...

}

UEContextModificationConfirmIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- UE Mobility Command ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE Mobility Command
--

-- **************************************************************

UEMobilityCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEMobilityCommandIEs} },


...

}

UEMobilityCommandIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-RRCContainer




CRITICALITY ignore
TYPE RRCContainer




PRESENCE optional
},


...

} 

-- **************************************************************

--

-- UE Mobility Command Acknowledge
--

-- **************************************************************

UEMobilityCommandAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEMobilityCommandAcknowledgeIEs} },


...

}

UEMobilityCommandAcknowledgeIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- UE Context Release Request ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE Context Release Request
--

-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ UEContextReleaseRequestIEs}},


...

}

UEContextReleaseRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause






PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Initial UL RRC Message Transfer ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial UL RRC Message Transfer
--

-- **************************************************************

InitialULRRCMessageTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ InitialULRRCMessageTransferIEs}},


...

}

InitialULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- DL RRC Message Transfer ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- DL RRC Message Transfer
--

-- **************************************************************

DLRRCMessageTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ DLRRCMessageTransferIEs}},


...

}

DLRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- UL RRC Message Transfer ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UL RRC Message Transfer
--

-- **************************************************************

ULRRCMessageTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ ULRRCMessageTransferIEs}},


...

}

ULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-F1AP-ID



PRESENCE mandatory
}|


{ ID id-SRBID





CRITICALITY reject
TYPE SRBID





PRESENCE mandatory
}|


{ ID id-RRCContainer




CRITICALITY reject
TYPE RRCContainer



PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- System Information Delivery ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- System Information Delivery
--

-- **************************************************************

SystemInformationDeliveryCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ SystemInformationDeliveryCommandIEs}},


...

}

SystemInformationDeliveryCommandIEs F1AP-PROTOCOL-IES ::= {


...

}

-- **************************************************************

--

-- Paging ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Paging
--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ PagingIEs}},


...

}

PagingIEs F1AP-PROTOCOL-IES ::= {


...

}

END
9.4.5
Information Element Definitions
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,

maxnoofSRBs,


maxnoofDRBs,


maxnoofULTunnels
FROM F1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM F1AP-CommonDataTypes


ProtocolExtensionContainer{},


F1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


F1AP-PROTOCOL-IES

FROM F1AP-Containers;

-- A

AllocationAndRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,

...

}

-- B

BitRate ::= INTEGER (0..40000000000)

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,


unspecified,
...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


abstract-syntax-error-falsely-constructed-message,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,


...

}

CauseTransport ::= ENUMERATED {


unspecified,


...

}

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode













OPTIONAL,


triggeringMessage



TriggeringMessage












OPTIONAL,


procedureCriticality


Criticality














OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List









OPTIONAL,


iE-Extensions




ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}}

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1.. maxnoofErrors)) OF CriticalityDiagnostics-IE-Item

CriticalityDiagnostics-IE-Item ::= SEQUENCE {


iECriticality


Criticality,


iE-ID




ProtocolIE-ID,


typeOfError 


TypeOfError,


iE-Extensions


ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}}
OPTIONAL,


...

}

CriticalityDiagnostics-IE-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}
-- D

DRBID ::= INTEGER (0..15, ...)
-- E

EUTRAN-QoS::= SEQUENCE {


qCI







QCI,


allocationAndRetentionPriority
AllocationAndRetentionPriority,


gbrQosInformation



GBR-QosInformation












OPTIONAL,

...

}

-- F

-- G

GNB-CU-F1AP-ID

::= INTEGER (0..4294967295)
GNB-DU-F1AP-ID

::= INTEGER (0..4294967295)
GNB-DU-ID


::= INTEGER (0..4294967295)
-- range of gNB-DU-ID is FFS

GTP-TEID



::= OCTET STRING (SIZE (4))
GTPTunnelEndpoint ::= SEQUENCE {


transportLayerAddress



TransportLayerAddress,


uL-GTP-TEID






GTP-TEID,


iE-Extensions





ProtocolExtensionContainer { { GTPTunnelEndpoint-ExtIEs} }
OPTIONAL,

...

}

GTPTunnelEndpoint-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

GBR-QosInformation ::= SEQUENCE {


e-RAB-MaximumBitrateDL


BitRate,


e-RAB-MaximumBitrateUL


BitRate,


e-RAB-GuaranteedBitrateDL

BitRate,


e-RAB-GuaranteedBitrateUL

BitRate,

...

}

-- H

-- I

-- J

-- K

-- L

-- M

-- N

-- O

-- P

PriorityLevel



::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15)
Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable

}

-- Q

QCI ::= INTEGER (0..255)

-- R
RRCContainer ::= OCTET STRING
-- S
SRBID ::= INTEGER (0..3, ...)
-- T

TimeToWait ::= ENUMERATED {v1s, v2s, v5s, v10s, v20s, v60s, ...}
TransportLayerAddress

::= BIT STRING (SIZE(1..160, ...))
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U

UE-associatedLogicalF1-ConnectionItem ::= SEQUENCE {


gNB-CU-F1AP-ID

GNB-CU-F1AP-ID
 OPTIONAL,

gNB-DU-F1AP-ID

GNB-DU-F1AP-ID
 OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { { UE-associatedLogicalF1-ConnectionItemExtIEs} } OPTIONAL,


...

}

UE-associatedLogicalF1-ConnectionItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

-- V

-- W

-- X

-- Y

-- Z

END
9.4.6
Common Definitions
-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

F1AP-CommonDataTypes {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-CommonDataTypes (3) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

ProcedureCode

::= INTEGER (0..255)

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessfull-outcome }

END
9.4.7
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2
id-GNBDUConfigurationUpdate




ProcedureCode ::= 3
id-GNBCUConfigurationUpdate




ProcedureCode ::= 4
id-UEContextSetup






ProcedureCode ::= 5
id-UEContextRelease






ProcedureCode ::= 6
id-UEContextModification





ProcedureCode ::= 7
id-UEContextModificationRequired



ProcedureCode ::= 8
id-UEMobilityCommand






ProcedureCode ::= 9
id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11
id-DLRRCMessageTransfer





ProcedureCode ::= 12
id-ULRRCMessageTransfer





ProcedureCode ::= 13
id-SystemInformationDelivery




ProcedureCode ::= 14
id-Paging








ProcedureCode ::= 15
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 256

maxnoofSRBs







INTEGER ::= 16

maxnoofDRBs







INTEGER ::= 32
maxnoofULTunnels





INTEGER ::= 32
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-CriticalityDiagnostics






ProtocolIE-ID ::= 1
id-gNB-DU-F1AP-ID








ProtocolIE-ID ::= 2
id-gNB-CU-F1AP-ID








ProtocolIE-ID ::= 3
id-ResetType










ProtocolIE-ID ::= 4
id-TimeToWait









ProtocolIE-ID ::= 5
id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 6
id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 7

id-RRCContainer









ProtocolIE-ID ::= 8
id-SRBID











ProtocolIE-ID ::= 9
id-DRBID











ProtocolIE-ID ::= 10

id-SRBs-ToBeSetup-Item








ProtocolIE-ID ::= 11
id-DRBs-ToBeSetup-Item








ProtocolIE-ID ::= 12

id-SRBs-ToBeSetup-List








ProtocolIE-ID ::= 13

id-DRBs-ToBeSetup-List








ProtocolIE-ID ::= 14

id-Tunnels-ToBeSetup-List







ProtocolIE-ID ::= 15

id-Tunnels-ToBeSetup-Item







ProtocolIE-ID ::= 16

id-DRBs-ToBeAdded-List








ProtocolIE-ID ::= 17
id-DRBs-ToBeAdded-Item








ProtocolIE-ID ::= 18
END
9.4.8
Container Definitions
-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

F1AP-Containers {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Containers (5) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateIE-ID,


ProtocolExtensionID,


ProtocolIE-ID

FROM F1AP-CommonDataTypes

maxPrivateIEs,


maxProtocolExtensions,


maxProtocolIEs

FROM F1AP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

F1AP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&criticality
Criticality,


&Value,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY

&criticality


TYPE


&Value


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

F1AP-PROTOCOL-IES-PAIR ::= CLASS {


&id




ProtocolIE-ID 



UNIQUE,


&firstCriticality
Criticality,


&FirstValue,


&secondCriticality
Criticality,


&SecondValue,


&presence


Presence

}

WITH SYNTAX {


ID



&id


FIRST CRITICALITY

&firstCriticality


FIRST TYPE



&FirstValue


SECOND CRITICALITY

&secondCriticality


SECOND TYPE



&SecondValue


PRESENCE



&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

F1AP-PROTOCOL-EXTENSION ::= CLASS {


&id



ProtocolExtensionID


UNIQUE,


&criticality
Criticality,


&Extension,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY

&criticality


EXTENSION

&Extension


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Private IEs

--

-- **************************************************************

F1AP-PRIVATE-IES ::= CLASS {


&id



PrivateIE-ID,


&criticality
Criticality,


&Value,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY

&criticality


TYPE


&Value


PRESENCE

&presence

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {F1AP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-SingleContainer {F1AP-PROTOCOL-IES : IEsSetParam} ::= 


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {F1AP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



F1AP-PROTOCOL-IES.&id



({IEsSetParam}),


criticality

F1AP-PROTOCOL-IES.&criticality

({IEsSetParam}{@id}),


value


F1AP-PROTOCOL-IES.&Value


({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {F1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {F1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id




F1AP-PROTOCOL-IES-PAIR.&id




({IEsSetParam}),


firstCriticality
F1AP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


F1AP-PROTOCOL-IES-PAIR.&FirstValue


({IEsSetParam}{@id}),


secondCriticality
F1AP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


F1AP-PROTOCOL-IES-PAIR.&SecondValue

({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, F1AP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-SingleContainer {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound,F1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {F1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {F1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id




F1AP-PROTOCOL-EXTENSION.&id



({ExtensionSetParam}),


criticality


F1AP-PROTOCOL-EXTENSION.&criticality
({ExtensionSetParam}{@id}),


extensionValue

F1AP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private IEs

--

-- **************************************************************

PrivateIE-Container {F1AP-PRIVATE-IES : IEsSetParam } ::= 


SEQUENCE (SIZE (1.. maxPrivateIEs)) OF


PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {F1AP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {


id




F1AP-PRIVATE-IES.&id



({IEsSetParam}),


criticality


F1AP-PRIVATE-IES.&criticality

({IEsSetParam}{@id}),


value



F1AP-PRIVATE-IES.&Value



({IEsSetParam}{@id})

}

END
-----------------End of the change of the Text-----------
